LOOK FOR THESE NEW 
HEAVY DUTY POWER TOOLS ON DISPLAY 
AT YOUR BLACK & DECKER DISTRIBUTOR. | 


Put us to the test. 
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Our Engineering Story. 


W: believe a heavy duty power 
too/ must be engineered for 
the stress and strain of industrial 
and construction applications. 

To meet this challenge, our 
engineers conduct extensive job- 
site research including in-depth 
field interviews to gather the 
knowledge necessary to satisfy 
your performance demands. 

We also believe a heavy duty 
power tool must be engineered in 
terms of its best value to the user. 

This challenge is met through 
creative-engineering which en- 
ables us to (1) build the best pos- 
sible tool for the job it is intended 
to perform, and (2) build it at a 
price that is the best possible 
value for you. 


Value-Engineering: Armature Design. 
This Wildcat” armature reveals the so- 
phisticated engineering necessary for the 
rugged applications normally faced by 
angle/sanders and grinders; it’s typical 
of how we design every heavy duty power 
tool with the specific end-use of that tool 
foremost in our mind 


Creative Engineering: 
Motors, Brush Systems 
and Materials. 


Black & Decker motors are among 
the strongest and most durable in the 


Superior armature 
processing: Prevents 
wire movement 
Longer life. 


Thicker coil stays: 
Added resistance to 
wire movement. 
Longer life. 


New bonding material: 
More stable at high temperature. 
Helps prevent failure during 
overload conditions 


industry; through a new manufacturing 
process, we've found a better way to 
bond magnet wires to the armature. 
This enables our motors to better with- 
stand overload and also helps to pre- 
vent wire movement which can cause 
armature failure. 

Now consider our brush systems. 

Each is designed for the specific 
requirements of a particular tool to as- 
sure you of longer life, higher efficiency 
and greater dependability. Our spe- 
cially designed Wildcat™ Brush System 
is but one example. 


Larger, 
split 
brushes: 
Longer life. 


Electrical tracking barriers: 
More protection against 
contamination, Longer 

brush life. 


With regard to materials, our engi- 
neers pioneered the development of 
the break-proof plastic handles found 
on many of our heavy duty power tools. 


Additionally, our heavy duty power 
tools make extensive use of heat 
treated parts and heavy duty ball bear- 
ings. 


Creative Engineering: 
The Human Side. 


In the last analysis, every one of 
our heavy duty power tools is operated 
by human hands. 

As a result, our designs must be 
reviewed by Human Factors experts to 
make sure that each tool provides you 
with the proper comfort, balance, con- 


trol and safety. 

Side handles, for example, are po- 
sitioned for both safety and comfort. 
And our entire line of Professional 
Cordless tools represents the ultimate 
in balance and control. 

Switch placement and amount of 
pressure are no less important; the 
switch in our new Wildcat” angle/ 
sander grinder is designed for exten- 
sive use without tiring. 


Creative Engineering: 
Test, Evaluation 
and Compliance. 


At Black & Decker, tools are sub- 
jected not only to our own demanding 
procedures but to elaborate field test- 
ing as well. 

Every heavy duty power tool must 
go through a series of use tests, abuse 
tests, electrical, noise, and vibration 
tests. In addition, there are life tests in 
which loadings and abuse factors are 
magnified to reveal potential weak- 
nesses to us so that we can take the 
necessary corrective actions. 


Dust Contamination: 

Especially severe in drywall applications; 
we're testing to make sure all Heavy Duty 
Drywall Screwdrivers continue to give 
peak performance even in this type of 
contaminated atmosphere 


More recently, we have completed 
a new test facility which incorporates 
the latest technology and equipment for 
Heavy Duty Professional Product eval- 
uation. 

Finally, we take care to comply with 
industry standards; particularly those 
as established by O.S.H.A. and N.E.C. 
(National Electrical Code), and ULL. 
Listings have always been of prime 
concern to Black & Decker engineers. 
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Our Manufacturing Story. 


Vie believe a heavy duty 
power tool must be manu- 
factured with uncompromising 
accuracy. 

We meet this requirement in 
three ways. 

First, by subjecting all materi- 
als and components utilized in 
our heavy duty power tools to 
painstaking examination. 

Second, by establishing qual- 
ity control plans for every single 
part of every single power tool we 
produce. 

And third, by insuring that em- 
ployees involved in the production 
or assembly of our heavy duty 
power tools must first achieve 
quality before achieving quantity. 

That’s why we’re confident 
that Black & Decker heavy duty 
power tools will perform the way 
you expect them to perform. 


¥ 
> 


Test Tower: 

Every single heavy duty power tool 
that comes off the assembly line is 
run-in and checked for perform- 
ance. 


The World’s Largest 
Portable Power Tool 
Manufacturing Plant. 


Black & Decker heavy duty power 
tools are produced at our huge plant in 


Hampstead, Maryland; the plant covers 
more than 18 acres under one roof and 
floor space totals 861,000 square feet. 


Over 50 percent of our employees 
have ten years or more experience with 
the company, and length of service is 
even higher among supervisors and 
managers. 


Inventories, work-in-progress, man- 
ufacturing, and production processes 
including machine loading are coordi- 
nated by computer for maximum effi- 
ciency and lower cost. 

More than 1200 machines are in 
operation to help produce the 2% 
million electric motors we turn out 
annually. 


Material Selection 
and Inspection. 


By the very nature of their applica- 
tions, heavy duty power tools require 
the best materials; materials which 
must be frequently evaluated with re- 
gard to standards and specifications. 


Recently, we incorporated polyes- 
ter resins as a better impregnating ma- 
terial for bonding magnet wires in the 
armature. As a result, our motors are 
stronger and more durable. 

Raw materials, of course, must be 
examined for both surface and molecu- 
lar imperfections. The same holds true 
for purchase parts; quality inspections 
are a matter of routine. 

In short, all materials and compo- 
nents utilized by Black & Decker are 
constantly reviewed to make certain 
they meet our precise specifications. 


Optical Comparator: 

This sophisticated measuring de- 
vice that magnifies parts to 50 
times actual size is used to detect 
even the slightest variations in size 
and shape 


Quality Control. 


Quality control is extremely impor- 
tant to us, it’s something that we have 
never taken for granted. 

Every single part of every Black & 
Decker heavy duty power tool has an 
individual quality control plan for test- 
ing and inspection. 

Throughout the production and as- 
sembly processes, dozens of separate 
checks are conducted to make sure 
that each part not only fits, but also 
functions correctly. 

Tolerances as small as one ten- 
thousandth of an inch must be met. 

Even when the tool is finished, the 
tests are not. 

Units are selected from each pro- 
duction run and subjected to severe life 
tests that simulate actual working con- 
ditions to further assure the reliability of 
our tools. 
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Our Service Story. 


VW: believe in service. 

So muchso, that we have 
the largest network of factory- 
owned service centers in the indus- 
try; a network which includes 100 
factory-owned service centers 
and over 500 factory trained tech- 
nicians and employees. 

In addition, we have over 125 
authorized service facilities. 

Plus each of our factory cen- 
ters now offers a new and incredi- 
bly fast J.E.T. service which can 
provide emergency tool repairs in 
as little as 4 hours for those cus- 
tomers who earn their living with 
power tools. 


© Service Center * Distribution Center 


Background. 


We recognized a long time ago that 
good, fast repair service is every bit as 
important to you as performance fea- 
tures and price. 


As a matter of fact, we were the 
first power tool company to open a 
service center; and that happened way 
back in 1918. 

Today, we have 100 service cen- 
ters; service centers staffed with 


knowledgeable technicians who have 
been thoroughly trained in the mainte- 
nance of Black & Decker heavy duty 
tools. 

And to support our trained person- 
nel, we have equipped every factory- 
owned service center with the most 
sophisticated diagnostic testing de- 
vices in the industry. 


J.E.T. Service. 


When you need emergency service 
on any of our heavy duty power tools, 
simply take that power tool to a Black & 
Decker Service Center and ask for Job 
Emergency Tool repair service. 


J.E.T. Service means that your 
power tool will be ready for you in less 
than four working hours, if the neces- 
sary parts are in stock. 

If the part is not in stock, the serv- 
ice center will continue to give J.E.T. 
priority to your repair; all Black & 
Decker Service Centers are in daily 
contact with the factory parts distribu- 
tion center via computer and can ob- 
tain out-of-stock parts quickly. 


In the majority of cases, your part 
will be shipped the next day; usually by 
jet aircraft. 

And even though this service is 
extra fast, there’s no extra cost; and it’s 
exclusively for industrial and construc- 
tion users. 


Parts, Warranties 
and Technical 


Infromation. 

Remember, too, that every Black & 
Decker factory-owned service center 
carries an inventory of genuine B&D 
parts and accessories covering not 
only our current models, but discontin- 
ued models as well. Black & Decker 
parts make B&D tools run longer and 
more efficiently. 

With regard to warranties, our 


service centers administer them on all 
tools. 

We also realize that some firms and 
individuals will prefer to handle their 
own repairs; but in every case our fac- 
tory centers stand ready to be of as- 
sistance in recommending parts and 
accessories, and in offering technical 
information. 


Professional Tools; 
Professional Service. 


We place heavy emphasis on both 
because we know you won't settle for 
less. 

Our heavy duty power tools are 
engineered and manufactured to meet 
your needs; our service centers are set 


up to give you prompt, professional 
service support. 

We've worked hard to get you con- 
fidence; we'll work even harder to 
keep it. 


Our Distribution Story. 


W/- believe in supporting our 
distributors. 

That’s why we have four major 
distribution centers geared to 
provide rapid product availability 
to distributors in any part of the 
country to help them serve you 
better. 

It’s also why our Black & 
Decker salesmen conduct meet- 
ings to keep distributor counter- 
men and field salesmen posted on 
new products and applications so 
that they can use that fresh infor- 
mation in helping you select the 
right power tool for the job that 
needs to be done. 


Your Black & Decker distribu- 
tor understands your needs and 
knows our product line. He is 
there to help you select the right 
product for the job, and to get it to 
you when you need it, where you 
need it. 


Fast Delivery. 


Because your Black & Decker dis- 
tributor maintains a constantly replen- 
ished warehouse to give you a single, 
handy source of supply that acts as 
your equipment warehouse. And, of 
course, nearby shipping points mean 
lower shipping costs. 


Experienced Personnel. 


Because your Black & Decker dis- 
tributor has sales people trained in the 
proper use and application of heavy 
duty power tools with the ability to as- 


sist you in the selection of any tool. In 
addition, you are also dealing with 


people who know your business as well 
as their own; people with a vital interest 
in the community. 


Quick Service. 


Because your Black & Decker dis- 
tributor believes in handling your needs 
as fast as possible; besides service, this 
includes catalog and price information, 
tools and parts, warranty administra- 
tion, and technical help. 


Convenient Credit. 


Because your Black & Decker dis- 
tributor helps you establish credit at a 
local level. 


Yellow Pages. 


Your Black & Decker distributor is 
listed in the Yellow Pages; look for him 
under ‘‘Tools-Electric’’ for Service and 
Sales in the Yellow Pages of your tele- 
phone directory. 


Our Distributor. 
Your Friend. 


Which simply means that you get a 
lot more than just a power tool when 
you buy from a Black & Decker distrib- 
utor. 


SERVING 
INDUSTRY 
ECONOMICALLY 


Black s Decker. 


is a member of 


American Supply & Machinery 
Manufacturers Association, Inc. 
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DRILLS 


Capacities from V"’ through 1%4''. Single speed, variable 
speed, reversible. Pistol grip, end handle, spade handle. Specialty 
drills, magnetic drill presses, bench drill stands. I 
Hole saws and mandrels, other drill accessories. 


EXTRA HEAVY-DUTY PISTOL GRIP HOLGUN® DRILLS: 
FEATURES AND BENEFITS. 


Heavy duty heat-treated All ball and roller bearings. Abrasion protected field. Check-point brush system. 
cut steel gears. For For continuous production For longer life Tool shuts off when 
maximum life use brushes wear o: 


Precision, high quality 
chucks. Minimum run out 
and maximum gripping 
power 


Aluminum die cast gear 
case. Provides proven 
durability 


Double pole switch. 
High temperature resistant For maximum life 
polyester field case. 

Improved operator comfort 

and safety 


Super tough nylon handle. 
Provides durability, comfort 
Neutral wound motor with and better control 
full power in reverse. 
Provides improved power, 
performance and life 


Safety engineered switch 
lock. No inadvertent 
lock-on 


Complies with OSHA 


NEW: EXTRA HEAVY-DUTY 
PISTOL GRIP HOLGUN’ DRILLS. 


FEATURES AND BENEFITS: 


New, more powerful motor with full power in re- 
verse; engineered for improved performance and life. 
New check-point system stops tool when brushes 
wear out, prevents damage to commutator. 

Extra heavy-duty for continuous production applica- 
tions with ball and roller bearings throughout and 
heavy duty heat-treated cut steel gears. 

Compact, improved super tough nylon handle de- 
sign provides for durability, operator comfort and 
safety. 

Improved double pole switch design for maximum 
life and reliability. 


Precision high-quality chucks allow continuous full 
production use. 

High temperature resistant durable polyester field 
case, virtually unaffected by common environmental 
contaminants, offers improved operator comfort and 
safety. 

Safety engineered switch lock placement prevents 
inadvertent lock-on. 

Aluminum die-cast gear case provides proven dura- 
bility. 

Reduced noise level insures additional comfort for 
operator benefit. 


~J 


(1700 RPM) 
(3500 RPM) 
(5000 RPM) 


Ya" 


(1200 RPM) 


Ya" 


(0-1200 RPM) 


Ye 


(0-2500 RPM) 


3/g i 


(600 RPM) 


W/2 iu 


(0-550 RPM) 


EXTRA HEAVY-DUTY 
PISTOL GRIP HOLGUN’ DRILLS 


8 powerful drills to choose from; %'', ¥'' and Y2"' capacities. 


Yq"! 
No. 1040-09 (1700 RPM) 


Extra Heavy-Duty Holgun® Drill for Continuous Pro- 
duction Use in Steel. 


No. 1042-09 (3500 RPM) 


Extra Heavy-Duty Holgun® Drill for Hole-Punching 
in Thin-Gauge Steel, Aluminum and Twist Drills 
in Wood. 


No. 1043-09 (5000 RPM) 


Extra Heavy-Duty Holgun® Drill for Smaller-Diame- 
ter Hole Punching in Sheet Metal, Aluminum and 
Twist Drills in Wood. 


VY"! 
No. 1046-09 (0-2500 RPM) 


Extra Heavy-Duty Variable Speed Reversing Holgun® 
Drill for Drilling Stainless Steel. Excellent for Pro- 
duction Jobs Where Bit Walk Could Mar the Work 
Surface. 


3/g i 
No. 1174-09 (1200 RPM) 


Extra Heavy-Duty Holgun® Drill for Continuous Pro- 
duction Use in Steel. 


No. 1176-09 (600 RPM) 

Extra Heavy-Duty Holgun® Drill for Continuous Pro- 
duction Use in Stainless Steel Where Slow Speed is 
Desired to Keep from Work-Hardening the Work 
Piece. 


No. 1180-09 (0-1200 RPM) 

Extra Heavy-Duty Variable Speed Reversing Holgun® 
Drill for Drilling Without Center Punch Hole or Start- 
ing Drill on Curved Surface; Also for Drilling Stain- 


less Steel. 
W/o il 
No. 1311-09 (0-550 RPM) 


Extra Heavy-Duty Variable Speed Reversing Holgun”® 
Drill. Side Handle Included. Ideal for Varied Applica- 
tions in Wood and Other Materials Where Power, 
Versatility and Control are Important. 


Standard Equipment: Includes chuck key. Side handle included with No. 1311-09. 


No. 1065 
%"' HEAVY DUTY SHORTY® DRILL 


Switcht 
1040-09 4 On/Off 


Rated heavy duty for continuous use. 
Smallest, most compact, heavy duty 
right angle drill available. 
Lightweight, comfortable, powerful. 
Offset head permits close drilling 

on flush work and in tight areas. 
Twin fans for cool operation. 
Bearings: ball, needle. 


Drilling Capacity Shipping 


Length Weight 
Wood Masonry {in.) (Lbs.) 


1042-09 : On/Off 


1043-09 On/Off 


1046-09 : VSR" 


1174-09 : On/Off 


1176-09 On/Off 


1180-09 ( VSR’ 


1311-09 E VSR* 


1065 f ON/OFF 
AC/DC 


Above tools comply with OSHA. U.L. Listed “AC Only + Switches are Double Pole-HD-AC/DC See pages 19-22 for accessories 


HEAVY-DUTY 
PISTOL GRIP HOLGUN DRILLS 


FEATURES AND BENEFITS: 


® Rated heavy duty for full production use. operator comfort and safety. 
® Double insulated for added operator protection. © Precision industrial grade chuck for reduced run-out and 
© New, powerful 3.2 amp motor with full power in reverse; maximum gripping power. 

built for good performance and long life. ©@ New checkpoint brush system stops tool when brushes 
© Variable speed reverse feature adds versatility and offers wear out, prevents damage to commutator. 

better control. © Bearings: ball, sleeve. 


© Super tough nylon switch handle for durability and added 


No. 1030-10 (0-2500 RPM) 
4!" HEAVY DUTY VARIABLE SPEED REVERSING DRILL 


NEW 


No. 1172-10 (0-1200 RPM) 
¥_'" HEAVY DUTY 
VARIABLE SPEED 
REVERSING DRILL 


SPECIFICATIONS 


Max. Type No-Load D Tool Net Wt. 
Watts of Speed i Length with Cord Shipping 
Output Switch (RPM) {in.) (Ibs.) Weight 


1030-10 VSR* 8%" 
1172-10 VSR* 8%" 
1020+ ON/OFF 8%" 


AC/DC 
1030+ Variable speed* 8%" 
1172+ Variable speed* 8/6" 


+ Not shown “AC only. Above tools comply with OSHA. UL listed See pages 19-22 accessories. 
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HEAVY-DUTY 
HOLGUN’ DRILLS 


FEATURES AND BENEFITS. 


® Rated heavy duty for full production use. operator comfort and safety. 
® Double insulated for added operator protection. ® Precision industrial grade chuck for reduced run-out and 
© New, powerful 3.2 amp motor with full power in reverse; maximum gripping power. 

built for good performance and long life. @ New checkpoint brush system stops tool when brushes 
© Variable speed reverse feature adds versatility and offers wear out, prevents damage to commutator. 

better control. ® Bearings: ball, sleeve. 


® Super tough nylon switch handle for durability and added 


NSW 


No. 1170-10 (0-2500 RPM HIGH) (0-1200 RPM LOW) 
¥e_'' HEAVY DUTY 
DUAL-RANGE VARIABLE 
SPEED REVERSING DRILL 


@ 2-speed gear shift for correct drilling power and speed at ® Shifting from high to low speed multiplies torque 2% 
both high (0-2500 RPM) and low (0-1200 RPM) speeds. times. 


NESW 


No. 1575-10 (0-1200 RPM) 
¥e'' HEAVY DUTY 
VARIABLE SPEED 

REVERSIBLE SCRUDRILL® 


® Converts to a positive-clutch screwdriver with a turn of the ® Torque capacity for +12 wood screws or 4" thread 
collar. cutting and %4’’ sheet metal screws. 

© Reversing feature permits fast removal of screws or nuts ® Actually two tools in one; a ¥%” drill and a power 
in disassembling operations. screwdriver. 


SPECIFICATIONS 


Max. No-Load Tool Net Wt. 
Watts Speed with Cord Shipping 
Output i (RPM) Masonry (Ibs.) Weight 
1170-10 : Hi-O-2500 
Lo-0-1200 


1575-10 x 0-1200 


Variable speed* Hi-0-2500 
Lo-0-1000 


Variable speed” 0-1000 
reversing 


t Not shown “AC only Above tools comply with OSHA. U._L. Listed See pages 19-22 for accessories 
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HEAVY DUTY END-HANDLE DRILLS 


No. 1070-09 
(%4") HEAVY DUTY END-HANDLE DRILL 


® Rated heavy duty for continuous production use. Industrial quality precision chuck, heat-treated gears for 
@ Super tough nylon switch handle provides durability, long life. 

comfort and greater protection from electrical shock. Highly efficient cooling system. 
® Handle designed for maximum pressure on drill bit for Extra-long brush life. 


faster cutting. Bearings: ball, needle. 


No. 1190-09 
(%e"") HEAVY DUTY END-HANDLE DRILL 


® Rated heavy duty for continuous production use. @ Highly efficient cooling system. 
@ Super tough nylon switch handle provides durability, @ Extra-long brush life. 
comfort and greater protection from electrical shock. © Bearings: ball, needle. 


@ Handle designed for maximum pressure on drill bit for 
faster cutting. 

© Industrial quality precision chuck, heat-treated gears for 
long life. 


Standard Equipment: 7” side handle. 


SPECIFICATIONS 


Max. Type __Drilling Capacity Tool Net Wt. 
Watts of Gear Mild Wood with Cord Shipping 
Output Switch Reduction Steel (Oak) (Ibs.) Weight 


1070-09 ON/OFF Double 
AC/DC 


1070+ ON/OFF Double 
AC/DC 


1075+ ° ON/OFF Double 
AC/DC 


1190-09 ON/OFF Double 
AC/DC 


ON/OFF Double 
AC/DC 


ON/OFF Double 
AC/DC 


tNot shown. “All-insulated Tools Above tools comply with OSHA. UL listed See pages 19-22 for accessories. 
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Y2"" END HANDLE DRILLS 


No. 1335-09 (450 RPM) 
No. 1338-09 (600 RPM) 
No. 1339-09 (900 RPM) 
Y2'' HEAVY DUTY REVERSIBLE END HANDLE DRILLS 


® Rated heavy duty for continuous production use. No. 13600 Right Angle Attachment: 
© Available in various speeds to fit varied applications. Standard Equipment with 
® Super tough nylon switch handle provides durability, No.1345-09 and No.1348-09 
comfort and greater protection from electrical shock. Kits; can be used with Nos. 
@ End handle design permits maximum pressure behind 1335, 1335-09; Nos. 
drill bit. 1338, 1338-09 and No. 
@ 7-inch side handle mounts on either side of drill. 1339-09 Heavy Duty End 
© Industrial quality precision chuck. Handle Drills only. 
® Rugged steel gears. 
© Bearings: ball, needle. 


Standard Equipment: Detachable side handle. 


SPECIFICATIONS 


Rated Max. Type i Tool Net Wt. 
Amps Watts of Gear i Length with Cord Shipping 
(120V) Output Switch Reduction {in.) (Ibs.) Weight 


1335-09 ON/OFF, AC/DC Rev Triple i i 15%" 
1338-09 ON/OFF, AC/DC Rev Triple : ye 15%" 
1339-09 ON/OFF, AC/DC Rev Double gh ye 15%" 
1335+ ON/OFF, AC/DC Rev Triple Ai! pz 14%" 
1338+ ON/OFF, AC/DC Rev Triple ua %a'! 14%" 
1339+ . ON/OFF, AC/DC Rev Double : 14%" 
1340°t . ON/OFF, AC/DC Triple a 13%" 
1341°F ON/OFF, AC/DC Rev Triple 2 131%" 


“All-insulated Tools Above tools comply with OSHA. See pages 19-22 for accessories. U.L. Listed 
t+ Not shown 


¥Y2"" DRILL KITS 


For plumbers and electricians. 


No. 1345-09 No. 1348-09 
(PLUMBERS KIT) (ELECTRICIANS KIT) 


¥2'' REVERSIBLE HEAVY DUTY, RIGHT ANGLE KITS 


@ Rated heavy duty for continuous production use. Standard Equipment: Drill and right angle head. Removable 

@ Super tough nylon switch handle provides durability, comfort side handle, hex socket wrench, steel kit box. 
and greater protection from electrical shock. 

© Powerful 5.2 amp motor. 

© |Ideal speeds for all types of 
close-quarter, big bit jobs. 

@ Heavy duty bevel gearing in 
right-angle head for long life, 
top efficiency, smooth trouble- 
free performance. 

© Rigid, safe, two-position side 
handle. 

® Head is easily removable so 
tool can be used as straight-line 
drill. 

® Perfect for drilling in tight 
places where straight-line drills 
can't operate. 

© Bearings: ball, needle. 


TWO MODELS—WIDE-DUTY COVERAGE 


With R-A Head 
Model No. Application Drill alone Low Side _ Hig 


1345-09 Ideal for 
plumbers 


1348-09 Just right for 
electricians 


SPECIFICATIONS 
Max. Drilling Capacity Tool Kit Net Wt. 
Watts Type of Gear Mild Wood with Cord Shipping 
Output Switch Reduction Steel (Oak) (Ibs.) Weight 
| 1345-09 : ON/OFF, AC/DC Rev. 
1348-09 ON/OFF, AC/DC Rev 
1345+ ; ON/OFF, AC/DC Rev. 
1348+ 5 ON/OFF, AC/DC Rev. 
Above tools comply with OSHA. U.L. Listed. *675 No-Load RPM at high end; 300 at low end. See pages 19-22 for accessories. 
+ Not shown. **950 No-Load RPM at high end; 400 at low end. 
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¥2"" SPADE-HANDLE DRILLS 


No. 1321 (450 RPM) 
Y2'" HEAVY DUTY 
REVERSIBLE DRILL 


@ Rated heavy duty for continuous production use. 

® Insulated gripping surfaces for greater operator protection. 

@ Reversing capability for easy bit removal for splintered or 
wet wood. 

®@ Top and back handle removable for drilling in close 
quarters. 

@ Heavy duty industrial chuck. 

© Motor designed to withstand high overloads. 

® Bearings: ball, needle. 


Standard Equipment: Spade handle, insulated pipe handle. 


No. 1322 (1000 RPM) 
Y2'" HEAVY DUTY 
REVERSIBLE DRILL 


© Identical to No. 1321, but has 1000 RPM for faster 
drilling in wood; also ideal for mixing plaster. 


Standard Equipment: Spade handle, insulated pipe handle. 


No. 1315-10 (600 RPM) 
Y2'" HEAVY DUTY 
REVERSIBLE DRILL 


Rated heavy duty for continuous production use. 

Double insulated for added operator protection. 

Powerful 5 amp motor with full power in reverse. 

High quality precision chuck for reduced run-out and 

maximum gripping power. 

@ Extremely light and compact for added operator comfort 
and control. 

@ 3-position side handle. 

@ 2-position removable spade handle. 

© Bearings: ball, thrust, sleeve, needle. 


SPECIFICATIONS 


+. _Drilling\Capacity” — Tool Net Wt. 
Gear Mild Wood Length with Cord Shipping 
Switch Reduction Steel (Oak) {in.) (Ibs.) Weight 


1315-10 Double a 1 1S" 
Reversible 


1315¢ AC only Double ” 14%" 
Reversible 


1320+ AC/DC Triple hs 13%" 


1321 AC/DC Triple 13%" 
Reversible 


1322 AC/DC Triple BP 13%" 
Reversible 


tNot shown. Above tools comply with OSHA. UL Listed See pages 19-22 for drill accessories 
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No. 1405 No. 1330 


%4'' H.D. REVERSIBLE %e'' HEAVY DUTY 
BALL BEARING DRILL REVERSIBLE DRILL 
© Rated heavy duty for continuous production use. @ Rated heavy duty for continuous production use. 
© Sealed heavy duty ball bearings on spindle @ Reversible switch ring built-in for convenience and safety. 
and armature shaft. © Ideal for speed reducers, light hoists. 
© Taper-mounted and key-drive chuck assures slip-proof © High temperature wire and insulation in motor withstand 
drive both forward and reverse. overloads. 
© Reversible switch ring built-in for convenience and safety. © Bearings: ball, needle. 
© Chuck is self-aligning; can be removed and attached in Standard Equipment: Key-drive taper chuck, chuck key 
seconds. holder, detachable pipe handle. 


© Bearings: ball, needle. 


Standard Equipment: Key-drive #3 Jacobs chuck, 
detachable pipe handle, spade handle. 


FEATURES: No. 1405 (34) DRILL 


Uniquely designed motor laminations 
allow more efficient operation and 
greater power output 


Removable top handle. 


Heavy-duty bearings for minimum bit runout 


Reversing ring for equal 
power in either 
direction 


Cooling system keeps 
motor temperature low for long life. 


Armature impregnating varnish 
provides greater bond strength at 
high temperatures for double protection 


Special brushes prolong 
Motor wire coated with commutator life. 
insulating resin withstands higher 


operating temperature 


Welded commutator leads assure 


Switch lock-on button. positive connections 


SPECIFICATIONS 


Max. No-Load __Drilling Capacity Total Net Wt. Shipping 
Watts Gear Speed Mild Wood Length with Cord Weight 
Output i Reduction (RPM) Steel (Oak) (in.) (Ibs.) (Ibs.) 


ON/OFF, AC/DC Ya''t tl 16%" 
Reversible 


ON/OFF, AC/DC Hel! 2 1% 
Reversible 13H 61 F 


+ %"' capacity in steel with #2 MTS drill bit extension. +1" capacity in steel with #3 MTS drill bit extension. Available from bit manufacturers. 
Above tools comply with OSHA. U.L. Listed See pages 19-22 for accessories. 
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HEAVY DUTY SPADE HANDLE DRILLS 


No. 1425 No. 1435 


1’ HEAVY DUTY 1%4'’ HEAVY DUTY 
REVERSIBLE BALL REVERSIBLE BALL 

BEARING DRILL BEARING DRILL 

e@ Rated heavy duty for continuous production use. ®@ Rated heavy duty for continuous production use. 

©@ Heavy duty ball bearings at armature shaft. ® B&D’s largest and most powerful drill. 

© Reversible switch for equal power, forward or reverse. © Rugged die-cast aluminum housing. 

© Ideal for speed reducers, light hoists, etc. ©@ Equal power, forward or reverse. 

2 © Bearings: ball, ball-thrust. ® Excellent for speed reducers, light hoists, etc. 
Standard Equipment: Precision No. 3 Morse Taper © Bearings: sr ball-thrust. 
Socket, pipe handle, spade handle. Standard Equipment: Precision No. 3 Morse Taper 


Socket, pipe handle, spade handle. 


SPECIFICATIONS 


Max. ___Drilling Capacity Total Net Wt. Shipping 
Watts Gear Mild Wood with Cord Weight 
Output Reduction Steel (Oak) (Ibs.) (Ibs.) 


AC/DC 


ON/OFF Rev 


AC/DC 
ON/OFF Rev. 


AC/DC 
ON/OFF Rev. 


“For drilling smaller holes, a 3-2 or 3-1 Reducing Sleeve (not supplied by B&D) or a B&D #10601 Chuck mounted on a Morse Taper Arbor can be used 
+ Not shown. Above tools comply with OSHA. UL. Listed See pages 19-22 for accessories. 
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MAGNETIC DRILL PRESSES 


No. 1554 
1%'' TWO-SPEED HEAVY DUTY 
REVERSIBLE MAGNETIC DRILL PRESS 


e@ Rated heavy duty for continuous production use. 

Full power in both speeds; plus forward and reverse. 

® Sliding gear-shift knob can change speeds for load 
requirements while motor is running without load. 

® Drilling range up to 1%". 

@ Magnet operates on AC current only. 

© Bearings: ball, ball-thrust, caller 


No. 1551 
%'' SINGLE-SPEED HEAVY DUTY 
REVERSIBLE MAGNETIC DRILL PRESS 


Rated heavy duty for continuous production use. 
Chuck capacity: up to '%6”’. 

Full power in forward and reverse. 

Magnet operates on AC current only. 


Standard Equipment: Identical with No. 1554. 


No. 39328: For No. 1551 
No. 39031: For No. 1554 
HYDRA-POWER 

HAND FEED PUMP 


Permits operator to control feeding of the drill from up to 
6-feet away from the drill press. 


Standard Equipment: 5’ safety chain, magnet base with 
pilot light and drill point locator, safety trigger switch with 
locking button, reversing switch, handles and knobs. 


MAGNET BASE: FEATURES 


Safety chain 


attachment ‘‘eye’’ Instant release 


! é Magnetic ON/OFF 
trigger switch. 


Carrying and positioning indicator light 


handle. 


Drill column 


locking hardware. Safety chain 


Pointer light provides attachment ‘‘eye’’. 


clear visibility of work. 


Thumb screw adjusts 
to stabilize base on rough 
or curved surfaces. 


Copper magnetic coil 
sealed in resin for cool 
all-day use. 


Retractable drill bit 
center line pointer 
for perfect alignme 


Rated Amps (120V) 


No. 1551 
(4" model) 


10 


Duty Rating 


Heavy 
duty 


Max. Watts Output 


1100 


SPECIFICATIONS 


Drilling Capacity 
(in steel) 


No. 1551 No. 1554 

(%" model) |(1'%4"" 2-speed 

model) 

Va" toe" |" to 1ua® 
1%! to 34" 

with 10601 

chuck 


Reversing Switch 


Yes 


Bearings 


Ball, needle 


Tapping Capacity 
(in steel) 


4" 


Sealing compound 
keeps chips out of 
magnetic coil. 


Magnet | Length 


Base Size*) width 


Safety Chain Length 
Shipping Weight 


No-Load Speed (RPM) 
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375 


Reaming | Light gauge 


1" 


Capacit 
(In steel) | Heavy gauge 


Yt! 


Length of (less bits 
Drill Stroke and adapters) 


12" 


Direct Magnetic Pull 


3000 Ibs. 


Drill Point Pressure 
(with base in 
horizontal position 
on 2" thick flat 
steel) 


1800- 
2000 Ibs. 


*Note: Magnetic Base Units are available from your 
nearest B&D Service Center. 


Above tools comply with OSHA. 


See pages 19-22 for drill accessories 


BENCH DRILL STANDS 


Increases usefulness of drills, screwdrivers, and tappers 
by converting them to a drill press; handle leverage multiplies 
applied force for faster, smoother feeding; tool bracket 
is adjustable for height and radial position. 


No. 22148: B&D's most versatile No. 22145 will accept 
bench drill stand. Will accept No. 1320 1315° 

No, 1040 No. 1180 No. 2059 No. 1321 

No. 1041 No. 1335 No. 2060 No. 1322 

No. 1042 No. 1338 No. 2170 
No. 1043 No. 1070-09 No. 2171 
No. 1046 No. 1190-09 No. 2070-09 
No, 1170 No, 2045 No. 2074-09 
No. 1174 No. 2046 No. 2075-09 
No. 1176 No. 2056 


No. 10400 Adapter for use 
with No. 22148 will accept 

1040-09 1180-09 2054-09 
1042-09 1311-09 2056-09 
1043-09 2044-09 2059-09 


Centers. 


“Note: Will accept No. 1315 only 
with Adapter Screw No. 70193— 
available at B&D Factory Service 


No. 13857 will accept 


No. 1330 No. 1415 
No. 1405 No. 1425 


1046-09 2045-09 2060-09 
1174-09 2046-09 
1176-09 2050-09 


No. 10300 Adapter for use 


with No. 22148 will accept 


1030-10 1575-10 
1170-10 2020-10 


1172-10 2025-10 


No. 39020 will accept 


No. 1010 No. 1020 No. 1162 
No. 1015 No. 1030 No. 1172 
No. 1016 No. 1155 


For the double-insulated version of the 
above tools, consult your nearest B&D 
service center for the proper bench 
drill stand. 


No. 26607 (Not shown) 
will accept drill No. 1435. 


Morse Taper Sockets 
Drill Bit Extensions 


Both units designed for B&D %4"’ portable drills and 
magnetic drill presses. Sockets convert drills from keyed 
chucks to Morse Taper Drill Bits and other Morse Taper 
Accessories. 


No. 38790: One end is #2 Morse Taper Female Socket; 


other end is #3 Jacobs Female Socket. Fits %4’’ drills 
No. 1405 & No. 1415 drill spindles and No. 1551 %4"’ 
magnetic drill press. 


No. 38792: One end is #3 Morse Taper Female Socket; 


other end is #3 Jacobs female socket. Fits same %4"' drills 
listed with No. 38790. 


af 


\ 


No. 10601 Chuck: 


¥%4'' chuck with No. 3 Morse 
Taper Arbor fits 1’’ and 114’ 
drills and 1%" magnetic drill 
press. 


No. 39349 Drill- 
Press Caddy: 


Provides light, easy trans- 
portation for either the 1/,’’ 
or 1¥,” magnetic drill press. 
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HOLE SAWS AND MANDRELS 


MANDRELS FIT ALL TOOLS WITH CHUCKS: AIR, ELECTRIC OR STATIONARY. 


HOLE SAW MANDRELS HIGH-SPEED HOLE SAWS 


For %4", %46" and %” Drills 
to fit %'’ to 1%6" Hole Saws No. 40093 Mandrel with Pilot Drill 
to fit 114’’ to 1%"' Hole Saws No. 40094 Mandrel with Pilot Drill 
to fit above Mandrels No. 22192 High Speed Steel Pilot Drill Only 


For %2"' and Larger Drills 


Use with Mandrels (Former Nos. In parentheses) 


Saw For %"" For 2" For For 
Outside Cat. 56" or ¥e" or Larger Conduit Pipe Tap 
Diam. No. Drills Drills Sizes Sizes 


36468  %’' Hole Saw has built-in Mandrel; 
to fit 4’ to 1%6 Hole Saws _No. 40090 Mandrel with Pilot Drill no separate Mandrel supplied. 
to fit 1%4'' to 1%'’ Hole Saws No. 40091 Mandrel with Pilot Drill 
to fit 2’' to 4’ Hole Saws No. 40092 Mandrel with Pilot Drill 


to fit above Mandrels No. 22192 High Speed Steel Pilot Drill Only 


21747 40093 (22181) 40090 (14903) 


21748 40093 (22181) 40090 (14903) 


21749 40093 (22181) 40090 (14903) 


Also available: No. 14935 Pilot drill; fits former Mandrels 
Nos. 14903, 14904 and 18028. No. 22192 Pilot drill; fits 21771 40093 (22181) 40090 (14903) 


former Mandrels Nos. 22181 and 22182. 22809 40093 (22181) 40090 (14903) 


21772 40093 (22181) 40090 (14903) 


21773 40093 (22181) 40090 (14903) 


21781 40094 (22182) 40091 (14904) 


21782 40094 (22182) 40091 (14904) 


21783 40094 (22182) 40091 (14904) 


21784 40091 (14904) 

21785 40091 (14904) 

21786 40091 (14904) 

21787 40092 (18028) 

21788 40092 (18028) 

21789 40092 (18028) 

21790 40092 (18028) 

21791 40092 (18028) 

21792 40092 (18028) 

Carbon Removing Brushes 21793 40092 (18028) 

Made of tempered-steel wire; used with Lou drills to remove 21794 40092 (18028) 
rust and scale from metals. Leaves a burnished surface. 

(A) No. 21416: Heavy-duty solid wire-filled brush. 21795 40092 * (18028) 

(B) No. 21417: Slide-flare brush for close corner work. 21796 40092 (18028) 


(C) No. 21419: Hollow-core, flare-bottom brush. 


: 21797 40092 (18028) 
No. 21418: Small cleaning brush. (Not shown.) 


21798 40092 (18028) 


21799 40092 (18028) 


3"’ Wire Cup Brush 

Use with %’’ Drills in cleaning 

and removing rust, scale, old paint. 
No. 39014: (straight chuck shank). Max. safe RPM—5,000. 36455 40092 (18028) 


See P. 86 for Wire Cup Brushes for use with production Sanders 21800 40092 (18028) 


27166 40092 (18028) 


36454 40092 (18028) 


Heavy-Duty Tool Box 
Cat. No. 50078: 
1:3" 8's 6" 


Wire Wheel Brushes No. 66547: 4%" Rubber Backing Pad with plain shank. 
Use with %4”’ Drills in cleaning 


and removing rust, scale, old paint. Drill Stop 2 
See P. 92 for complete listing of Wire Brushes Capacity %4"' to ¥2'’. Governs drilling depth. ¢ ao t 
No. 39008: 4” Fine Brush, crimped; Max. safe RPM— No. C 1578: Drill Stop. oo 
4,500 


No. 39009: 4” Coarse Brush, crimped; Max. safe RPM— =A 


4,500 
Round-Shank Masonry Bits 
Wheel Arbors These bits are carbide-tipped for top performance and extra- 


Fit %"" to %" Drills. Carry long life in most masonry-drilling applications. 
grinding wheels, wire wheel 


Rubber Backing Pad 
Fits %4'" to Y2"" Drills. 


brushes and buffing wheels. Dalling 

No. 39026: 4" Arbor (¥2"' dia., %"" shank). Depth 

No. 8449: 2" Arbor (%2"" dia., Y2"" shank). : sat 
55702 

Buffing Wheels 55703 


55704 

55705 

55706 

“56932 
*Percusion Carbide Bit. 


Use with %4"’ to ¥%2" Drills and Wheel 
Arbors. 

No. 39015: 3” x %"’ x %2"" Cotton 
Buff. 
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DRILL ACCESSORIES 


CHUCKS AND KEYS 
Chuck & Key Chuck Key Only Chuck & Key Chuck Key Only 
Tool B&D Mfr. Mfr's Spindle B&D Mfr. Mfr's) + Tool B&D Mfr. Mfr's Spindle B&D Mfr. Mfr's) + 
Cat. No. No. No. No. No. Cat. No No. No. No. No. 
1010 55313 Jacobs MC1G61A ¥%"'-24 45355 Jacobs KG A 
Type 1 74687" Jacobs H1G61 Supreme B1 B 
Micro-Am. 1AD McMahon TB 1 Jacobs 2B ¥a"'-24F Jacobs 
64576" Supreme B1A 
1010D 74288" B&D 74288-01 %''-24 86503" B&D = Ronee ~ (PLOMGD Rohin 
SpE Re McMahon 
1015 55313 Jacobs MC1G61A ¥a"'-24 45355 Jacobs KG A 
Type A Supreme B81 B 
McMahon TB 1 88217-01 Jacobs 
1015D 74288 B&D 74288-01 %"'-24 86503" B&D — Rohm 
Type 2 McMahon 
1016 64576" Jacobs DC1G61 ¥%''-24 45355 Jacobs KG A Jacobs Jacobs 
Type 1 Supreme B1 B 
McMahon TB 1 Supreme Supreme 
1016D 74687" Jacobs DC1G61 Type 1 ¥%''-24 +~3355 Jacobs KG A Roh 
Micro-Am 1 AD Supreme B1 B lai 
64576" Supreme B1A 
90584" B&D 90584-01 ¥''-24 
1020 45354 Jacobs MC1G41 ¥a''-24 45355 Jacobs KG A 
Type 1 Supreme B81 B 
McMahon TB 1 BBUESOT 
1030 45354 Jacobs MC1G41 ¥%"'-24 45355 Jacobs KG A 
Type 1 57683° Supreme B1A Supreme B1 B 
Micro-Am 1 ADT McMahon TB 1 
1030-10 96474 B&D 96474-01 ¥''-24 96482 B&D - 
1040 
Type 4&5 Jacobs MU4G61 
1041 10005 Jacobs 7BA ¥''-24 7705L Jacobs K7 A 
Type 4&5 
1042 Jacobs KG A Jacobs MU4G61 
Type 4&5 
1043 Supreme B1 B 
Tyne Keb Jacobs | MU4G61 
1040-09 
Type 1 
3 - ell. zs é 
ct 10005 Jacobs 7BA ¥a''-24 77054 Jacobs K7 A 92555 Jevoba MU4G61 Yy"-24F B&D 
1043-09 
Type 1 66427" Jacobs U4G61 ¥e"'-24 Jacobs 
1046-09 66427-01° Supreme B 80A Supreme 
Type 1 McMahon 
1046 10005 Jacobs 7BA %"'-24 7705L Jacobs K7 A 73356" Supreme B 90A Jacobs 
Type 1 & 2 Supreme 
1065 23226° Jacobs 1B %''-24 3030-T Jacobs KI A MeManon 
Type 1 McMahon T 1 66427" Jacobs Jacobs 
1070 23227° Jacobs 7B %"-20 7705L Jacobs K7 A 66427-01° Supreme Supreme 
Type 1 McMahon 
1070-09 Supreme 4B 73356" Supreme Jacobs 
Type 1 Supreme 
1075 McMahon 
Hype | 66427 Jacobs U4G61 Jacobs 
1900 McMahon 
(VgO 1)" 74288 B&D 74288-01 ¥%''-24 10007 B&D 92302 66427-01° Supreme B80 A Supreme 
Type 1 
ive 92555 Jacobs MU4G61 Jacobs 
Type 4 Supreme 
1915 McMah 
(1909)"" cMahon 
Type 1 1170-10 132343 Jacobs 74/K Jacobs 
1925 Supreme 
(1909) 1172 92556 a 4 : 
Type. 1 55 Jacobs U4G61-AD Jacobs 
Type 1 
1930 1 
(1931)" pipe ses Supreme 
Type 1 Type 2 McMahon 
1900 1172-10 132343 Jacobs aoe 
(1901)" upreme 
Type 2 
1908 13150° Jacobs MU1G61 ¥%"'-24 98006 B&D Ci 
1909)" 
ioe ! 5028 66427" Jacobs Jacobs 
1915 Type 1&2 (66427-01) Jacobs McMahon 
(1909)"* Supreme Supreme 
Type 2 5032 86612" Jacobs Jacobs 
1925 Type 1&2 McMahon 
(1909)"* 5033 
Type 2 Kit 
5035 
Type A 
5036 
1551 45171° Jacobs 37 KD #3 taper 9522-L Jacobs K4 D Kit 
pet 5035-10 Jacobs 
1554 #3 MTS Type 1 
Type 1 5036-10 Rohm 
1574 46110° Jacobs MC4K01 =1 taper 46164 Jacobs KK A mit 
Tyne 1 5078 85451" Rohm PIO-MOD Rohm 
1575 Supreme B13 B 5079 Modified Jacobs 
Type 2 Kit ' 
& h 
1575-10 132343 Jacobs 74/K #24 46164 Jacobs KK Al [propo 26208 dnehe 28 Metiahen 
Supreme BIS = 6!  |(s079-09 Supreme 
1895 73356° Jacobs DC4G61 Ty 11 %''-24F 98006 B&D _ Kit 
Type 1 
1896 74288 B&D 74288-01 ¥"'-24 86503 B&D = “Order from Product Service Division “Drill Power Unit 
Type 1 
1898 74687°' Jacobs DC1G61 Ty 2 45355 Jacobs KK A + B&D Chuck Key Holders (last column in the above chart) (A)—No. 34518, (B)—No. 65288, 
Type 1 (C)—No. 34519, (D)—No. 26684. Available from B&D Service Center only 
(1899) Micro-Am 1AD Supreme Bi B 
McMahon TB 
64576° Supreme B14 Jacobs KG A 
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DRILL ACCESSORIES 


CHUCKS AND KEYS TWIST DRILL BITS 
Chuck & Key Chuck Key Only 
Tool B&D Mfr. Mfr's Spindle B&D Mfr. Mfr's) + 
Cat. No. No. No. No. No. 


Top quality features that mean 
long life and fast cutting 


1300 Supreme B16B Supreme 
Type 1 Jacobs DC8K64 Jacobs 


1300D Supreme B95B Supreme 
Type 2 


1302 Supreme B16 8B Supreme 
Type 1 

1302D Jacobs DC8K64 Jacobs 
Type 1 

1305 

Type A 

1305 

Type AA 


1305-10 Jacobs MC8K64B - 46164 Jacobs 
Supreme 


1311-09 Jacobs 33BA - 4794L Jacobs 
Type 1 Rohm P135 - 4794L Jacobs 
Rohm 


1315 Jacobs U8K33A +33 taper 46164 Jacobs 
Type 1 Supreme 
1315-10 Jacobs MC8K64B_¥2"’-20 46164 Jacobs 
Supreme 
1320 Jacobs 33B ¥2"'-20 4794L Jacobs 
Type 1 Rohm 
Supreme 5B 46164 Supreme 
Jacobs MC8K64 Jacobs 
1321 Jacobs 33BA 4794. Jacobs 
Type 1 
1322 Rohm 
Type 1 


Precision ground points, flutes, body clearance and drill diameter for fast, 
accurate drilling of truly round holes 


High spiral angle flutes for free cutting and better chip removal. 


Taper ground to prevent binding and breakage 


Surface treated flutes and margins reduce buildup when drilling soft 
metals 


QA0|BO 


Special heat treated high speed steel. 


S 


Hole size is embossed on shank for permanent identification. Dimensional 
and element tolerances conform to U.S.A, Standard B94.11-1967 


oa OQIBWBNaA|WO|WO 


PREMIUM+PLUS High Speed Steel Twist Drill Bits are available in a wide 
range of sizes with full shank design. They can be bought in convenient 
envelopes, or metal index cases 


1330 Jacobs =6 taper Jacobs 
Type 1 


Rohm 


1336 Jacobs 3326A Tang Dr Jacobs 
Type A 

1345 Rohm 
Kit 

1335-09 Supreme 
Type 1 

1345-09 


on ajo OO 


Bits packaged in envelopes 


Kit Type 1 Cat. = Size Cat. = Size Cat. = 
1338 70-450 Ve 70-460 = %2" 70-470 
Type 1 70-451 %a" 70-461 '%a" 70-471 
1348 70-452 %2" 70-462 %"" 70-472 
TOR 70-453 ea" 70-463 '%a" 70-473 
Kit Type 1 70-454 Ye" 70-464 = %2" 70-474 
1338-09 Ae alae 70-455 —%a"” 70-465 '%a"’ 70-475 
; Ee rE eres 70-456 = %2" 70-466 %e" 70-476 
eral 85751 Jacobs 33BA Y2''-20 4794. Jacobs JRE K LENT 70ST es 70-467 Pie a01a77 
; 70-458 9s" 70-468 '%2" 70-478 
1339-09 66907" Jacobs  3326A Tang Dr 4794L Jacobs aOanG det 70-469 ce 


Type 1 Rohm 
1340 §2114 Jacobs MC8K64 Va''-20 46164 Jacobs 
Type 1 Supreme 


1341 65539° Jacobs U8K33A =33 Taper 46164 Jacobs 
Type 1 Supreme 


71-016 13 PC. DRILL BIT SET (shown) 
Ye'’, Soa", Yo", Yoa'’, Yo", Yea’, Yor", 'Vea"’, He’, 'Vea"', 2", 
1%a'’ and ‘4'' in folding metal case with bit sizes embossed in case 
for ready identification 

71-020 15 PC. DRILL BIT SET 

Ye’, Ye2"", Ya'’, S52", Ke’, ho’, Va", Yeo", Ve, 'V¥s2"", Ye’, '%2"’, 
e'', '%2"', Ye" in folding metal cases with bit sizes embossed in 
case. All jobber length and all straight shank 


45171° Jacobs 37KD +3 taper 9522-L" Jacobs 


71-029 29 PC. DRILL BIT SET 

Yio’, Yea", 352", Yea’, Va’, Yea’, 562°", Vea’, Ve’, '%a"', 2", 
"ea"’, Val’, Yea’, Yea", "%ea"’, He’, 2¥ea"", Var", 24a", Ye’, 25a", 
"5a", 2%ea'’, he’, 2%a"', 12", 3¥%a"', Y2"’ in folding metal case 
with bit sizes embossed in case. All jobber length and straight 
shank 


2170 23519° Jacobs 30-1A taper 6133L Jacobs 
Type 1 McMahon 


2trt 32376° Jacobs 421-01 taper 99056-04 
Type 1 34456 (nut) 
34457 (body) 


“Order from Product Service Division * Drill Power Unit 


+B&D Chuck Key Holders (last column in the above chart) (A)—No. 34518, (B)—No. 65288, 
(C)—No, 34519, (D)—No. 26684. Available from B&D Service Center only 
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HEAVY DUTY DRILL BIT SHARPENER 


No. 4300 
THE PROFESSIONAL DRILL BIT SHARPENER EVERY SHOP CAN AFFORD 


This Heavy Duty Drill Bit Sharpener produces results FEATURES: 
comparable to professional drill bit grinders costing two, 
) three or even five times as much. Exclusive Black & Decker construction, 
It returns badly worn twist drill bits, right hand jobber Accurately sharpens Ye'’ to ¥2'' bits in a minute. . 
types, to almost new condition in a matter of sixty seconds. Lowest cost professional bit sharpener model available. 


accurate grinding that maintains proper bit geometry No set-up time required. 
independent of the operator. And it takes less than one Calibrated feed control knob simplifies even grinding on 
square foot of bench space. both cutting edges. 

© Rigidly mounted chuck head assures a consistent arc 
across grinding wheel. 
Heavy-duty ball bearing induction type motor; no brushes 
to wear out. 


e 
e 
e 
Easy to operate, this inexpensive sharpener permits ® Compact and portable; weighs only 15% Ibs. 
e 
e 


Standard Equipment: No. 43000 grinding wheel; 
No. 43001 Diamond dresser; No. 43002 bit locator. 


ACCESSORIES: 
No. 43000 grinding wheel; No. 43001 diamond dresser; 
No. 43002 bit locator; No. 53536 pedestal; height: 31%"'; 
base: 16’’ square. Shipping weight: 53 Ibs. 


SPECIFICATIONS 


Capacity: %'' (3mm) thru %" (13mm) bits; Rated 


Amps: 2.2; No-Load Speed (RPM); 3600; Wheel size: 5’’ x 34'' x %'’ Arbor hole; Length: 1134''; Width: 
9%"'; Height: 8%"; Net Wt. (with cord): 15% Ibs; Ship. Wt.; 18% Ibs. Performance: Unit maintains a 
118° drill point angle, +5°; relief angles of 20° for Y"’ drills to 8° for ¥2"’ drills; and lip height variations 
of 0.004" 
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“Available only from B&D Service Centers 


PROFESSIONAL CORDLESS: 
DRILLS. 


Five cordless drills, %'’ and %"', for service mechanics, maintenance, 
construction and production professionals. 
New to the line; two drills featuring the vehicular 12-Volt One-Hour Fast Charger. 


New 12-Volt One-Hour Fast Charger 

For those professionals who operate from a vehi- 
cle, a new 12-Volt One-Hour Fast Charger is stand- 
ard equipment with the 4‘’ Reversible Cordless Drill 


Construction 

Practically every type is faced with problems of 
power availability, the limitations and inconvenience 
of the power cord, locating outlets, and long exten- 


(No. 1925) and the ¥%’’ Reversible Cordless Drill sion cords. 
(No. 1945). 
Consider the following applications, then select Production 


the cordless drill that best meets your specific re- 
quirements: 


Service Trades 

Air conditioning, TV antennas, signs, lighting and 
electrical equipment, awnings, storm sash and many 
others. 


Maintenance 
Industrial plants, marine, farm, public utility, and 
fieldwork of all types. 


For working in confined areas; for repetitious cycle 
drilling and light, stalltype screwdriving jobs. Elimi- 
nates the dragging of cables or air lines over finished 
products as well as the inconvenience of numerous 
hoses and cables being pulled or hung all over the 
production area. 


HOW MUCH WORK CAN YOU DO 
WITH A CORDLESS DRILL? 


The work output and lasting power of the charge 
depends on the following variables: bit sharpness, 
material characteristics (hardness, density, lubricity), 
type of bit or screw used, operator technique (pres- 
sure applied), etc. 


Taking these variables into account, an operator 
with a drill and fully charged energy pack could 
perform the following work tasks: 


Bit or Material Approximate Performance Per Charge” 
Screw Type 1500 RPM 750 RPM 


Ya" H.S.S 
Ya" H.S.S 
Ya" H.S.S 


Drilling into Metal 


050 Aluminum 
%2"" Aluminum 


16 ga. CRS 


320-400 
125-160 
30-40 


280-350 
100-125 
40-50 


¥o"' Twist 
¥a'' Spade Auger 


Drilling into Wood as 


Ya'' Plywood 


4” Fir 60-75 


20-25 


70-85 
30-40 


+6 Drill Pt 
#8 Drill Pt 
#10 x 1"’ Wood 


Driving Screws 


2 sheets .050 Aluminum 
2 sheets 22 ga. CRS 
2"' fir (with +43 Pilot Hole) = 


100-150 - 
75-100 50-75 


75-100 


*Note: Higher speed unit: normally performs work functions much faster with Y%4‘' and smaller bits as well as screws under +10 in size on light load jobs. 


SPECIFICATIONS 


Package contains the following standard equipment: 


Power 
Unit 
No. 


Drill Energy Pack 
No. 


Switch 
Type 
On/Off 


Type 


Built-in” 
98003 
98003 
98003 
98003 
98003 
98003 


On/Off Rev 
On/Off Rev 
On/Off Rev 
On/Off Rev 
On/Off Rev. 
On/Off Rev. 


Removable 
Removable 
Removable 
Removable 
Removable 
Removable 


General Specifications: 
No 
Load 
Speed 
RPM 


Shipping 
Weight 

(incl. charger) 
(Lbs.) 


Max. 
Watts 
Output 


Net 
Weight 
(Lbs.) 


Recharger 
Type 


16 Hr.” 
16 Hr.” 
1 Hr. (120 V) 
1 Hr. (12 V) 
16 Hr.” 
1 Hr. (120 V) 
1 Hr. (12 V) 


Note: The cordless catalog numbers in the left hand column are an assembly of separately numbered parts (drill, energy pack, recharger) packaged as a complete unit so you 


can put the tool into immediate operation. See page 31 for accessories 
* Available only from B&D Service Centers or authorized service outlets. 
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No. 2908 
Cordless Scrugun™ Screwdriver; 1500 
RPM with Removable Energy Pack. 16- 
Hour Charger* included at no extra cost. 


No. 2915 


Cordless Scrugun® Screwdriver; 1500 
RPM with Removable Energy Pack and 
One-Hour Fast Charger. 


26 “Available only from B&D Service Centers. 


Black « Decker 


om 


No. 2910 


New Cordless Reversible Depth-Sensitive 
Scrugun™ Screwdriver for Drywall; 1500 
RPM with Removable Energy Pack. 16- 

Hour Charger” included at no extra cost. 


No. 2930 


Cordless Scrugun” Screwdriver; 750 
RPM with Removable Energy Pack and 
One-Hour Fast Charger. 


PROFESSIONAL CORDLESS: 
SCREWDRIVERS. 


Four cordless screwdrivers including a new depth-sensitive unit ex- 
clusively for drywall applications; other models are rugged enough to 
drive #6 and #8 sheet metal screws on a production basis in a car 
assembly plant, or #8 and #10 wood screws on a residental con- 


struction project. 


Cordless Screwdrivers; Key Features: 

® Powerful (100 watts output), but quiet. 

© Two speed options; 750 RPM for heavy loads, 
1500 RPM for light loads. 

@ Equal power in forward or reverse. 

@ Two clutch designs for maximum operator torque 
control. 

®@ Positive retention hex ball-type retainer; takes any 
standard %'’ hex type power tool bit, bit tip 
holder, nutsetter or socket shank. 

@ Rugged, heavy-duty steel gearing. 

® Change energy packs in 5 seconds or less. 


New Cordless Depth-Sensitive Screwdriver; 
Key Features: 


@ Designed for applications where fasteners must 
be driven to a precise tightness. 

® Expecially useful for fastening drywall to wood or 
metal studs or driving +8 and #10 sealer screws 
when erecting prefab aluminum or steel build- 
ings, sheds, etc. 

@ Locator |/D can accommodate magnetic or non- 
magnetic bit tip holder and a variety of bit tips. 

e@ Eliminates over driving and strip-out of screws; 
can not over tighten when locator is properly set. 

®@ Eliminates bit cam-out from screw head which 
can mar or scratch the work surface. 


TYPICAL APPLICATIONS 


Obvious uses include driving sheet metal and drill 
point screws, wood screws, tapping screws, ma- 
chine screws in the following areas: 


Service Trades: Air conditioning, refrigeration, 
heating, ventilating. Electrical, electronic. Appliance, 
vending machine. Radio, TV and CB. Locksmiths, 
security devices and drapery installers. 


Construction: Erecting panel wall, curtain wall, 
commercial glass framing, vent fans,. railings and 
shower hardware. Electrical fittings and wire nuts. 
Kitchen cabinets. Door and window hardware. 
Storm sash and awnings. HVAC work of all types. 


Drywall or Metal Building Erectors: Ideal for 
retrofit jobs, patch work, remodeling jobs, tacking 
up ceiling panels, installing roof ventilators or heat- 
ing ducts, and to erect aluminum, fiberglass or light 
gauge steel sheds, awnings, roof panels and out- 
buildings. 


Maintenance: Aircraft, marine, farm, plants, pub- 
lic utilities, office buildings. Fieldwork of all types. 


Production and Assembly: Mobile homes, rec- 
reational boats and vehicles. Truck, auto, tractor. In 
fact, wherever light (48-410) screwdriving is 
needed. 


SPECIFICATIONS 


Screw 
driver 
Switch Power 


Type 


Energy Pack 


Unit No. No. Type 


Removable 


Recharger 


Type 


Package Contains the Following Standard Equipment General Specifications 


Shipping 


Weight 
Clutch Type (Incl. 


And Angle 


9 Jaw 30° 


Charger) 


Removable 


9 Jaw 30 


Removable 


9 Jaw 30° 


Removable 


See page 31 for accessories 


3 Jaw 20° 


“Available only from B&D Service Centers or authorized service outlets 
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PROFESSIONAL CORDLESS SCREWDRIVERS CONT. 


HOW MUCH WORK CAN YOU DO WITH A CORDLESS SCREWDRIVER? 


The amount of work you can do is dependent on a fastening job, and the skill of the operator. 
number of important variables. For example, the Here are a few examples of the kind of performance 
kind of screw and thread, fastener lubricity, type of you might expect on your job: 


material, type of joint, the torque demands of the 


CORDLESS SCREWDRIVER PERFORMANCE 


Approximate Performance Per Charge” 


Screw Size Joint No. 2908, No. 2860 & No. 2915 Scruguns No. 2930 Scrugun 
and Type Material 1500 RPM 750 RPM 


No. of Screws No. Seconds No. of Screws No. Seconds 
Driven Per Screw Driven Per Screw 
#6-20 x %" 2 Sheets 


Hex Hd 050 +6061 100-150 Not Recommended 
Drill Point Alum 

#8x1" Y2'' Drywall to 225-250 Not Recommended 
Type © 24 Gauge Steel Stud 

#8-18 x “As” 2 Sheets 

Hex Hd 22 Ga 

Drill Point CRS 

Bx %" 2" Dry Fir 

Flat Hd with #49 100-150 

Wood Screw Pilot Hole 

#=10x1" 2" Dry Fir 

Flat Hd with #43 Not Recommended 

Wood Screw Pilot Hole 

#10x1" 2" Dry Fir 

Flat Hd with Proper Not Recommended 175-200 

Wood Screw Screw Pilot 


The above performance data was obtained under controlled conditions of material, driving pressure, etc. Users may get greater or lesser results, depending on the conditions that 


exist in a particular assembly function 


CORDLESS AT WORK: 


PROFESSIONAL CORDLESS: 
NEW SCRUDRILL’ 


Actually two tools in one; a %’’ drill and a power screwdriver. 
Light, compact and versatile. 


The key feature in this new Scrudrill® is its versa- 

tility through the use of an exclusive easy-to-shift 

mechanism which permits almost instantaneous 

shifting from a positive drill action to a smooth 

screwdriver clutch action; the shift lever is clearly 

marked with visual symbols to indicate drilling and 
screwdriving modes. 

As a drill, this imaginative new product can per- 
form the functions of any normal %"’ drill; as a 
screwdriver, it can drive a variety of threaded fas- 
teners up to #10 wood screws. 

The unit comes packed with a rechargeable and 
interchangeable energy pack, and a convenient 16- 
hour recharger; note that optional One-Hour Fast 
Chargers operating on either 120-Volt or 12-Volt 
current are available as accessory items. 


HOW MUCH WORK CAN YOU DO 


No. 1974 WITH THE CORDLESS 


®? 
¥g'' Reversible Cordless Scrudrill” 750 SCRUDRILL"? 


RPM; with Removable Energy Pack. 16- For performance information on the new Scru- 
Hour Charger*® included at no extra cost 


drill”, see the performance charts on drills and 
screwdrivers under 750 RPM speed. 


SPECIFICATIONS 
Package contains the following standard equipment General Specifications 


Max. No Load Clutch Type Net Shipping 


Catalog Chuck Switch Energy Pack Recharger Watts Speed and Weight Weight 
No. Size Type No. Type No. Type Output RPM Angle (Ibs.) w/ charger 


On/Off Rev. 1975 98003 Removable 16 Hr.” 100 750 3 Jaw 20° 3% 


Above tool complies with OSHA See page 31 for accessories. “Available only from B&D Service Centers or authorized service outlets. 
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SPE, LE oe ee ea 


PROFESSIONAL CORDLESS: 
SHEAR. 


Cuts clean and fast; handles straight, 
round or angle cuts. Head swivels 360°; permits 
cuts in almost any position. 


This heavy-duty cordless shear readily cuts up to 
22 gauge aluminum, galvanized or cold rolled sheet 
metal and a variety of softer materials such as fiber 
glass sheeting (to Ye’’ thick) and linoleum at rates up 
Black & Decker: | a to 10 times faster than hand shears. 

It cuts at 14 to 20 feet per minute, and from 80 to 
190 feet of material on a single charge. Trigger lock 
prevents accidental operation. 

Typical uses include: heating, ventilating, air con- 
ditioning; roofing and flashing; aircraft and marine 
maintenance and repair; mobile homes; awnings 
and sidings; sign makers; panel and partition instal- 
lation; linoleum and composition flooring installa- 
tion; and many others. 

The following chart indicates the cutting perform- 
ance of this cordless tool. 


BO 


Approximate Cutting Performance” 


Ft. Cut/Charge Avg. Ft. Cut/Minute 


030" Aluminum 150-190" 15-20' 


024" (24 ga.) Galvanized 75-100' 
022" (24 ga.) CRS 75-100' 
030" (22 ga.) CRS 60-80' 


*Note: Performance data obtained under controlled conditions of materials, blade 
sharpness, and operator technique. Users should expect variations, 
depending on their particular work task and related materials used 


No. 2960 
Cordless 22Ga. Sheet Metal Shear with 


Removable Energy Pack and One-Hour 
Fast Charger 


SPECIFICATIONS 


ge Contains the Following Standard Equipment General Specifications 


Energy Pack Recharger Cutting Shipping 
Shear Max. Speed Min. OSHA Net Weight 
Switch Power Cutting Watts Strokes Cutting Compli- Weight (Incl. 
Type Unit No. No. Type No. Type Capacity Output per Min. Radius ance (Ibs.) Charger) 


2960 22 Ga 
22 Ga On/Off 2961 98003 Removable 98010 1 Hr Sheet 100 
Metal* 


“Not recommended for stainless steel cutting. See page 31 for accessories 
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PROFESSIONAL CORDLESS: 
ACCESSORIES. 


No. 98010 (115 Volt) 


One-Hour Fast Charger 


: No. 98003 


Fast Charge 
Energy Pack 


No. 98002 (12 Volt) 


One-Hour Fast Charger 


“Except No. 1974 Scrudrill” 
+For chuck No, 92555. See pages 21-22 before ordering 
+tFor chuck Nos. 74288 and 88753. See pages 21-22 before ordering 


No. 9 
Leather Holster 
(drills & screwdrivers) 


R aa No. 98006 Replacement Chuck Keyt 
F ee No. 10007 Replacement Chuck Keytt 


> No. 98100 


Shear-Replacement 
Blade Set 


a 


SCREWDRIVING ACCESSORIES FOR CORDLESS DRILLS AND SCREWDRIVERS 


HEX SHANK BIT TIP HOLDERS 
For Non-Drywall Screwdrivers Type Length Cat. No. 


———j—— ¥4"" Hex Shank Non-Magnetic 2¥e'" 61108 
' For %" Tip 2%" 63957 


Magnetic 


HEX SHANK INSERT BITS FOR BIT TIP HOLDERS 


Screw Type 
Phillips 2 


2 drywall 520580 


Frearson 6 & larger 38406 


Reed & Prince 


Phillips 
Posidrive 


Socket Head 

Cap Screws '"’ 
2" 
Ae" 


For driving hex head fastener Type 
Non- 


HEX SHANK POWER BITS 
Screw Type Point Size Length Cat. No. 


1'%6! 545920 
Phillips 3%"' 545990 
1'%6! 54594 


9) 1'%6"’ 61098 
1'%6'' 61100 


Phillips 
Posidrive 


Y4'' HEX BITS WITH ROTATING FINDER FOR 
USE WITH ANY %4'' HEX DRIVE POWER TOOL 


SCREW TYPE AND NUMBER SIZE 


Oval Round 


4,5 4,5,6 4,5 
8, 10 
8, 10 
12 
Va 


Fillister Binding Pan 


Socket Size Length Cat. No. 
Y4'' 2%6" 61105 


Magnetic 2%6'' 61106 


— I OC 


Magnetic 15%" 


2%6" 61107 


49278 
2%6" 65876 
2%6"' 65877 
2%6'' 65878 


For standard ‘soft’ screws © For sheet metal, tek, self-tappping screws 
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Remember, while each energy pack can be 
recharged a minimum of 500 times, the idea is to 
get the most work accomplished per charge. 


Here’s some helpful advice: 


There are two important variables to keep in mind: 
First, the kind of work being done. And second, the 
operator. 

For example: 

Are you drilling %4’’ holes in soft pine? Or using a 
%s'' spade auger in tough plywood? Are you putting 
self-tapping screws into metal, or screws into wood 
with or without pilot holes? Are you letting the tool 
work at its own pace or are you forcing it or gunning it? 

On previous pages, you have read how Black & 
Decker cordless tools will perform in certain applications. 

Keeping that information in mind, the following 
tips will help you get the most work per charge from 
each energy pack: 

Start with a fully charged energy pack. 

Use sharp bits. 

Use pilot holes for wood screws. 

Use lubricants where practical. 

Let the tool work without forcing it. 

Read the owners’s manual carefully; especially 
those sections concerning effects of tempera- 

ture changes. 

The energy pack and the Black & Decker cordless 
tools and One-Hour Fast Chargers covered on the 
previous pages incorporate designs exclusive with Black 
& Decker. The product is guaranteed for one full year 
from date of purchase against defects in material or 
workmanship. 


AaPrwn- 


Energy pack can be removed or replaced in seconds 
by activating a simple release latch. 


Energy pack fits snugly into Fast Charger and can New 12-Volt One-Hour Fast Charger offers greater flex- 
be recharged in only one hour. ibility for professionals operating from vehicles. 
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SCRUGUN' SCREWDRIVERS 


Depth-sensitive reversible including Drywall, Versa-Clutch®, Positive-Clutch 
and Adjustable-Clutch Scrugun® Screwdrivers for every fastening need. 


EXTRA HEAVY-DUTY SCRUGUN® SCREWDRIVERS: 
FEATURES AND BENEFITS. 


Heavy duty _heat- All ball and roller bear- Abrasion protected Check-point brush 

treated cut _ steel ings. For continuous pro- field. For longer life. system. Tool shuts off 

gears.For maximum life. duction applications. when brushes wear out, 
prevents damage to com- 
mutator. 


Aluminum nose piece 
with improved dust 
seal system (Drywall 
Models). Provides im- 
proved protection from ex- 
ternal contaminants for 
longer life. 


Aluminum die-cast 
gear case. Provides 
proven durability. 


Double pole switch. 
Designed for maximum 
Powerful motor with life. 
full power in reverse. 
Provides improved power 
6 and performance, longer 5 
life, and more power for Rugged Lov CrStng 
continuous production ap- switch module. oe 
plications. maximum life; less subject 
to contamination. 


High temperature re- 


sistant durable poly- Super tough nylon 
ester field case. Virtu- handle. Provides durabil- 
ally unaffected by ity, comfort and better con- 
common environmental trol. 


contaminants for  im- 
proved operator comfort 


and safety. Safety engineered 


switch lock. No inadvert- 
ent lock-on. 


Complies with OSHA 


DRYWALL SCRUGUN’ SCREWDRIVERS 


Drywall: Clutch Principle. 

Designed for applications where fasteners must be driven to 
a pre-set depth. Especially useful for fastening drywall and in 
certain pre-drywall applications for tacking metal studs to 
metal runners. 


Drywall: Clutch Features. 

® Newly designed depth-locator protects front end from 
contamination: 

® Minimum bit wobble and maximum screwhead-to-bit 
stability; piloted bit holder improves alignment and 


reduces runout. 

Dead-spindle type output shaft. 

One-hand depth adjustment. 

Extremely fine depth adjustment; .0042"’ per click. 


force. Wearing parts are easily replaced. 

@ Identical drive and driven clutches; inexpensive and easy 
to change in the field.” 

© Rugged steel clutch housings. 

© %"' hex shank drive. 


3-jaw 25° clutch provides easy engagement, requires less 


NEW, 


EXTRA 
HEAVY DUTY 


No. 2037-09 (0-4000 RPM) 

Extra Heavy-Duty Reversible Variable Speed 

Drywall Scrugun® Screwdriver for Fasteners 7/s'' to 

1%'' Long in Light Gauge Metals. 

® Variable speed enables operator to set screws in metal 
studs and runners for tacking operations. 

e@ Sets screw perfectly in wallboard and metal studs without 
tearing surface. 


No. 2035-09 (4000 RPM) 


Extra Heavy-Duty Reversible Drywall Scrugun* 
Screwdriver for /s'’ to 1%'' Long Fasteners in 
Light Gauge Metals. 


© Drives screw to exact depth you want in any type of 
wallboard. Sets screw perfectly with no paper tear in steel 
studding, wood studding, acoustical tile. 


No. 2036-09 (2500 RPM) 


Extra Heavy-Duty Reversible Drywall Scrugun® 

Screwdriver for Fasteners 2¥2'’ Long in Heavier 

Gauge Metals. 

© Speed enables operator to set screws in soft material 
without fastener strip out. 

® Sets screws perfectly in thicker wallboard and heavier 
metal studs without tearing surface. 


Standard Equipment: Bit Tip (No. 52058) and %"’ 
Mag. Bit Tip Holder (No. 52060). 


SPECIFICATIONS 


Type Nominal Shipping 
of Fastener Weight 
Switch Clutch* Capacities (Ibs.) 


3 jaw 25° All Commercially 
Depth Available 
Sensitive Drywall Screws 


3 jaw 25° Same in 
Depth heavy gauge 
Sensitive studs 


3 jaw 25° 


2035-09 


2036-09 


2037-09 


All Commercially 
Depth Available 


Sensitive Drywall Screws 


Above tools comply with OSHA. All cordsets are 10’. Switches are double pole. HD, AC/DC. All VSR’‘s are AC only. U.L. Listed. See page 43 for accessories. 
“Available only at B&D Service Centers 
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DEPTH-SENSITIVE 
SCRUGUN SCREWDRIVERS 


Drill Point Depth-Sensitive: wobble. Can use full piloted or unpiloted nutsetters and 

Clutch Principle. bit tip holders. 

Designed for applications where fasteners must be driven to © Chuck and nutsetters are each independently piloted on 

a pre-set depth. Especially useful for fastening metals with pressed-in bearing surface. — 

drill point screws or driving sealer screws in metal building * High force ball retainer eliminates accidental nutsetter 

erection without stripping threads. pull out. ’ 
® Otherwise, identical features as found in Drywall Scrugun” 

Drill Point Depth-Sensitive: Screwdrivers. 


Y4"' hex shank drive. 


Clutch Features. 
© Two-piece output spindle; rigidly mounted to eliminate 


EXTRA 
HEAVY DUTY 


No. 2059-09 (0-2500 RPM) Standard Equipment: Nutsetter Depth Locator for %/" 
Extra Heavy: Dus Haversible Variable. Speed Nutsetter, %6’’ |.D. (No. 87918"); %2” for %e'’ Nutsetter 1.D. 
fata! P (No. 87919’). 


Scrugun” Screwdriver for Drill Point and Metal 

Building Fasteners. 

© Ideal for self-drilling screws in sheet metal works, heating 
and ventilation, and the steel building industry. 

® Variable speed enables operator to set screws in soft 
material without fastener strip out. 


No. 2060-09 (2500 RPM) 


Extra Heavy-Duty Reversible Scrugun” Screwdriver 


for Drill Point and Metal Building Fasteners. Optional Equipment: Nutsetter Depth Locator for 4"’ 
© Ideal for self-drilling screws in sheet metal work, heating Nutsetter, “6’’ 1.D. (No. 90863"); Nutsetter for Corrugated 
and ventilation, and the steel building industry. Steel and Recessed Application (No. 40096). 
SPECIFICATIONS 
Max Type Nominal Shipping 
Watts of Fastener Length Weight 


Out Switch RPM Clutch" Capacities (in.) (Ibs.) 
400 VSR 0-2500 3 jaw 25 +12 wood, +12 self-drill 9% 


2059-09 


Depth (Y%"' CRS), %"’ self-drill 
Sensitive (/6'' CRS), %" thread 
cutting, %6’' sheet metal 
2060-09 45 400 0/0O-R 2500 3 jaw 25 +12 wood, +12 self-drill 9% 
Depth (2"' CRS), %"" self-drill 
Sensitive (/s6"' CRS), %4"' thread 


cutting, %6'' sheet metal 


Above tools comply with OSHA. All cordsets are 10’. Switches are double pole, HD, AC/DC. All VSR’s are AC only. U_L. Listed. See page 43 for accessories 
“Available only at B&D Service Centers 
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VERSA-CLUTCH 
SCRUGUN' SCREWDRIVERS 


Versa-Clutch® Principle. ® Adjustable stop. 
Unique clutch design allows the operator to quickly drive a © Finger twist of external adjusting collar allows the operator 
wide variety of fastener sizes to a perfect tightness in nearly to ‘‘set’’ the tool; to match the torque requirements of the 
any joint configuration. fastener and the work piece; no separate tool needed. 

! An ideal tool for metal-building erectors, installation © Eliminates overdriving or stripping of fasteners. 

¥ e 


mechanics and mechanical contractors; as well as for general Adjustment changes the location of bearing controlling 


use in machine shop, woodworking and boating industries. engagement of the clutches. 
Especially useful where torque over-ride is needed because © Perfect visibility of washer head and work surface when 
of varied densities of the work piece. using sealer screws. 


3-tooth clutches for quick engagement.” 
Patented multi-angle clutch configuration; controls torque 


Versa-Clutch® Features. 


© Quick-change positive ball retainer. output in combination with external setting. 
%'' hex shank drive. 


@ Dust seal. 


NEW 


EXTRA 
HEAVY DUTY 


NSW 


EXTRA 
HEAVY DUTY 


No. 2050-09 (600 RPM) No. 2054-09 (0-2500 RPM) 


Extra Heavy-Duty Reversible Versa-Clutch® Extra Heavy-Duty Reversible Variable Speed 
Scrugun® Screwdriver. Versa-Clutch® Scrugun® Screwdriver. 
© Slow speed provides maximum operator control where © Variable speed enables operator to set screws in soft 


integrity of the joint and finish are important. 
© Ideal for fasteners requiring high torque. 
© Provides for maximum fastener capacity. 


© Drives a wide range of fasteners from 
#4 to +16 wood. 


material without fastener strip out. 
© Provides for maximum fastener capacity. 


FINGER-TIP 
TORQUE ADJUSTMENT 


SPECIFICATIONS 


Nominal 5 Shipping 
Fastener Weight 
Clutch" Capacities (Ibs.) 


Versa- #16 wood, %s lagt, 
Clutch %"' thread cutting %6’’ 
metal sheet, %‘'’ machine 


Versa- #12 wood, %"' self-drill 

Clutch (%6'’ CRS), #12 self-drill 
(Y2"' CRS), %e"" sheet 
metal, %4'' machine, %4'' 
thread cutting 


Above tools comply with OSHA. All cordsets are 10’. Switches are double pole, HD, AC/DC. All VSR's are AC only. U.L. Listed. See page 43 for accessories 
“Available only at B&D Service Centers. + With pilot hole 
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POSITIVE-CLUTCH 
SCRUGUN’ SCREWDRIVERS 


Positive-Clutch Features. 


Positive-Clutch Principle. 
Pressure applied by the operator engages the clutch and 
develops driving torque. 

The bit is automatically engaged as the operator presses 
forward, and disengaged as the pressure is removed. Torque 
increases as forward pressure increases; decreases as 
forward pressure decreases. 

Clutch design allows complete operator control. 


NEW, 


EXTRA 
HEAVY DUTY 


No. 2045-09 (600 RPM) 


Extra Heavy-Duty Reversible Positive-Clutch 

Scrugun® Screwdriver. 

© Lower speed allows better control and more torque in 
varied applications. 

e@ Allows maximum fastener capacity. 

@ Drives a wide range of fasteners from #4 to #16 wood. 


No. 2044-09 (0-1200 RPM) 


Extra Heavy-Duty Reversible Variable Speed 
Positive-Clutch Scrugun® Screwdriver. 


No wobbly output shaft; spindle is rigidly mounted. 
Output shaft is dead-spindle type. 

Heavy duty drive and driven clutches are identical, 
inexpensive and easy to change in the field.” 
Positive-holding, quick-change chuck permits fast insertion 
and removal of bit shank, positive locking 

Y%"" hex shank drive. 


EXTRA 
HEAVY DUTY 


Variable speed provides extra operator control when 
needed. 

Clutch designed for easy engagement; provides for 
continuous rapid settings of fasteners in production type 
applications; also fast-acting for production operations. 


No. 2046-09 (1900 RPM) 


Extra Heavy-Duty Reversible Positive-Clutch 
Scrugun® Screwdriver. 


Provides for continuous rapid settings of fasteners in 
production-type applications. 


SPECIFICATIONS 


Type 
of 
Switch 


3 jaw 25° 
Positive 


Shipping 
Weight 
(Ibs.) 


Fastener 
Capacities 


+14 wood, %6 lagt 
Y4"' thread cutting, 
Y%'' sheet metal 


2045-09 


9 jaw 35° 
Positive 


5 


+16 wood, %« lagt, 
Y%"" thread cutting 


hr6'’ sheet metal 


2046-09 


9 jaw 35° 
Positive 


+12 wood, +12 
thread cutting 
sheet metal 


Above tools comply with OSHA. All cordsets are 10’. Switches are double pole, HD, AC/DC. All VSR’s are AC only. U.L. Listed. See page 43 for accessories 


“Available only at B&D Service Centers 


t With pilot hole 


37 


ADJUSTABLE-CLUTCH 
SCRUGUN' SCREWDRIVER 


Adjustable-Clutch Principle. @ Extra heavy engaging jaws. 
Mechanism allows the operator to drive a series of fasteners ® Clutch assembly options for wide range of hard and soft 
to a preset uniform torque. joints. 

Torque output is controlled mechanically by spring loading ® Positive-holding, quick-change chuck permits fast insertion 
and is unaffected by operator pressure on the tool. and removal of bit shank, positive-locking. 

This mechanism is also provided with a dead spindle © %" hex shank drive. 
operation so that complete release of pressure on the unit 
will disengage the output spindle. Adjustable-Clutch Torque Output. 
Adjustable-Clutch Features. Clutch Hard-joint torque Soft-joint torque 
© Ball and cam design for extremely smooth and quiet ara cn a Nas in.-Ib. ee in.-Ib. 


operation. 91142-02 (opt.) 5-17 5-15 


© Tapered clutch housing. NOTE: These are nominal values for positioning only and should not be 


e One-piece spindle for simplicity and runout control. considered as absolute. Optional adjustable clutch mechanisms are 
available through service only. Contact your local Black & Decker service 
center for details 


EXTRA 
HEAVY DUTY 


No. 2056-09 (600 RPM) 


Extra Heavy-Duty Reversible Adjustable-Clutch 

Scrugun” Screwdriver. 

©@ Provides for a wide torque range. 

© |deal for tightening NO-HUB type couplings. 10 times 
faster than hand wrench methods. Clutch preset to proper 
torque. 

® Also extremely suitable for repetitive assembly operations 
where any constant torque setting is necessary. 

@ Provides consistency where operator control may vary. 


SPECIFICATIONS 


Max. Type Nominal “ Shipping 
Watts of Fastener Weight 
Out Switch Clutch* Capacities (Lbs.) 


2056-09 Adjustable +14 wood, 
Ball Cam Y4'' thread cutting 
(46 CRS) %6’’ sheet 
metal, Y4'' machine 


Above tools comply with OSHA. All cordsets are 10’. Switches are double pole, HD, AC/DC. U.L. Listed. See page 43 for accessories 
“Available only at B&D Service Centers 
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HEAVY DUTY 
END-HANDLE SCREWDRIVERS 


No. 2070-09 (1900 RPM) 
HEAVY DUTY DEPTH-SENSITIVE 


REVERSIBLE SCREWDRIVER 
FOR DRILL POINT SCREWS 


© Rated heavy duty for continuous production use. 

® Super tough nylon switch handle provides durability, 
comfort and safety. 

© Handles the largest wood screws, machine screws, 
threadforming screws, or lag bolts with ease. 

® Provides precise, predetermined screw depth on flat 
surfaces. 

© Special heavy duty, heat-treated gear trains for long, 
trouble-free service. 

© Detachable side handle for complete operator control. 

@ Uses %6'’ hex drive accessories. 

® Bearings: ball, needle. 


No. 2074-09 (600 RPM) 
HEAVY DUTY POSITIVE-CLUTCH 


REVERSIBLE SCREWDRIVER 


@ Rated heavy duty for continuous production use. 

® Super tough nylon switch handle provides durability, 
comfort and safety. 

® Dead spindle design permits full screwdriver head 
engagement before driving. 

® Immediate clutch disengagement when driving pressure is 
released. 

® Detachable side handle for complete operator control. 

@ "/6'' hex shank drive. 

® Bearings: ball, needle. 


No. 2075-09 (600 RPM) 
HEAVY DUTY ADJUSTABLE-CLUTCH 
REVERSIBLE SCREWDRIVER 


® Rated heavy duty for continuous production use. 

® Super tough nylon switch handle provides durability, 
comfort and safety. 

@ Handles up to ¥2'’ machine screws and %4"' lag bolts. 

© Heavy duty, heat-treated gear train for long, trouble-free 
performance. 

® Detachable side handle for complete operator control. 

@ %6"' hex shank drive. 

© Bearings: ball, needle. 


Standard Equipment: Auxiliary side handle. 


SPECIFICATIONS 


Fastener Capacities 
Max. Thread- Self Tool Net Wt. 
Watts Switch Type: Wood Cutting Machine Drilling Length with Cord Shipping 
Output Heavy Duty Screws Screws Screws Screws (in.) (Ibs.) Weight 
2070-09 AC/DC ON/OFF trigger-switch 9 Jaw 20° Snap-in ¥%"' 
with slide reversing switch he’ Hex 
2074-09 AC/DC ON/OFF trigger switch 9 Jaw Quick- %" 


with slide reversing switch 12%”° change Lag 
he" Hex Screw 


AC/DC ON/OFF trigger switch Adjustable — Quick- +18 
with slide reversing switch ball change 
spring he" Hex 


AC/DC ON/OFF trigger switch 9 Jaw 20° Snap-in Ye" 
with slide reversing switch The’ Hex 
AC/DC ON/OFF trigger switch 9 Jaw Quick- Ye" 
with slide reversing switch 12%”° change Lag 
he" Hex Screw 
AC/DC ON/OFF trigger switch Adjustable — Quick- +18 15%6 


with slide reversing switch ball change 
spring he!’ Hex 


NOTE; Fastener capacities given are for positioning only and should not be considered as absolutes. For specific applications see your Black & Decker distributor 
Above tools comply with OSHA. U.L. Listed. See page 43 for accessories 
+ Not Shown 
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NEW 


No. 2020-10 (1200 RPM) 


NEW 


No. 2025-10 (0-1200 RPM) 


No. 2033-10 (0-2500 RPM) 
No. 2034-10 (0-4000 RPM) 


; 
| 
; 


HEAVY DUTY SCRUGUN' SCREWDRIVERS: 
Positive-Clutch, Versa-Clutch’ and Drywall 


FEATURES: 


Rated heavy duty for full production use. 
Double insulated for added operator protection. 
Super tough nylon switch handle provides 


durability, comfort and greater protection from 


electrical shock. 


New powerful 3.5 amp motor with full power in 


reverse; built for good performance and long life. 


New checkpoint brush system stops tool when 


brushes wear out, prevents damage to 


commutator. 


No. 2020-10 (1200 RPM) 


HEAVY DUTY 
REVERSING POSITIVE-CLUTCH 
SCRUGUN® SCREWDRIVER 


© Provides for continuous rapid settings of fasteners in 
production-type applications. 

® No wobbly output shaft; spindle is rigidly mounted. 

© Positive-holding, quick-change chuck permits fast inser- 
tion and removal of bit shank, positive-locking. 


No. 2025-10 (0-1200 RPM) 


HEAVY DUTY VARIABLE SPEED 
REVERSING VERSA-CLUTCH* 
SCRUGUN® SCREWDRIVER 


Variable speed feature enables operator to set screws in 
soft material without fastener strip out. 

Unique clutch design allows the operator to quickly drive 
a wide variety of fastener sizes to a perfect tightness in 
nearly any joint configuration. 

Especially useful where torque over-ride is needed be- 
cause of varied densities of the work piece. 

Finger twist of external adjusting collar allows the opera- 
tor to ‘‘set’’ the tool; to match the torque requirements of 
the fastener and the work piece; no separate tool needed. 


Dead-spindle output shaft. 
Y%'' hex shank drive. 
Bearings; ball, sleeve. 


No. 2033-10 (0-2500 RPM) 


HEAVY DUTY VARIABLE SPEED 
REVERSING DRYWALL 
SCRUGUN® SCREWDRIVER 


Sets screws perfectly in thick wallboard and heavy metal 
studs without tearing surface. 

Variable speed enables operator to set screws in metal 
studs and runners for tacking operations. 

Aluminum nose piece with new dust seal 

system; provides improved protection from external 
contaminants. 


No. 2034-10 (0-4000 RPM) 


Drives screw to exact depth you want in any type of 
wallboard. Sets screw perfectly with no paper tear in 
steel studding, wood studding, acoustical tile. 

Variable speed enables operator to set screws in metal 
studs and runners for tacking operations. 

Aluminum nose piece with new dust seal system; pro- 
vides improved protection from external contaminants. 


Standard Equipment: Bit Tip (No. 52058) and 4" 
Mag. Bit Tip Holder (No. 52060). 


SPECIFICATIONS 


Switch 
2020-10 


Nominal 
Fastener 
Capacities 


Shipping 
Weight 


Clutch” (Ibs.) 


3-jaw 
25° positive 


#12 wood, %"' lagt 
Y%4'' thread cutting 
Y%'' sheet metal 


2025-10 


#12 wood, %"' self-drill 

(%s8"’ CRS), 

%'" sheet metal 

Y%4"' machine, %"' thread cutting 


Versa 


2033-10 VSR’ 


3 jaw 25° 
Depth Sensitive 


All Commercially 
Available Drywall Screws 


2034-10 VSR" 


3 jaw 25° 
Depth Sensitive 


All Commercially 
Available Drywall Screws 


Single Pole’ 


20204 


#10 wood-thread 
cutting-machine- 
sheet metal 


9-jaw 
27 


20304 Single Pole* 


Above tools comply with OSHA. All cordsets are 8’. “AC only 
+ With pilot hole. 

“Available from B&D Service Centers 

UL listed 

+Not shown 


#10 wood-thread 10%6 
cutting-machine- 


sheet metal 


Adj 
Spring 


See page 43 for accessories 
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SCRUGUN’ SCREWDRIVERS 


GENERAL SELECTION GUIDE 


APPROPRIATE APPROPRIATE 
APPLICATION SCREWDRIVER APPLICATION SCREWDRIVER 


2020-10, 2025-10, 2044-09 


i 2045-09, 2050-09 : 2025-10, 2044-09, 
Regular drive of +6 through #12 2046-09, 2054-09, 


2059-09*, 2060-09* 


Regular drive of #14 through #20 2074-09 #6 or #8 type A sheet f 
metal screws (*Depth-Sensitive) 


2025-10, 2044-09, 2046-09 


2054-09, 2059-09", 2060-09* Geez 2045-09, 
2050-09 


Fast drive of #5 through #12 (*Depth-Sensitive) ‘’"' type A sheet metal screws 2056-09 
# 8-10 machine screws 


j 2070-09* 
Fast drive of #14 through #20 (*Depth-Sensitive) 


2046-09, 2054-09, 
2059-09, 


‘¥ Panel screws (wafer or 2060-09 


hexhead #6 through #14). 


SETA AA ‘ 2059-09 


; q Tek”* or sealer screws pie Decking screws (drill 
ie nour ei i) point or type F) 


2020-10, 2025-10 
# 6-8 thread forming screws 2044-09, 2050-09 
2035-09, 2036-09, 
Goome Byes 2037-09, 2033-10, 
\ : 2045-09 Rapid driving of screws 2034-10, 
# 10-12 thread cutting screws 2050-09 into wood or metal studs 


Note: The above screw types represent general threaded 
2074-09 fastener classifications. Black & Decker screwdrivers are 
2075-09 capable of driving many other fasteners not classified in this 


# 14-20 (%"’) thread forming screws chart. es 
+ Registered Trademark, Illinois Tool Works Inc. 


HEAVY DUTY Lea TAPPER 


No. 2171 


Y%'' HEAVY DUTY TAPGUN® 
TAPPER (Tap Chuck) 


© Rated for heavy duty use. 

@ Automatic reversing mechanism backs tap out of threaded 
hole at high speed when operator pulls backward; no 
reversing switch required. 

© Improved motor overload capacity. 

© Bearings: ball, needle, sleeve. 


Standard Equipment: Jacobs Tap Chuck No. 32376 with 
two collets (0’’ to %"’ and %"' to .381''), detachable side 
handle. 


SPECIFICATIONS 


Tapping Capacities 


Rated Max. Non- Tool Net Wt. 

Amps Walls of Type Mild Cast Ferrous Length with Cord Shipping 

(120V) Output Switch* Chuck Steel Iron Metals {in.) (Ibs.) Weight 
2171 3 245 AC/DC 400 Tap Chuck Ya" he" Br 


ON /OFF 


Above tools comply with OSHA. UL listed See pages 21-22 for replacement chuck 
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SCREWDRIVER ACCESSORIES 


Y%4'" ACCESSORIES: 

Tool Nos. 2035-09, 2036-09, 2037-09, 2044-09, 2045-09, 2046-09, 2050-09, 2054-09, 2056-09 
2059-09, 2060-09, 2020-10, 2025-10, 2033-10, 2034-10 and all previous %"’ hex drive screwdrivers 
7he' and 546’ ACCESSORIES: 

Tool Nos. 2070, 2074, 2075, 2070-09, 2074-09, 2075-09 


HEX SHANK BIT TIP HOLDERS 


For Non-Drywall Screwdrivers 


Y4'' Hex Shank 
For %"' Tip 


Type Length Cat. No. 


2Vq"" 
DVa"' 


Non-Magnetic 
Magnetic 


61108+ 
63957+ 


Hex Drive Shank Extensions 


Shank 
Size 


Sq. Dr. Length Cat. No. Cat. No. 


20510 
20511 


he"’ Hex Shank — Non-Magnetic Bee "For use with %4'’ square drive sockets—%4"’ hex 
For %s"' Tip Magnetic 3%2 “For use with ¥2'’ square drive sockets 
and any ‘“/6'’ hex drive power tools 
HEX SHANK INSERT BITS SOCKETS 


For Bit Tip Holders 


Screw 
Type 


Phillips 


‘PA 


Phillips 
Posidrive 


Socket H 
Cap Scre 


oO 
+) 
© 
O 


Frearson 
Reed & Prince 


‘ea 6 & larger 38406 
5 & smaller 65902 


Ya"! 5h_!! 


Cat. No. 


38403 

38404CIt 63387 
38405 63389 
= 63391 


2 drywall 52058O+¢ 


61102t 63393 
61104+ 63394 
- 63395 


A 

he” 

ead — 

ws Ya" 66270t 
52" 66272t 
Ye" 66274+t 


HEX SHANK POWER BITS 


Screw 
Type 


Phillips 3) 


Phillips 


©: 
Posidrive 3 


Y4"" HEX DRIVE 


For driving hex head fastener 


Non- 


Magnetic 


Magnetic 


Heavy-Duty 
Tool Box 
No. 50078 


Y%'' Square Drive 
Magnetic Socket 
No. 38520 


For driving 8 pointed 
nylon and steel 
headed screws 


Type 


Y,"' he" 


Length Cat. No. Cat. No. 


Point 
Size 


156" 
1'%e" 
115.5!" 


3%" 


54595 
54592O+ 
390181 
54599O+¢ 
16 = 4594+ 
3%" 18098 
3%" = 

3 Vad = 


54598 
54596 
54597 


PWNWNHNN— 


16"! 
16" 


61098+ 
61100t 


NUTSETTERS 


Socket 
Size 


Ya"! 
Length Cat. No. 


Ya"' 61105t 
he’ 61106t 
61107+ 


49278t 
65876t 
65877t 
65878t 


Scrugun” Holster 
No. 69590 
Heavy leather holster 
attaches to belts 
up to 2%" wide 


6" Hex Bit Extension 
No. 22539 
For use with %‘" hex shanks 
and/or other extensions 


Cat. No. 


For driving hex nuts 


and sheet metal screws Cat. No. Cat. No. 


Type 


Non- 
Magnetic 


Ya'' Sq. Drive Mi e 


Magnetic 


SCREW TYPE AND NUMBER SIZE 


Bit 
Flat or and Bit 
Oval Round | Fillister | Binding} Pan | Truss Bit Finder | Length 


Ya'' HEX BITS FOR SLOTTED HEAD SCREWS 


Y4'' HEX BITS WITH ROTATING FINDER FOR 
USE WITH ANY %"’ HEX DRIVE POWER TOOL 


17690t 
13356t 
13469t 
18593t 
21731 


™”6'' HEX BITS WITH ROTATING FINDER FOR 
USE WITH ANY “%c6’’ HEX DRIVE POWER TOOLF 


t Appropriate Cordless Screwdriver accessories 
¢Such as No. 2293 air impact wrench, and electric Scruguns™ 
CO For standard ‘‘soft’’ screws For sheet metal, tek, self-tapping screws 


MAGNETIC BIT TIP HOLDERS FOR DRYWALL SCRUGUNS 


No. 52060 (Mfgrs. Wo. M490)—'%4%" Hex Shank for %‘’ Hex Tip (2°%2 long) 
for use only with No. 2035 Type 6 and No. 2036 Type 5 
Drywall Scruguns and 2035-09, 2036-09, 2037-09, 2033-10, 
2034-10 

Ya" Hex Shank for %4‘’ Hex Tip (3’ long) for use only with No 
2035 Type 4 and No. 2036 Type 3 and older models 


No. 52059 


No. 52065 4" Hex Tip Holder Spindle and Clutch Assembly for use only 


with No. 2035 Type 5 and No. 2036 Type 4 Drywall Scruguns 


NOTE: Customers desiring to changeover above type drivers to utilize No 
52060 Holder—contact nearest B&D Service Center 
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IMPACT WRENCHES 


Powerful and rapid; extremely popular. 


No. 2211 
Yo"' SQUARE DRIVE H.D. REVERSIBLE IMPACT WRENCH 
WITH EXCLUSIVE ROCKER SWITCH 


Exclusive rocker reversing switch for one-hand operation, 
easy rotation change. 

¥2'' drive unit has bolt capacity of %"’. 

Big 7.7 amp. motor provides more than 3/5 horsepower 
for exceptionally high torques at 2700 IPM. 


@ Uniform weight distribution for good balance. 

© Motor features include wrap-around lead construction, 
hot-staked connections (prevents lead breakage). 

@ No external oiling. Wrench contains high-load capacity 
lubricant. 


© Impact parts of hardened alloy steels. 


Y2"" IMPACT WRENCH ACCESSORIES 
For increased versatility 


No. 45429 No. 33345 No. 22794 No. 50487 
3-JAWED SCREWDRIVER ADAPTER RIGHT-ANGLE 
CHUCK BIT CHUCK he" hex to Y2"' sq. HEAD 
Takes Y%’’ to 2" dia. Takes “6'’ Hex Drive Shank Adapter. (Fits any %"" sq. dr., 
high shanks (for any Screwdriver Bits, Shanks wrench). 
make ¥2‘’ square drive and Sockets. Fits any 
wrench). ¥2"' sq. dr. wrench. 


No. 38276, IMPACT-WRENCH GREASE, 
1-lb. can for No. 2220 and No. 2225 only. Cat. No. 60541 for No. 2211. 


SPECIFICATIONS 


Rated Type Length to Side to Tool Net Wt. 
Amps No-Load of Square Impacts Bolt Shoulder Center with Cord Shipping 
(120V) Speed (RPM) Switch Drive per Min. Capacity (in.) (in.) (Ibs.) Weight 


ON/OFF 
Reversing 
rocker AC/DC 


Above tools comply with OSHA. 
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IMPACT WRENCHES 


No. 2225 
¥%4 SQUARE DRIVE H.D. 
REVERSIBLE IMPACT WRENCH 


© Rated for full production use. 

© Similar to No. 2220 but with heavier construction to 
handle the driving or removal of larger bolts, nuts and 
screws. 

® Built-in reversing switch ring provides equal power in 
forward or reverse. 


Standard Equipment: Two rubber protector rings, 
adjustable side handle. 


No. 2220 
Y2'' SQUARE DRIVE H.D. 
REVERSIBLE IMPACT WRENCH 


© |Impactor drives high-chrome nickel-steel anvil with full 
impact force. 

@ Anvil equipped with sealed roller bearings for long life. 

e Armature constructions and spiral leads in motor absorb 
vibration; give longer, trouble-free service. 

© Ball bearings on armature and planetary gear and 
carriage. 


Note: No. 2220 is standard equipment in Kits No. 2222 
and No. 2223. 


No. 2223 
DELUXE ¥2'" SQUARE DRIVE 
H.D. REVERSIBLE IMPACT 

WRENCH KIT 


© Provides safe mobility for wrench and accessories. 

© Sturdy steel box with hinged lid and contoured handle; 
protects tools and accessories when not in use. 

Standard Equipment: No. 2220 H.D. Impact Wrench, 

two rubber protector rings, 6 hex sockets (2'", %6'’, %"', 

he’, %'', %e''), right-angled head. Shipping Weight: 

24% Ibs. 

No. 2222 Kit is identical to Kit No. 2223 but does not 

contain right-angle head. Shipping Weight: 18% Ibs. 


SPECIFICATIONS 


Rated Type Length to Tool Net Wt. 
Amps No-Load of Square Impacts Shoulder with Cord Shipping 
(120V) Speed (RPM) Switch Drive per Min. (in.) (Ibs.) Weight 


ON/OFF AC/DC 


Separate Rev. Ring 


ON/OFF AC/DC 
Separate Reversing 
Ring 


Above tools comply with OSHA. 
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Circular saws, the exciting cut-saw, jig saws, band saw , and the 
accessories and blades necessary for faster, easier cutting. 


SUPER SAWCAT® SAWS: FEATURES 


Super tough handle—insulated 
for safety and comfort 


Large telescoping lower 
guard. Handle provides safety, 
ease of operation 

Negator”* Brush Springs 
reduce commutator wear 


f aa 
itt | staat 
| & a if 


visible from top 
of saw while 


in operation Ball bearings sealed 


from dust for years 
of extra service 


Blade nut is 
non-self-tightening 


High-temperature wire insulation 
and welded commutator leads for 
greater burnout protection 


Hardened-steel 
helical gears 
deliver maximum 
power to blade 


Cast-aluminum quadrant 
Every single degree is marked 
Completely adjustable 


Front handle provides better control 


Wrap-around 
anodized-aluminum shoe 
Won't rust or discolor 
Doesn't mar work surfaces 


Rip guide attachment easily accessible. 


Many of these features are included 
in the BUILDERS’ SAWCAT" line. 
Complies with OSHA 


SUPER SAWCAT’ SAWS 


No. 3047-09 (7% ar 
SUPER SAWCAT® SAW 


@ Rated heavy duty for continuous production use 

® Exclusive automatic electric brake stops blade in seconds 
when trigger switch is released for added safety. 

@ Wrap-around anodized aluminum shoe for more support 
and greater stability with adjustable control for accurate 
blade alignment with shoe when bevel cutting. 

@ Negator® brush springs give constant even pressure; 
increases brush life. 


Automatic Electric Brake 


Press the 
trigger— 
and saw. 


No. 3048-09 (8 %4"') 
SUPER SAWCAT® SAW 


Angle quadrant adjustment for exact settings at 45° and 
90°. 

Rugged 3-point suspension for greater rigidity. 

@ Auxiliary front knob for more support, better control. 

® Bearings: ball, needle. 


Standard Equipment: Combination saw blade, blade 
wrench. 


stops saw blade in seconds. 


Release the 
trigger—and the 
saw blade stops 
within seconds. 
No coasting 

to endanger 
operator, work, 
or blade. 


SPECIFICATIONS 


Maximum Depth of Cut Tool Net. Wt. 
(in.) with Cord Shipping 


90° 45° in. (Ibs.) Wt. 


3047-09 714" 3696" 


13%" 


3048-09 8%" x Ke" 


13%" 


Above tools comply with OSHA. See pages 50-51 for Circular Saw accessories and blades “Will accept '4-inch-larger diameter blade for greater depth of cut 


NOTE: All B&D SUPER SAWCAT” motors have high-temperature wire and welded commutator leads for greater burnout protection 
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BUILDERS’ SAWCAT’ SAWS 


No. 3037-09 
7%'' BUILDERS’ SAWCAT® SAW 


® Rated heavy duty for continuous production use. 

© Vertical adjustment allows for constant handle position 
regardless of depth of cut. 

© Sturdy, compact wrap-around shoe for ease in handling 
and durability. 


@ Anodized aluminum shoe won't rust or mar work surfaces. 


Depth adjustment knob acts as auxiliary handle for better 
control. 

@ Auxiliary heat treated spring steel blade guard drops down 
for maximum protection during shallow cuts. 


© Aluminum cast angle quadrant marked with every degree 
and can be adjusted to assure accurate settings. 

® Reliable, smooth working lower guard has large wrap- 
around retracting lever for added safety and performance. 

@ Angle quadrant adjustment for exact settings at 45° 
and 90°. 

© Hardened steel helical gears for longer life and smoother 
operation. 

® Bearings: ball, needle. 


Standard Equipment: Combination saw blade, blade 
wrench. 


No. 3036-09 — 
6¥2"' BUILDERS’ SAWCAT® SAW 


Rated 
Amps No-Load Blade 


6%" x Hl 


SPECIFICATIONS: 


Maximum Depth of Cut 


No. 3038-09 
8’’ BUILDERS’ SAWCAT® SAW 


: Tool Net. Wt. 
(in.) Length with Cord Shipping 
45° (Ibs.) Wt. 


10%" 


5500 TA eRe 


8" x 5 


3038-09 


Above tools comply with OSHA. See pages 50-51 for Circular Saw accessories and blades 


26" a 10%" 12% 


11%" 


“Will accept Y%-inch-larger diameter blade for greater depth of cut 


WORM-DRIVE SAWS 


No. 3050 (6%2") No. 3051 (7%") No. 3052 (8 Y. 
SUPERCHARGED WORM-DRIVE SAWS 


") 


@ Rated heavy duty for continuous production use; oversized ® Teflon® gear—case seals reduce oil leakage. 
bearings at heavy load points for longer life. © Heat treated spring steel adjustment levers for angle and 
© Trigger switch is fully guarded for operator safety. depth of cut. 
@ Extra heavy-duty trigger switch resists burnout. © Bearings are sealed from abrasive dust. 
®@ Spindle lock permits easy and safest changing of blades. © Bearings: ball. 
® Steel shoe is ribbed for strength. 
© Negator® brush springs give constant pressure; increase 
brush life. Standard Equipment: Framing/rip blade, blade wrench. 
FEATURES: 
Handle, 
completely removable and 


Extra-heavy-duty switch, 
for long life 


replaceable 


Worm gear is extra-heavy-duty 
for long continuous-duty use 


Handle completely 
removable and replaceable 
No replacement of field case 
necessary 


Teflon”t gear-case oil seals 


Steel quadrant 


Heavy-duty cord and 
molded strain relief 


Ball bearings are sealed 
from abrasive dust 


Negator”* Brush Springs 
reduce commutator wear Heavy-duty adjustment levers for 
angle and depth of cut adjustment 
Motor is completely tested 
at plant before shipment 
Steel shoe is ribbed 


= , le lock 
for strength Spindle lock permits easy and 


safe changing of blades 


*T.M. Hunter Spring, Div. of Ametek, Inc 
+T.M., E.l. Du Pont de Nemours & Co. (Inc.) 


SPECIFICATIONS 


Maximum Depth of Cut 


i Tool Net. Wt. 
AE) a with Cord 
90° 45° (Ibs.) 


Q" 
QVao"! 


2272" 


Above tools comply with OSHA. See pages 50-51 for Circular Saw accessories and blades “Will accept both %’’ Round and Diamond Arbor blades with use of Spindle 
and adapter No, 62228 available at B&D Service Centers 
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CIRCULAR SAW ACCESSORIES 


BASE 
ATTACHMENT 


CARRYING CASES 
Rugged, moisture-resistant all-steel construction protects 
saw. Firm-gripping fittings. Lid clamp holds up to 6 blades. 
Room for rip fence, extra cable and cut-off gauge. 


No. 58387": For use with SUPER 
SAWCAT® Saws. Gives support to right- 
hand side of saw. For type 3 or previous 
models only. 


RIP FENCES 


No. 62864: For 6%", | 

7%"' and 8%" Supercharged 

Worm-Drive Saws. No. 55584: For all SUPER 
and BUILDERS’ SAWCAT® Saws. 

No. 60551: For all 


Supercharged Worm-Drive Saws. 


No. 73-510: For 612", 7%", 
8" and 8%'' SUPER and 
BUILDERS’ SAWCAT® Saws. 


CUTOFF GAUGE 


Ko 


SAW 
PROTRACTOR | 


WRAPAROUND SHOE 


A A 


« nisin 


No. 55582: For making 45° 
and 90° straight, bevel and miter 
cuts with any SUPER SAWCAT", 
BUILDERS’ SAWCAT™ or 
Supercharged Worm-Drive Saw. 


No. 49531: Protractors permit 
accurate angular cuts of O° through 90°. 
Save time and effort. For all SUPER 
SAWCAT", BUILDERS’ SAWCAT® and 
Supercharged Worm-Drive Saws. 


No. 30002": One-piece wrap- 
around aluminum base gives firm 
support at any angle. Fits 6¥,”, 71/,’ 
and 8” BUILDERS’ SAWCAT™ Saws. 


LUBRICANT 
No. 60541: 1-Ib. can 


Special Gear Grease. For all 
SAWCAT” Saws. 


No. 60086: Tube of lubri- 


cant for all Worm-Drive Saws. 


No. 62228*: When using metal or 
abrasive blades with diamond shaped 
arbor holes. 

No. 70457*: When using outer side of 
all metal or abrasive blades. 


CLAMP WASHERS FOR 
B&D WORM DRIVE SAWS 


No. 63243:"When using metal or 
abrasive blades with round arbor holes. 


— 


“Available from B&D Service Center only 


CIRCULAR SAW BLADES 


Your single source for every type of Circular Saw Blade; standard, premium 
and abrasive blades for virtually every possible application. 


ARBOR HOLES 


Black & Decker Circular Saw Blades come with one of 
three different arbor hole types. The symbols below are 
repeated in the table on page 51. To select the blade with 
the arbor hole you want, simply refer to the appropriate 
arbor hole column in the chart. 


Diamond Knockout Blades 


<C> Have %"' round center hole. Diamond can be 
~e4#°" knocked out to fit diamond arbor saws. For most 
types of circular saws. 

Diamond-Hole Blades 

Have '%6’’ diamond-shaped center with %"' ring 
adapter to fit either type arbor. For portable 
saws, including worm drives. 

Round-Hole Blades 


Have round center hole only. For %"', 1¥%"’ or 
1%" round arbor saws. 


B&D SUPERSHARP BLADES 
for Super Cutting 


©® Sharper edges on teeth for faster cutting. 

® Blades stay sharp longer, cost less than conventional 
blades. 

® Blades cut cleaner, are quieter than ordinary blades. 

@ Available in Standard and Premium grades. 


Single-blade prices are lower than ordinary-blade prices. 
Save most by buying Standard Supersharp blades in 
bulk. 


Black & Decker’s revolutionary 
process makes saw blades 
sharper than ever. Above right 
is unretrouched microphoto 
(enlarged 65 times) of 
Supersharp Blade edge 
Compare it with photo (on left) 
of brand-new ordinary blade 
edge. 


4 
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CIRCULAR SAW BLADES 


Chisel-Tooth 
Combination 


Ite 


DESCRIPTION 


The fastest-cutting blade in the line. Specifically 
designed for general-purpose ripping and crosscutting 


INDIVIDUAL 
BLADES 
Cat. No. 


40033-01 
40034-01 
40035-01 


54” RD. ARBOR 
w/diamond 
knockout 


DIAMOND 
ARBOR 
w/%" adapter 


Framing/Rip 
Combination 


A 40-tooth blade designed for fascia, roofing, siding 
sub-flooring, formcutting. Rips. crosscuts, miters, etc 
Gives fast. smooth finishes when cutting with the grain 
of both soft and hard woods. Popular with worm-drive- 
Saw users 


40143-01 
40144-01 
40145-01 
30036-01 
30037-01 
30039-01 


Crosscut 


Specifically designed for smooth, fast cutting across 
the grain of hard and soft woods where finish is an 
important factor. May also be used for rip and crosscuts 
on extremely hard wood 


30026-01 
30027-01 
30028-01 


Fine Tooth 


Chisel-Tooth 
Combination 


Finely ground teeth give smooth, splinter-free cuts in 
plywood, paneling. veneers, Celotex, thin plastics, etc 
Will make smooth crosscuts and miters equally well 


DESCRIPTION 


Chisel tooth blade edge is specially designed for 
general-purpose ripping and crosscutting. Fast. smooth 
cuts. Use for maximum speed in most cutting applications 


INDIVIDUAL 
BLADES 
Cat. No. 


55947 
39573 
39574 
39575 
55866 
55387 
39708 
39709 


40196-01 
40197-01 
40198-01 


BULK 
BLADES 
Cat. No. 


54" RD. ARBOR 
w/diamond 
knockout 


DIAMOND 
ARBOR 


Round 
Round 


Framing/Rip 
Combination 


A 40- tooth blade for fascia, roofing, siding, sub-flooring 
framing, formcutting. Rips, crosscuts, miters, etc. Gives 
fast, smooth finishes when cutting with the grain of soft 
and hard woods. Popular with worm-drive saw users 


40139 
40149 
40150 
40151 


Crosscut 


Specifically designed for smooth, fast cutting across 
the grain of hard and soft woods where finish is an 
important factor. May also be used for rip and 
crosscuts on extremely hard wood 


39591 
39597 
39603 


Planer 


Hollow-ground for very smooth ripping and crosscutting 
Ideal for interior woodwork, cabinetwork, furniture, etc 
Specifically designed to make extremely smooth cuts in 
wood 1” thick and thicker 


39592 
39598 
39604 


Plywood 


Hollow-ground to give an extraordinarily smooth cut 

in plywoods. veneers. laminates. etc. No binding or 
splintering. Sheds resin and glue. Can be used for close 
finish on all types of furniture and cabinetwork 


53614 
55864 
55865 


Flooring 


Use where nails may be encountered—floors. reclaimed 
lumber, opening crates. etc. Allows crosscuts as well 
as miters 


39593 
39599 
39605 


Metal Cutting 


Teeth shaped and set for cutting aluminum. copper 
lead and other soft metals 


39595 
39602 
39608 


Carbide- 
Tipped 


Perfect for corrugated galvanized sheets. black iron 
furnace pipe or thin bar stock. Cuts faster with less 
filings than abrasive blades 


DESCRIPTION 


Specially designed for cutting tough-to-cut materials 
such as transite, Cemesto Board, asbestos, formica 
Masonite, composition siding, roofing materials. Will 
also cut wood where speed and finish are not critical 
Each blade has tungsten carbide permanently braised 
oneach tooth for up to 15 times the cutting life 
without sharpening 


39594 
39600 


INDIVIDUAL 
BLADES 
Cat. No. 


BULK 
BLADES 
Cat. No. 


16 seg 


5a” RD. ARBOR 
w/diamond 
knockout 


DIAMOND 
ARBOR 
w/%e" adapter 


| 


54" Round 
5” Round 
5" Round 


Carbide- 
Tipped 


TYPE 
BLADE 


Chisel-Tooth Combination Blade for fast general-purpose 
cutting in all woods. Tips are of tungsten-carbide 
material which outlasts regular steel blades up to 

15 to 1. Teeth accurately set for ease of cutting 


DESCRIPTION 


INDIVIDUAL 
BLADES 
Cat. No. 


BULK 
BLADES 
Cat. No. 


NO. 
OF 
TEETH 


@ 
5” AD. ARBOR 


w/diamond 
knockout 


DIAMOND 
ARBOR 
w/%" adapter 


54" Round 
54! Round 


ROUND 
ARBOR 
ONLY 


Metal Cutting] (Blue Label) Aluminum Oxide: cuts ferrous metals 58010 5%" Yes 
(steel, cast iron, stainless steel) and hardened 58012 612" - Yes - 
non-ferrous metals (hard brass 58014 rif - Yes = 
aluminum, bronze, etc.) 58016 8” - Yes = 

Masonry & (Red Label) Silicon Carbide: cuts masonry materials 58019 5 - Yes - 

Tile Cutting concrete, soft brick, cinder block. asbestos, cement 58021 612" - Yes - 
concrete block. gypsum wallboard, transite 58023 fed = Yes - 
limestone, sandstone, corrugated plastic and 58025 8" - Yes - 
soft non-ferrous metals. 58024 8" - - 134" Round 
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CUT-SAW 


All-purpose, 2-speed reciprocating saw; extremely powerful. 


CUT-SAW 


No. 3103-09 
2-SPEED CUT-SAW KIT 


Increased air flow keeps saw cool for longer motor life. 


® Rated heavy duty for continuous production use. © 2-speed selection; 2200 S.P.M. and 1600 S.P.M.; ideal 
© Powerful 2-speed reciprocating saw; full 1°’ stroke for speeds for wood or metal cutting and improved blade life. 
faster cutting and longer blade life. © Super tough nylon switch handle; provides durability, 
© Front-end design locks lubrication in; protects against comfort and greater protection from electrical shock. 
sawdust, dirt and other contaminants. © Bearings: ball, roller, oil impregnated. 
® Innovative adjustable rocker shoe; provides better control. 
® Exclusive blade clamping system for easier, faster blade Standard 
changes with added clamping power; accepts all major Equipment: 
makes of ¥'’ shank reciprocating saw blades. Includes sturdy steel 
® Tough, abrasive-resistant urethane boot insulates and kit box plus a blade 
protects operator for safety and improved comfort and assortment package 
control. and an Allen wrench 
© Reciprocating mechanism reduces vibration for added for blade changing. 


operator comfort and control. 


New exclusive blade clamping New reciprocating mechanism: Increased air flow: Keeps saw New more powerful motor: Reliable, double-pole trigger 
system: For easier, faster blade Reduces vibration for added cool for longer motor life For continuous production switch: Resists burnout and 
changes. Added clamping operator comfort and control applications provides long life. 

power. Accepts all major makes 
of %'' shank reciprocating saw 
blades 


Full 1‘ stroke length: For faster 
cutting, longer blade life 


New innovative adjustable 


rocker shoe: Provides better New urethane boot: Reskts 


Contra! wear. Provides more control, 
safety and comfort 
New front-end design: Locks 2 speed selections (2200 S.P.M. Super tough nylon switch 
lubrication in. Protects against & 1600 S.P.M.): Ideal speeds for handle: Provides durability, 
Rated for heavy-duty use. sawdust, dirt and other wood or metal cutting and comfort and greater protection 
U.L. listed. Complies with O.S.H.A. contaminants improved blade life from electrical shock 


SPECIFICATIONS 


Kit 
Length Tool Net Wt. Shipping 
Strokes per Min. Length Scroll without with Cord Weight 
High Low of Stroke Cutting Blade (Ibs.) (Ibs.) 


3103-09 
(2-speed) 


Down to 
Ya'' Radius 


Above tool complies with OSHA. U.L. Listed 
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BLADE INTERCHANGEABILITY CHART 


Universal 2'’ shank blades fit all reciprocating saws. Blades are color coded for easy identification. 


Amt. Teeth 
Cat. Blade Type per per Milwaukee . “ 
No. and Color pkg [Length nch Applications 48-0000 Maico Fit-Al Skil |Rockwell 
CARBIDE-TIPPED BLADE (A B&D Exclusive) 
31250 | Carbide-Tipped For cutting fiberglass and sim- Not Not Not 
Silver ilar materials and all types of offered offered offered 
wood. Tooth configuration 
31251 | Carbide-Tipped 1 6” provides rapid cutting for pro- Not Not Not 
Silver duction use. offered offered offered 


ALL-PURPOSE WOOD & COMPOSITION CUTTING 


7 ; 
40098 | General Purpose 10 6 7 For general roughing-in work. 1031 
Aluminum Resists embedded nails. Also 
i cuts heavy gauge nonferrous 
40099 | Aluminum 5 12 7 metal tubing. ideal for tree 1032 
pruning. 1 


10 BP 3 cuts up to %” 


40107 | Skip Tooth 
Pur plastics. Has 


ple 
40108 | Fast Wood Cutting 
Purple 


40109 | Deluxe Fast Cutting 
Wood/Black 


40100 | Flexible-Back Wood 
and Composition 
Black 


Orange 


More Sricenny 
thick plywoo t 
extra space for chip clear- 
ance. 


5 
10 For fast roughing-in work in 
wood without nails. Long 
blade life. 
6” 6 


For cutting wood without 
nails, plaster, asphalt, builders 
“Transite and cast aluminum. 
For inaccessible flush cuts in 
wood, use 12” blade. 


i ee 
re 


Nail-Embedded For cutting nail-embedded 


Wood Cutting wood, asbestos, plaster, ply- (e) 

Black wood and insulating wood. 5 

Black 8 12415 
° 


o 


For down-cutting in wood with 
nails where smooth edges are 
required. 


Down Cutting 


40105 |Fine Wood Cutting 
Black 
40106 |Black 


Especially useful for openin 
wood boxes and crates wit 
nails. Removing wood siding 
and shingles. 


40122 |Pocket Cutting 1 4" 6 For making pocket cuts in 1034 Not Not 
Black wood. plaster and similar ma- offered offered 
erials 


40123 |Double Edge 5 4/6" 6 For making pocket cuts in 1131 Not Not 71071 
wood, plaster and similar ma- offered offered 
terials. Cuts in both directions 
without removing blade from 
material—an EXCLUSIVE B&D 
feature. 
Not 
Ei. se 
wood, plaster and similar ma- 
terials. 
40127 | Plaster Cutting 10 6” 5 For cutting plaster, plaster- 1052 4-P6 P-405 71076 
4 Black a Decker. %: Blade/White board and other abrasive ma- 
40128 | White 10 4%" 5 terials. 1051 2-P6 P-205 71077 
SCROLL CUTTING WOOD AND COMPOSITION 
F ing Scroll 10 3%" High speed steel blades give 1151 2-S6 WC-208 71065 
g01A0 ao ae ‘ long blade life. For fast cutting 1201 WCD-306 
small radius holes and irregu- 
lar cuts in wood, plaster and 
similar materials. 
40121 |Wood and Composi- 3%" 6 For cutting small radius holes 1121 2-WS8 WCD-206 | 71064 
,. See tion Scroll Cutting and irregular cuts in wood, 1141 
Gray plaster and similar materials. 


HIGH SPEED METAL CUTTING 


40111 


10 
0 


12412 


yy 


Mleok a Beeler, 2," 


40124 | Offset Flush Double 
Edge/Black 
(For use with former 682 models only) 


For making flush cuts in cor- 


ners and other tight spots in 


12469 


12409 


12406 


High-Speed Metal 
Cutting/Red 
Red 


40113 |Red 


For cutting metals heavier 
than '%'' (bar stock, angles, 
14 pes “Transite, hard rubber, 
etc.). 


71043 


40114 High-Speed Metal For cutting metals heavier HDM-118 

Cutting/Red than 18 gauge (pipe, conduit, 

Red channels, tubing, etc.). nore 12418 
40116 |Red Vi 12427 


40117 |High-Speed Metal For cutting metals lighter than 12424 
Cutting/Red 18 gauge (sheet, tubing, trim, 
Ale amber, ite 
40125 |Red 12433 
40118 |High-Speed Metal 10 4" 32 For Sutting very light gauge 71048 | 12430 
Sine ian. Cutting/Red metals (sheet, tubing, trim, 
etc.). 


40126 |High-Speed Scroll 10 
Metal Cutting /Yellow 
40119 |Red 
40120 |Red 


For cutting irregular contours 
in sheet metal heavier than 18 
gauge. 


12436 
12439 


[Sn 


HDMS-218 
MG-224 
MC-232 


982 and earlier models. Part +71058. Available from B&D Service Centers. 
Clamp 3103 & 3105 type A and later models use #71059. Available from B&D Service Centers. 


Conversion 


! 
NEW! PALM SAW Soe cceP Es all %‘’ shank reciprocating saw blades. Lightweight, versatile, ideal for cutting nails, plaster board, BX cable, wood 
‘ conduit and lath. , 


FIXED SHOE for 3103-09. No. 93767-02 Available from B&D Service Centers. Other shoes for 3103 Type A, Type 2 also available. 
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3123 
(2-speed) 


PORTABLE 2-SPEED BAND SAW 


No. 3123 
PORTABLE 2-SPEED BAND SAW KIT 


Rated heavy duty for continuous production use. 
Easy handling: Generous two-finger size trigger switch for 


positive control; large, palm contoured front gripping knob. 


Sealed lubrication system: Designed to save maintenance. 
Four to six months between inspections; Teflon” Seals. 
Insulated housing and gripping areas. 

Convenient blade-release lever: Fast, release, quick 
change. 

Cord out of operator’s way: Exits from bottom of handle. 
Simplified servicing of electricals: Readily accessible 
speed-selection switch wiring at rear of unit. 

Beefed-up blade guard: Maximum protection against blade 
breakage. 

Extra protection for blade guides: Guides are tucked 
behind blade guard castings for maximum protection 
against breakage. 


Superstrong work-stop mounting area: Casting is 
reinforced with additional metal, ribbed supports, at points 
of greatest impact and stress. 

Replaceable carbide-steel wear plates: Behind blade guides 
to protect castings. 

Black & Decker Portable Band Saw Blades: Recommended 
for cutting all types of materials; including copper, brass, 
bronze, angle iron, galvanized pipe, both mild and tougher 
steels. 

Bearings: ball, needle. 


Standard Equipment: Tool box, additional carbon steel 
blade (14 TPl), plus the 18 TPI blade. 


Kit Box: Heavy duty steel for protection and convenient 
storage; handy, easy-to-read blade selection chart and 
illustrated tips on cutting displayed in lid. 

“Du Pont Trademark for TFE Fluorocarbon Resin 


SPECIFICATIONS 


Worm Gear 
and Chain 


Above tool complies with OSHA 
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Capacity Size 
(Inches) 


Rectangular 
3%" x 4%" 
Round: 3%"" 


Blade Kit 
Length Shipping 
(Inches) Weight 


19%" 


(Inches) 
447%" 


PORTABLE BAND SAW BLADES 


Y2'' Wide, .020" Thick, 447.'' Long; Blades Fit All Popular Band Saws. 


HOW TO SELECT THE RIGHT BLADE. 


In general, first consider the size and shape of the work, and 
the type of material to be cut. Remember for the most efficient 
cutting, the coarsest-tooth blade possible should be used in a given 
application, because the coarser the tooth the faster the cut. And, 
as a rule of thumb, soft materials usually require coarse-tooth 
blades, while hard materials require fine-tooth blades. 

For thick materials, coarse-tooth blades work best because 
the large gullets allow room for the long chips. You'll avoid the 
chip-welding that fine-tooth blades cause when the material is too 
thick. 

For thin materials or sections, at least two teeth should be in 
the cut. So use fine-tooth blades in these applications—such as 
tubing, pipe, thin flat stock, extrusions with thin webs. 

Where a smoother finish is important, select one of the 
finer-tooth blades. 


TOOL SPEED AND BLADE SELECTION CHART 


USE HIGH SPEED USE LOW SPEED 


MATERIAL 
THICKNESS F STAINLESS STEEL 

OR WALL COPPER, BRASS, BRONZE ANGLE IRON, PIPE, TOUGHER STEELS, CHROME & TUNGSTEN STEEL 
THICKNESS ALUMINUM & PLASTIC MILD STEEL, CAST IRON CABLE OTHER PROBLEM MATERIALS 


he" to ""' 5 @ $a aA$a$aa$a$paaaaa a (BaD CAT. NO. 31212) 10 TOOTH HIGH SPEED STEEL 
AND [es § (B&D CAT. NO. 31206) 10 TOOTH ALLOY STEEL 
LARGER }e— 10 TOOTH CARBON STEEL (B&D CAT. NO. 31200) ——$>____—> 


| nn (BRD CAT. NO. 31213) 14 TOOTH HIGH SPEED STEEL 


542"' to %" fa ——_$AS$$aaa$aaaaaaa————————— (BD CAT. NO. 31207) 14 TOOTH ALLOY STEEL 
ke— 14 TOOTH CARBON STEEL (B&D CAT. NO. 31201) —_—_—_—$—$— nr 


-—$_$&_—S$P$&$> $ (BD CAT. NO. 31214) 18 TOOTH HIGH SPEED STEEL 
Ye" to 12" | nn (BED CAT. NO. 31208) 18 TOOTH ALLOY STEEL 
@— 18 TOOTH CARBON STEEL (B&D CAT. NO. 31202) ——————<—<———<——> 


—_—_—_—_—_—__—_—a_ww (B&D CAT. NO. 31215) 24 TOO THiinsiieir on etets 
2" to 4" oO (B&D CAT. NO. 31209) 24 TOO TARE sine 
24 TOOTH CARBON STEEL (B&D CAT. NO. 31203) ————$=$____—_> 


BLADE DESCRIPTION AND REFERENCE CHART 


Catalog No. Cross References 
Blades Rockwell Milwaukee Millers 


Per Cat. Cat. Falls 
Package Description No. No. Cat. No. 


CARBON-STEEL BLADES 


48-39-0070 


Inexpensive, general-purpose blades designed 
to cut a wide range of materials such as 48-39-0080 
copper, brass, aluminum, plastics, angle iron, 48-39-0090 
cast iron, mild steel 78-39-0100 


ALLOY-STEEL BLADES 
48-39-0250 


Give longer blade life than carbon-steel blades. 
More shock resistant and will cut a wider range 48-39-0260 
of materials, including chrome and structural 48-39-0270 


sieet 48-39-0280 


HIGH-SPEED STEEL BLADES 


48-39-0350 


Superior to both carbon- and alloy-steel blades 
in cutting most materials. Better for tough 48-39-0360 
cutting applications such as stainless-steel, 48-39-0370 
tungsten-steel and other problem materials NA 
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JIG SAWS 


Powerful, rugged and versatile. For carpenters, electricians and plumbers. 


No. 3151 
VARIABLE SPEED JIG SAW 
(0-3000 SPM) 


@ Rated for heavy duty use. 
© Lightweight, streamlined design for easier operator use; 
perfectly balanced. 


© Directed air flow assures visible cutting line at all times. 


@ Adjustable tilting shoe with quick clamp lever for bevel 
cutting to 45°. 


Rated 
Amps 


Capacity 
Aluminum 


Strokes 
per Min. 


SPECIFICATIONS 


No. 3149 
SINGLE SPEED JIG SAW 
(3000 SPM) 


© Accepts all major makes of %4’’ shank blades. 
© Heavy duty trigger switch. 
© Bearings: roller, needle, sleeve. 


Standard Equipment: Hollow ground wood-cutting blade 
No. 49493, wrench for changing blades. 


No. 3155 
HEAVY DUTY JIG SAW (3300 SPM) 


@ Rated heavy duty for continuous production use. 

@ Full 1’’ stroke length for faster cutting and longer blade 
life. 

® Balanced reciprocating action eliminates vibration for 
better control. 

© Sturdy, compact field case fits comfortable in operator's 

hand. 

Front knob allows more support, better control. 

Shoe is adjustable for bevel cuts on either side. 

Accepts all major makes of %4'’ shank blades. 

Heavy duty toggle switch. 

Bearings: ball, needle, sleeve. 


Standard Equipment: Hi-speed steel hollow ground 
wood-cutting blade No. 39756, wrench for changing blades. 


Accessories: 
HEAVY DUTY KIT 
BOX; No. 50078 


Rip Fence; No. U2151, fits 3149 
and 3151 models only. (Not shown) 


Too! Net Wt. 
with Cord 
(Ibs.) 


w/o 
Shipping 
Weight 


Above tools comply with OSHA. 
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JIG SAW BLADES 


Y4'" Universal shank designed to fit all major makes of jig saws. 


Black & Decker Exclusive Carbide- 
Tipped Jig-Saw Blades. 

Carbide tips are welded to each tooth 
with a permanent bond. This insures 
much longer life than conventional high- 
speed steel blades. 


Cat. 
No. 


Blade Type 


Coarse-Set Tooth, Metal Cutting 


Teeth 


Length per 


(in.) 


Inch 


Applications 


Cuts steel—16 gauge (.059) to 10 gauge (.134). Cuts %4,’' to %_'’ 
aluminum, copper, brass. Cuts plastics, asbestos, Fiberglas, etc. 
Ya" to %'' rigid conduit, 1/0 stranded cable and %,,"’ buss bar 


Coarse-Set Tooth, Metal Cutting 


Cuts ferrous metals from %"' (.125) to %4’' (.250) thick; Non-ferrous 
(aluminum, copper, brass, etc.) from ',,' to %"; will cut pipe and 
tubing from %%,'' to %” wall thickness 


Medium-Set Tooth, Metal Cutting 


Cuts ferrous metals from 1," (.059) to %,'’ (.187) thick; Non- 
ferrous metals under ',,’’ thick. Suitable for pipe and tubing 
under %,'' wall thickness. 


Fine-Set Tooth, Metal Cutting 


Hollow-Ground, Fine-Tooth, 
Wood-Cutting 


Cuts steel—22 gauge (.023) to 13 gauge (.089). For cuts under 
% “in aluminum, copper, brass. Cuts plastics, slate, formica, 
Fiberglas. Also ¥"' to %'' thin-wall conduit. 


Deluxe series for faster, smooth scroll cuts in wood up to %" 
thick. Precision-hollow-ground. Excellent for pocket cutting. 


Hollow-Ground, Medium-Tooth, 
Wood-Cutting 


Deluxe series for faster, smooth scroll cuts in wood up to %’" 
thick. Precision-hollow-ground. Excellent for pocket cutting. 


Hollow-Ground, Coarse-Tooth, 
Wood-Cutting 


Deluxe series for faster, smooth scroll cuts in wood up to %” 
thick. Precision-hollow-ground. Excellent for pocket cutting. 


Knife Punch Blade 


Especially useful to signmakers for scroll cutting all types of 
paperboard materials. Excellent for making intricate pocket cuts 
in vinyl floor tiles for inlay work. 


Knife Edge Blade 


For smooth, fast cuts in leather, rubber, cork and other 
composition materials. 


Fine-Tooth, M2 Steel 
Hollow-Ground, Wood-Cutting 


For fine finish scroll cutting in wood, plywood, Masonite, plastics, 
etc. Also for %"' to Y2'’ soft aluminum, brass. Maximum cut in 
wood—3" thick. 


Coarse-Tooth (Narrow) Hi-Speed 
Steel, Hollow-Ground, Wood-Cutting 


For faster scroll cutting in wood, plywood, Masonite, etc. 
Maximum cut—3” thick. 


Coarse-Tooth (Wide), M2 
Steel, Hollow-Ground, Wood-Cutting 


For fast ‘‘production’’ cutting. Handles wood and plywood up to 
3” thick. Also cuts Masonite. Stays sharp longer. Saws through 
a2x4 at 45°. 


Fine-Set Tooth, Hi-Speed Steel, 
Wood-Cutting 


For scroll cutting in wood, plywood, Masonite, plastics, etc. 
Maximum cut in wood—2”. Set tooth designed for excellent side- 
cutting action. 


Coarse-Tooth, Plaster-Cutting 


For coarse, fast cuts in plaster, plasterboard and other highly 
abrasive materials. 


Coarse-Set Tooth, M2 Steel, 
Wood-Cutting 


Set tooth designed for excellent side-cutting action 


Coarse-Tooth, Wood-Cutting 


Makes fast cuts in wood, plywood, composition boards, etc. 


Fine-Tooth, Wood-Cutting 


For smoother cuts in wood, plywood, composition boards, etc. 


Coarse-Tooth Hollow-Ground 


For fast, very smooth cuts in wood, plywood, composition 
boards, etc. 


Flush Coarse, Wood-Cutting 


Very accurate flush cuts in corners and other tight spots 
permitted by projecting cutting area. Cannot be used with 
No. 3155. 


58146 


Double-Edge Coarse, Wood-Cutting 


58147 .Boublesedge Fine, Wood-Cutting 


Makes fast pocket cuts up to, %’’ thick in wood, composition 
boards, etc. Exclusive: cuts forward and backward. Cannot be 
used with No. 3155. 


58148 


Scroll Fine, Wood-Cutting 


Makes intricate cuts, as small as %"’ radius, up to 2" in wood, 
plastics, etc. 


58145 


Skip-Tooth, Wood-Cutting 


More efficiently cuts up to %” thick plywood, plastics, etc. due 
to extra space for chip clearance. 


31002 


Coarse-Tooth, Wood-Cutting 


For coarse cuts in wood over 2” thick. Also suitable for plastics 
and composition boards. 


31003* 


Medium-Tooth, Wood-Cutting 


For smoother cuts in wood over 2” thick. 


Blades are packed 10 per package except Nos. 46594 and 31006 (one per package). 
“Not to be used on No. 3155 
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SHEARS 


Cuts up to 30 feet per minute in cold rolled steel. 


No. 3210 
12 GA. HEAVY DUTY SHEAR 


Rated heavy duty for continuous use. 

Cuts up to 12 ga. metal quickly, accurately, easily. 
Improved shoe is non-binding, allows material to flow 
smoothly. 

Cutting blade is always visible. 

Heavy duty double-pole switch. 

Heavy duty bearings throughout for long life. 


REPLACEMENT SHEAR BLADE KITS 


No. 32105: For Nos. 3205, 259, and 697. 
No. 33088: For Nos. 3210, 507. 


No. 3205 
16 GA. HEAVY DUTY SHEAR 


Rated heavy duty for continuous use. 

Cuts 16 ga. and lighter metals fast; with strong scissors- 
like action. 

Cutting blade is always visible. 

Light forward pressure by operator guides blade along 
pattern lines. 

Single pole trigger switch. 

Heavy duty bearings for long life. 


SHEAR BLADE 
SHARPENER: 


No. 33202: Sharpens 


blades by sliding along 
Bench Grinder Tool Rest. 
Includes instructions. 


Includes items necessary for quick, accurate installation of 
new blades; has screws, nuts and wrenches for adjusting 
blades to correct cutting clearance. Contents: Vertical cutter 
blade, horizontal stationary blade, 2 socket-head holding 
screws, wrenches, and nuts. 


oy 
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LUBRICANT 


No. 60541: 1-Ib. Can All-Purpose Grease; for shears, drills, 
tappers, screwdrivers, sanders, and portable grinders. 


SPECIFICATIONS 


Rated ; Strokes per Minute Min. Tool Net Wt. 
Amps Capacity No-Load Full-Load Cutting Length Height with Cord Shipping 
(120V) Steel Stainless Steel (RPM) (RPM) Radius (in.) (in.) (Ibs.) Weight 


16 ga. (.0598'’) 
12 ga. (.1046”) 


18 ga. 
14 ga. 


Above tools comply with OSHA 
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NIBBLERS 


Cuts many types of sheet metal up to 8 ga. thickness. 


No. 3250 
16 GA. HEAVY DUTY NIBBLER 


@ Rated heavy duty for continuous use. 
® High cutting speed accurately cuts many types of 
corrugated metal, plastics and composition materials in 


sheet form. 

® Cuts small radius with ease. 

© No metal distortion; operates on punch-and-die principle; 
won't bend or curl metal. 
Pattern lines can be followed on either side of the punch. 
Punch made of high-speed tool steel for long life. 
Punch is reversible for double life. 
Storage compartment under front knob. 
Heavy duty bearings for long life. 


Standard Equipment: punch and die; Allen wrench. 


Replacement & Accessory Items: 
No. 39043: Punch and Die Set (for 632 Type A Nibbler). 
No. 39351: Set of five (5) Punches (for 632 Type A 


3250 Type 1 Nibblers). 

No. 48825: Set of five (5) Punches (for 632 Type B and 
No. 3250 Type 1 Nibblers). 

No. 39348: Carbide Die. Lasts 6 to 8 times longer than 
regular die. Use on Types A and B and Type 1 Nibblers. 
Perfect for cutting stainless steel. Not for cutting 
corrugated materials. 


Nibbler). 
9 No. 48824: Punch and Die Set (for 632 Type B and No. 


No. 3255 
8 GA. HEAVY DUTY NIBBLER 


Rated heavy duty for continuous use. 

® Develops the pressure of a 2-ton punch press, yet weighs 
less than 16 Ibs. 

® Cuts 8 ga. metal quickly, easily, accurately; even small- 
radius curves. 

© Non-ferrous metal capacity: 6’. 

® Patented Automatic Oiler deposits proper amount of oil on 
work to increase punch and die life. 

® Carbide die for longer, more efficient cutting; no metal 
distortion. 

© Handle and trigger positioned for one-hand operation; 
operator can reach over wide piece of material. 

® Heavy duty bearings for long life. 


Standard Equipment: automatic oiler, punch and carbide 
die, Allen wrench. 


Replacement & Accessory Items: 
No. 49487: Punch 
No. 46691: Punch and Carbide Die Set 


No. 50399: no. 8 Nibbler 


Punch Sharpener Attachment 


Quickly, accurately sharpens punch of 
No. 8 Nibbler. Punch fits in body of 
tool. Step of sharpener is placed on 
tool rest of a bench grinder 
Successive passes across face of 
grinding wheel sharpens the punch. 


SPECIFICATIONS 


Capacity 


Com’'!. Quality 
Strokes per Min. Min. Cutting Radius Sheet Steel 


ANNEALED 304 
Series Stainless 


Rated 


Amps No-Load Rated-Load Outside Inside Intermittent 


(120V) (RPM) (RPM) Edge Edge Use 


3250 
No. 16 Ga. 
Nibbler 


Net Wt. 


Continuous’ Intermittent Continuous Length Height with Cord Shipping 
Production Use Production (in.) (in.) (Ibs.) Weight 


3255 
No. 8 Ga. 
Nibbler 


Above tools comply with OSHA 
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CYCLONE ROUTERS 


Professionally built for cabinet shops, modular home and 
furniture plants, boat builders, and the wood working trades. 


— 
FEATURES 


Heavy-duty sealed ball bearings Stands: on hans 


wear longer, give smoother operation. eee ee, 


Commutator brushes easily accessible 
from exterior of router. 


Heavy-duty toggle switch 
with protective guard 
molded into housing. 


Precise rack and pinion 
adjustment to %4’’ 


Positive-adjustment lock. 


Heavy-duty motor for 
Depth settings stay in place. 


efficient operation, long life. 


py 

f oe 
Longer-length collet system 
gives better holding power, Cast aluminum base provides durability 
eliminates vibration and reduces runout. and strength for toughest jobs. | 


ROUTER HORSEPOWER REQUIREMENTS 
FOR INDUSTRIAL AND CONSTRUCTION APPLICATIONS 


Width of Cut (in.) 
Depth of Cut (in.) 


Aluminum Sheet* 2 
Brass Sheet* 2 
Soft Woods 1 
1 
1 
1 


1 1 1% 1% 1% 1% 1% 1% 2 3 
1 1 1 a 1% 1% 1% 1% 3 3 
1% 1% 1% 1% 1% 1k 
1% 1% 1% 1% 1% 2 
1% 1% 
1 1% 1% 1% 1 
1% 1% 1% 


Pressed Woods 
Hard Woods 
Fiberglass 
Plexiglass 
Laminated Plastic 
Insulated Sheathing 


ak [at |. ae [iG [ito 


* Because of ihe high vibration created when cutting aluminum and brass sheet, it is 
highly recommended that the 3 HP router be used. This unit has a twin front bearing 
mount which provides a very rigid mounting system. The result is low vibration feedback 
to the motor, greatly prolonging the life of the bit and router. 


The above horsepower requirements were compiled by the ROUTER, MOTOR AND 
Black & Decker Manufacturing Company as a use guide. BASE COMPONENT CHART * 
These recommendations are based on the use of sharp bits 
and cutters. Reduction of feed rate and bit heat buildup will Router Motor Only Base Size Base Only 
result from using dull bits and cutters. When cutting metal, ean: Ger No: un) Sat: No: 
cooling lubricants may be required. a“ 
If the thickness of material and width of cut differ from the 40184 
above chart, choose the unit recommended for the next 40184 
larger cut. 40183} 
It is good practice to always have the cutting load as close 40182+ 
to the bearing mounting as possible. This will reduce the + Bases are interchangeable. 
vibration from cutting, resulting in both longer bit and unit *Motor and bases are available separately from B&D Service Centers only. 
life. 
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CYCLONE’ ROUTERS 


No. 3312 (1% HP) 
Heavy-Duty Router-Plane Kit 


Contains all of the parts needed to make a complete 1 
HP Power Plane or 1% HP router. Converts from one to the 
other in minutes. Shipping Weight: 29 Ibs. 


Kit Contents: 


@ No. 3310, 1% HP router ® No. C45927 power plane 
attachment for use with motor unit as 1% HP power 

plane ® No. C52336 straight and circular guide attachment 
for router @ 1%4"' collet, (No. 65158), No. C2770 cutter and 
No. 45928 arbor for power plane (52328 carbide cutter 
also available as accessory) ® steel kit box and ® 2 collet 
wrenches. 


No. 3310 (1% HP) 
CYCLONE™ ROUTER 


e@ Rated heavy duty for continuous production use. 

© Big 1% HP motor for greater power; also burnout 
protected. 

® Longer-length collet system assures better holding power 
and less run out; no bushing or adapters necessary. 

® Can be used with both %4"’ and ¥%"” shank bits. 

® Rubber cord set won't pull out; no low temperature 
breakage. 

® Accurate calibrated vertical depth adjustment for greater 
precision. 

© Bearings: ball. 


Standard Equipment: 4" collet. 2 collet wrenches. 


No. 50078 Sturdy steel box; 


convenient, practical and rugged. 


No. 3313 (1% HP) 
Heavy-Duty Door-Hanging Kit 


Complete door fitting and hanging kit. You can perform 
hinge mortising and door-planing operations with this cost- 
saving accessory group. Shipping Weight: 441% Ibs. 


Kit Contents: 


® No. 3310, 1% HP router © No. C45927 power plane 
attachment for use with motor unit as 1% HP power 
plane ® No. 52336 straight and circular guide attachment 


for router @ %‘’ collet (No. 65158), %”’ collet (No. 45079); 


No. C2770 cutter and No. 45928 arbor for power plane 
(52326 carbide cutter also available as accessory) ® No. 
C58128 hinge butt template © No. C59066 hinge 
mortising bit © No. C62947 hinge mortising template 
guide, and No. C62942 nut, corner chisel and metal 
carrying case, and ® 2 collet wrenches. 


SPECIFICATIONS 


AC/DC 
Rated Amps 
(120V) Switch 


Tool Net Wt. 
with Cord Shipping 
(Ibs.) Weight 


Above tool complies with OSHA. See pages 63-71 for other kits, accessories and bits. 
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CYCLONE ROUTERS 


No. 3330 (1 HP) 
CYCLONE™ ROUTER 


Rated heavy duty for continuous production use 
Non-marking plastic base 

Compact design allows for one-hand routing (if desired) 
Accepts Y%‘’ shank bits. 

Stands on head for easy bit changing and depth 
adjustments. 

© Large control handles for better handling 

® Accurate calibrated depth adjustment for greater precision 
© Bearings: ball. 


Standard Equipment: 14” collet, two collet wrenches 


No. 3300 (% HP) 
CYCLONE™ ROUTER 


e Rated for heavy duty for continuous production use 

® Exclusive cantilever design allows bit to be clearly visible 
when cutting 

® Compact for easy handling; lightweight for less fatigue 

® Easily converts to Laminate Trimmer with optional No 


40187 base. 

© Large diameter armature shaft for less deflection, better 
cutting. 

® Quick reference, depth adjustment scale in Ya!’ 
increments. 

® Non-marking plastic base 


@ External brush accessibility. 

@ Exclusive guide rails positively mounted in threaded holes 
to eliminate wa/king 

® Easy to use action switch 

Bearings: ball 


Standard Equipment: '4" split-type collet, two wrenches 


No. 3265 (% HP) 
LAMINATE TRIMMER 
Same features as No. 3300 PLUS 
Fast adjustment of guides, both vertically and horizontally 
Clear plastic chip shield to deflect chips for added safety 
Non-rolling guide stops excessive glue build-up 


Standard Equipment: '4” split-type collet, two wrenches 
straight and 22° bevel bit 


Optional Equipment: No. 67580 ball bearing roller 
guide; can be used in place of non-rolling guide 


SPECIFICATIONS 


Too! Net Wt 
with Cord Shipping 
Weight 


AC/DC No-Load 
Rated Amps Speed Height Diam 
(120V) (RPM) Switch (in.) 


3265 4.5 27,000 Slide bias 
3300 4.5 27,000 Slide Yt Se 
Toggle 


Above tools comply with OSHA. See pages 63-71 for other kits, accessories and bits 
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CYCLONE ROUTERS 


———— 


No. 3320 (2 HP) 


e@ Rated heavy duty for continuous production use. 

® Cast-on, closed loop handles for better control, less 
fatigue. 

© Accepts 4'', ¥%'' and %2"' diameter shank bits with proper 
collet. 

® Extra-width cartridge bearing at commutator end for 
greater grease capacity and long life. 

® Nylon set screw in depth adjustment ring maintains 
positive settings. 

“e Negator® brush springs give constant, even pressure, max- 
imum sustained power for longer brush life. 

® Collet system reduces vibration and runout, gives longer 
bit life. 

© Base is interchangeable with 8’’ base for No. 3325. 

© Safety switch prevents accidental turn-on. 


No. 3325 (3 HP) 


® Concentric machined contour of base permits use of base 
as template guide. 

© Router stands on head for easy bit changing and 
measuring depth of cut. 

© Bearings: ball. 


Standard Equipment: ¥2" shank collet, two double-ended 


wrenches. 
No. 3325 
® Has the same features as No. 3320 PLUS: 
© Greater power with 3 HP motor. 
© Larger (8’’) base diameter. 
© Duplex ball bearings on shaft for greater component life 
on heaviest applications. 


Standard Equipment: Same as No. 3320. 


SPECIFICATIONS 


AC/DC 
Rated Amps 


(120V) Switch 


Height 


Tool Net Wt. 
with Cord Shipping 
(Ibs.) Weight 


Above tools comply with OSHA. See pages 63-71 for accessories and bits. 
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No. C52331 
Dovetail Kit 


Kit contains everything needed to equip Router for making 
Ya'' dovetails in wood from ‘As“’ to 1’ thick. Includes 
C62945 ‘e’’ Template Guide; C62942 Template Guide Nut; 
C52598 Dovetail Fixture; C52338 Large Finger Template; 
C59079 Y2"' Dovetail Bit and '%2'’ Depth Gauge. 


Replacement Parts for C52331 Dovetail Kit 


C52598 Dovetail Fixture. C52338 Large Finger Template. 
C62945 ‘A6"’ Template Guide. C62942 Template Guide Nut. 
C59079 2" Dovetail Bit. 

For making %4"' dovetails in wood from %6"’ to %" thick, 
use the following items with C52598 Dovetail Fixture listed 
above: C52339 Small Finger Template. C62943 %e6"’ 
Template Guide. C62942 Template Guide Nut. C59078 %"’ 
Dovetail Bit. 


<i 
No. C58129 


Hinge Butt Template Kit 


© The simplest, fastest way to rout doors and jambs for hinges. 

Pre-determined dimensional settings eliminate the need for 

measuring each door. 

© Standard adjustments are 6’6’; 6’8”; 7’. (Can also 
accommodate doors as low as 5'10” or as high as 8’.) 

® Handles hinges from 2%’ to 5%" or fractional sizes. 

® Hangs doors with hinges as close as 5” from top of door jamb. 

© Lowest cost way to hang wood doors to metal jambs. 


KIT INCLUDES: 

No. C58128 Hinge Butt Template, No. C59066 Hinge Mor- 
tising Bit, No. C62947 Hinge Mortising Template Guide and 
C62942 Nut, No. 39221 Corner Chisel* and Metal Carrying 
Case. “Available from B&D Service Center only 
Optional Accessory Cat. No. 60553: Center Section 
to expand No. C58128 Template for 4 hinge butt cutting. 
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STRAIGHT AND CIRCULAR GUIDE 
No. 63977 Edge Guide: for 3320, 3325 
No. C52336: for 3310, 3330 (Not shown) 
No. 64504: for 3300 (Not shown) 


@ Enables operator to make straight, curved, or angular cuts 
with ease and accuracy. 

e Attaches to Router Base. 

© Fully adjustable—adjustment provides the precise 
measurement required in fine woodwork. 

® Guide may be reversed for routing inside edges, such as 
rabbeting for screen frames, etc. 


PLANE CUTTER SHARPENER 
No. 63200 
Uses Router power to turn out precision-ground cutting 
edge on power plane cutter heads. No. 52597 Grinding 
Wheel included. 


SLOT & CIRCLE CUTTING ATTACHMENT 


No. C52332: for 3310 3330 

No. 64636: for 3300 

© Equips Router for cutting evenly spaced slots and grooves, 
discs, circular holes, and concentric designs. 

© Adjusts for diameter or lengths from 1" to 22” in circle 

cutting or slot cutting. 


AD Q 


-—_—— 


REPLACEMENT GRINDING WHEEL 
No. C52597 


Not recommended for Carbide Bits and Cutters. 


© 


ROUTER BIT STORAGE CASE 
No. C63574 (Case only) 


Store your router bits, cutters, and template guides in this 
handy storage case—9%4"' long x 7"’ wide. Tough, 
polypropylene case has special, fitted insert to hold up to 30 
bits individually. 


ROUTER BIT AND CUTTER SHARPENER 0 
No. C52330 


Uses Router power to turn out precision-ground cutting 
edges on all high-speed steel Router Bits and Cutters. 
Grinding Wheel is fitted to chuck, and bit or cutter is locked 
in attachment. 


VENEER TRIMMER GUIDE 
No. C64895 
(For 3310 and 3330 only) 


Attaches directly to sub-base of B&D Router to equip it for 
veneer trimming applications. Includes No. 30584 
Combination Flush and Bevel Veneer Trimming Bit, and 
Alignment Pin. 1%6’’ high, 2%6’’ wide, 2%"' deep. Ship. 
Wt. % Ib. 


Yt RH" Yo"! 


COLLETS 
No. 62132: %" for 3320, 3325 Routers 
No. 64119: %" for 3320, 3325 Routers 
No. 61687: %" for 3320, 3325 Routers 
No. 65158*: %” for 3330, 3310 Routers (Not shown) 
No. 45079°: %” for 3310 Routers (Not shown) 


“available at any B&D Service Center 
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POWER PLANE ATTACHMENT 


Convert your B&D Cyclone Router No. 3310 to a Power 
Plane by ordering the following: A. No. C45927: Power 
Plane Attachment (Ship Wt.—6 Ibs). B. No. C2770: Cutter 
(High-Speed Steel) or No. 52328: Cutter (Carbide-Tipped). 

C. No. 45928: Cutter Arbor. For Cutter Sharpening, see 
No.63200 Plane Cutter Sharpener. 


CYCLONE™ ROUTER ACCESSORIES, CONT. 


Template Guides 


© Template routing is the fastest and 
most accurate method of 
duplicating intricate designs. 

® Black & Decker’s complete new 
line of Template guides from ‘6’ 
dia. to 1%"' dia. permits a wide 
selection of route applications 
where templates are required for 
precise, duplicate cutting. 

® Each template guide is quickly 
attached to the router sub-base 
with a common template guide nut 
No. C62942. No extra hardware 
required. 


Template Guides 
For Routers 3300, 3305, 
3310,3320,3325,3330 


Model No. A B c 
1. C62943 Vea ne He 
C62944 %2 % he 

2. C62945 2 he A 
C62946 "Ysa ‘2 % 

3. C62947 he 3% % 
62949 % e ne 
62950 2th2 1 he 

4. 62951 1'%a 1% Ye 


C62942: Template guide nut fits all of 
above guides. Order separately 


1, For use with %'' Dovetail Template 

2. For use with %"' Dovetail Template 

3. For use with Hinge Mortising Template 
4. For use with %"' Radius Hinges 


One-Piece Template Guides 
For Routers No. 3310, 3330 


Model No. A B Cc 

52334 Ya he ne 
52333 ne Ya %2 
52335 2%ea he ne 
52337 “he % 2 
39370° "he % 2%52 


“Hinge Mortising Only 


SUSPENSION 
BRACKET 
No. 64115 
(Routers 3320, 3325 only) 


This accessory bracket is available 
where operator fatigue becomes a 
factor. Bracket can be easily installed 
in the end cap (as illustrated) by 
punching out two ‘‘knock-out’’ holes 
after removing the end cap from 
router motor. Special screws and 
nuts provided with the bracket. Use 
and care instructions included. 


CYCLONE ROUTER BITS 


Carbide-Tipped and Solid Carbide 


High-Speed Steel 


® Best for continuous production in mills and cabinet shops, ©® Superior standard-duty bits, precision made from M-2 


and for laminate trimming. 


steel. 


e@ Last up to 50 times longer than regular bits. 
@ Fast and clean cutting. 

© High feed rates. 

@ Less finish sanding. 

@ Less machine downtime. 


@ Fast, clean performance in normal routing operations on 


wood or aluminum. 
Lower initial cost than carbide-tipped bits. 


HOW BLACK & DECKER CYCLONE™ ROUTER BITS SPEED PRODUCTION, CUT COSTS: 


High-Speed Steel bits are made of M-2 steel. 


A. Radial relief on steel of both types of bit will not rub 


work, pick up or burn. Added clearance for easier, faster 


cutting. Up to 15 regrinds are possible. Ground for 
balance and accuracy. 


B. Both types of bit are mirror-finish ground on both face 


and O.D. Shafpest cutting edges of any bits. You get 
faster, cleaner cutting. 


C. Carbide-Tipped bits have exclusive tapered web to offset 


torque and side thrust. 


D. Both types of bit are magnafluxed to reveal any lateral or 


longitudinal cracks. 


. Precision ground shanks on both types. Every bit tested 
to concentricity with cutting edge within .002 (two 
thousandths) T.I.R. (Total Indicator Runout). 


. The shanks of Carbide-Tipped bits are hardened and 


tempered three times. 


. RADIAL RELIEF ON CARBIDE Will not chip or wear. 
Stronger edges, controlled drop-off and smoother cutting 
will give you longer lasting chip-free cutting action. 


. HIGH HOOK ANGLE Wide open gullets for easy chip 
clearance. Slices smoothly through work fast and 
effortlessly—no pushing. Operators love them. 


CYCLONE ROUTER BITS 
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STRAIGHT BITS— 
TWO FLUTES 


HIGH SPEED STEEL— 

Ya"' SHANK 
® Double flute bits are 
recommended for general cutting 
in all woods ® Specifically 
recommended in operations where 
finish is important ® Hard woods, 
such as birch, maple, mahogany 
and oak are more easily routed 
with double flute bits. 


A B Cc D E 
Tool Cut. Flute Shank Overall Shank 
No. Dia. Lgth. Lgth.  Lgth. Dia. 
C 58987 “% 5 1 1% Ya 
C 58988 % 1 1% 2% “% 
C 58989 %s % 1 1% “% 
C 58990 % % 1 1% “4 
C 58991 % 1 1% 2% “4 
C 58993 _% % 1 1% 7) 
C 58995 % % 1 1% %4 
C 58997 % % 1 1% Ye 
C 58999 1% ‘2 1% 1'%e Ya 


CARBIDE TIPPED—'4"" SHANK 
® Carbide tipped double flute bits 
are designed for high production 
cutting in both hand-held and 
automatic routing equipment 
© B&D tips are relieved for normal 
plunge cutting ® %'' shank bits 
are lower in cost and are usable in 
larger collets by using fibre shank 
adapters. 


A B C D E 
Tool Cut. Flute Shank Overall Shank 
No Dia. Lgth. Lgth Lgth Dia 


30300 ‘% he 1 1% y 


4 
30302 ‘6 Y2 1 1% Ys 
30304 % % 1 2 7) 
30306 4 1 1 246 “A 
30308 6 1 M6 2M v7 
30309 % 1 M6 2" Va 
30311 % 1 M6 2%6 “% 
30312 % of) M6 ane Ya 
30313 % ¥ M6 2" Ys 


CARBIDE TIPPED—%”’ SHANK 
@ Router bits with ¥%’’ shanks are 
50% stronger than 4‘ shanks for 
higher feed rates with less 
breakage ® Increased use of 
harder, more abrasive materials has 
determined the need of %’’ shank 
bits © When possible, every effort 
should be made to use heavier 
shank tooling. Most routers have 


¥%"' collets available. 


A B C D E 
Tool Cut. Flute Shank Overall Shank 
No. Dia. Lgth. Lgth. — Lgth. Dia. 


30346 %4 % 1 2% % 
30341 % 1 1 2% % 
30342 % 1% 2 3% % 
30343 Ye 1 1 2% % 
30344 % % M6 2 % 
30345 % % M6 2 36 


HIGH SPEED STEEL— 
Ya'' SHANK 

® The ¥2'’ shank router bit is the 
standard of the industry for 
production routing ® High speed 
steel bits are used for general duty 
routing @ '2‘’ shanks 
allow greater feed rates and 
minimum run out due to shank 
length and diameter. 


A B C i) E 
Tool Cut. Flute Shank Overall Shank 
No Dia. Lgth. Lgth.  Lgth Dia 
C 59019 % 1 1% 2% % 
C 59020 % 1% 1% 2% Ye 
C 59021 % 1% 1% a Y% 
C 59022 % 1% v2 2% % 
C 59023 % 1% 1% 254 Ye 


CARBIDE TIPPED—¥2"’ SHANK 


through, as with a double flute bit. 


A B Cc D E 
Tool Cut. Flute Shank Overall Shank 
No. Dia. Lgth. Lgth. Lgth. Dia. 


C 59007 Ye %2 1% 1'%2 y 
C 59008 %2 %6 1% 1% y 
C 59009 % % 1% 1% y 
C 59010 % Ye 1% 1% y 
C 59011 %2 % 1% 1% y 
C 59012 %6 % 1% 1% y 
1 
1 
1 


C 590138 %6 1% 2 
C 59014 %2 4 
C 59015 \% 1 1% 2% 


4 
4 
4 
4 
4 
4 
4 
fy 
4 


CARBIDE TIPPED— 

Ya", ¥e"", V2"" SHANK 
® Carbide tipped single flute router 
bits are extensively used in high 
volume production operations 
where speed of cut is more 
important than quality of cut 
© Single flute bits should be used 
only in sizes up to ¥2"’ in shank 
and cutting diameter @ Single flute 
router bits over 2" diameter 
cannot be properly balanced for 
high speed applications. 


A B C D E 
Tool Cut. Flute Shank Overall Shank 
No. Dia. Lgth. Lgth Lgth. Dia. 


30301 %6 Ye M6 Ne y 


4 
@ All carbide tipped bits have high 30308 4% 1 2 Ye 
hook angles, tapered webs, and 30305 “4 1 1 2% Ya 
mirror finished, super sharp edges seh Nv 2% % 
for fast, clean, smooth cutting ce a - Ms on se 
© Bits are ideal for plywood, 30380 1% 1% 3 = , 
chipboard, compressed woods, 30383 % 2 134 4 Vy 
plastics and laminates @ All tips 
are beveled for plunge cutting. 

A B C D E 

Tool Cut. Flute Shank Overall Shank es E 
No Dia. Lgth. Lgth Lgth. Dia 
30371  %6 Y% M% 2M Ye ¢ 
30375 % 1 1% 2% Yo a 
30376 tis 1% «(1% “ A 
30377 % 1 % 2" % D ( 
30379 2 1% 1M 25% Ye 
30381 '% 1% 1M% 3S Ye B 
30382 '2 2 1% 4 Y% 
30387 % 1% Ms 2% Vp 
30390 1 1M% 1% 2% Ye 


“a 


STRAIGHT BITS— 
SINGLE FLUTE 


HIGH SPEED STEEL— 
Ya'"' SHANK 

© Single flute router bits are 
normally recommended for 
roughing and hogging operations 
where high degree of finish is not 
critical © Main advantage is speed 
of operation due to the aggressive 
cutting action of the bit design 
® Has a tendency to pull through 
the work instead of being pushed 


STAGGER TOOTH- 
CARBIDE-TIPPED 
STRAIGHT BITS 


¥e"' and V2"" SHANK 
© Stagger tooth design eliminates 
chipping of both sides of the 
material being routed by the bevel 
designs of each cutter @ Design is 
particularly good when routing 
single or double faced veneered 
stock ® Stagger tooth design gives 
the balance of a two flute bit and 
the aggressiveness of a single flute 
tool @ Used extensively for routing 
chipboard, composition material, 
sink cutouts, door lights and 
laminate tops. 


A B C D E 
Tool Cut. Flute Shank Overall Shank 
No. Dia. Lgth. Lgth. —Lgth. Dia. 
30404 % 1% 1% 2% ¥ 
30400 % 1% 1% 2% y 
30401 % 1% 1% 3% y 
30402 2 2 1% 4 y 
30403 % 2 2% 4V2 y 


a 


HINGE MORTISING BITS 


e Used for fast cutting of hinge 
butt mortises @ Extra long shanks 
assure accuracy of cut and use with 
all makes of door hanging 
templates ® Carbide mortising bits 
assure longer life between 
sharpenings with a clean, accurate 
cut @ Both the high speed steel 
and carbide bits feature a deep 
center gullet for maximum chip 
removal and speed of cut. 


HIGH-SPEED STEEL— 
Va'' SHANK 


A B C D E 
Tool Cut. Flute Shank Overall Shank 
No. Dia. Lgth. Lgth. Lgth Dia. 
C 59066 '% % 1% 2 % 
C 59067 % Y 1% 2 Ma 
CARBIDE-TIPPED—'%4"' SHANK 

A B Cc D E 
Tool Cut. Flute Shank Overall Shank 
No. Dia. Lgth. Lgth.  Lgth. Dia. 


30331 Ye % 1% 1% Y% 
30332 5% 5% 1% 1% V4 
30333 % % 1% 2% 7) 
59104 1% ' 1% 2 % 


OGEE BITS 


HIGH-SPEED STEEL— 
Y4'' SHANK 

High speed steel ogee bits are used 
for decorative design cuts on the 
face of the material being routed. A 
template or straight edge clamped 
to the work is necessary for the 
router base to guide against. 


A B Cc 1) 
Tool r Depth Shank Overall Shank 
No Rad. of Cut Lgth.  Lgth Dia 
C 59057 “6 % 1 1% M4 
C 59058 %2 7% 1 1?%2 Ya 


| A = 
VEINING BITS 
HIGH-SPEED STEEL— 
Ya'' SHANK 
High-speed steel veining bits are 
used for decorative free-hand 
routing, carving and inlay work. 


A B C D E 
Tool Cut. Flute Shank Overall Shank 
No Dia. Lgth. Lgth. Lgth Dia. 
C 59031 “se %e 1 M6 “% 
C 59032 %2 Ne 1 1%6 YA 
C 59033 % He 1 1%6 % 
C 59034 %6 8 %e 1 1%6 7) 
C 59035 42 “6 1 1% Ya 


SOLID CARBIDE—%4"' SHANK 
Solid carbide tools produce a round 
bottom cut for such jobs as veining 
French provincial designs on plastic 
laminates and shallow grooving in 
hard woods and materials. 


A B C D E 
Tool Cut. Flute Shank Overall Shank 
No. Dia. Lgth. Lgth.  Lgth Dia 


30590 % Ya 1% 1% % 
30591 %6 % 1% 1% “% 
30592 M% “% 1% 1% % 


ROMAN OGEE BITS 


HIGH-SPEED STEEL— 
Ya'' SHANK 

The popular roman ogee bit is 
another basic tool for the 
woodworking industry. The 
decorative edges on many pieces of 
fine furniture are the roman ogee 
design. 


A B C 0 
Tool r Depth Shank Overall Shank 
No Rad. of Cut Lgth. Lgth Dia 
C 59060 %2 % 1 1% “% 
C 59061 % % 1 2 Mg 


CARBIDE-TIPPED—%4"' SHANK 
BALL BEARING GUIDE 

® Ball bearing pilots on the carbide 
roman ogee bits allow the finest of 
woods to be edge cut without 
guiding mars ®@ Bits are designed 
for use in both automatic and hand 
held machines ® Precision 
grinding, high radial and hook 
angle design assure a perfect cut in 
a variety of solid and composition 
materials. 


A B C D 
Tool r Depth Shank Overall Shank 
No Rad. of Cut Lgth.  Lgth. Dia 
30510 2 1549 1% 2M “% 
30511 1% 2V2 1% 23% % 


Note: Replacement ball bearing =30551 


ae 


Kas 

CORE BOX BITS 
HIGH-SPEED STEEL-%4'’ SHANK 
© High-speed steel core box bits 
are used for general duty reeding, 
fluting, lettering and general 
ornamentation @® Soft and hard 
woods are easily routed with high 
speed core box bits. 


AB C D E 
Tool r Cut. Cut. Shank Overall Shank 
No Rad. Dia. Lgth. Lgth. Lgth. Dia 
C 59037 % % %% 1 1% “% 
C 590388 %6 % % il 7) 
C 59039 % % ‘ee 1 he % 
1 Ys 
1 7) 


C 59040 %5 % % 
C 59041 % = S42 


CARBIDE-TIPPED—%" SHANK 
® Carbide-tipped core box bits are 
designed for use in both portable 
and stationary machines ® Tooling 
is used in many cabinet shops and 
fine furniture plants for production 
routing in soft, hard and 
composition materials. 


AB C D E 
Tool r Cut. Cut. Shank Overall Shank 
No Rad. Dia. Lgth. Lgth. Lgth. Dia. 
30472 ‘% Yu hk 1 1M Vo 
30473 %6 % Yq 1 1% 
30474 %4 % % 
30475 “6 1% 8 %6 
30476 % = % Oo 1 1% 


“Single flute—solid carbide 


1 
1 
1 
1 


4 
4 
4 
4 


“V"" GROOVING BITS 
HIGH-SPEED STEEL- %'’ SHANK 
© Designed for general duty ‘‘V"’ 
grooving cuts for simulated plank 
construction on panels, for lettering 
and sign work, for mitering panel 
edges for exposed outside corners, 
and for general decorative cuts. 


A B C 1) E 
Tool Cut. Depth Shank Overall Shank 
No. Dia. of Cut Lgth. Lgth Dia 
C 59070 % A” 1 16 Y% 
C 59071 % = ='%s 1 Ms 
CARBIDE-TIPPED— 


Y4"' AND VY2"" SHANKS 
® Carbide-tipped tooling designed 
for production grooving cuts in 
woods and problem type 
composition material ® Designs in 
plastic laminates are easily routed 
with these bits. 

A B C D E 
Tool Cut. Depth Shank Overall Shank 
No. Dia. of Cut Lgth. Lgth. Dia. 


30460 % 542 1% 2 % 
30461 % “ 1 "6 Y% 
30462 % % 1% 2% % 
30463 1 Ye 1% 2% Ye 
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DOVETAIL BITS 
HIGH-SPEED STEEL- %'’ SHANK 
® Dovetail bits are designed to join 
two members together at right 
angles ® Dovetail drawer joining 
and French dovetailing are the most 
common applications. 


AB C D E 
Tool Cut. Depth Shank Overall Shank 
No. Dia. ofCut. Lgth. Lgth Dia 


C 59078 \% % 1% 1% M4 
C 59079 % he 1%6 11% “% 


CARBIDE-TIPPED—%4"" SHANK 

® Production duty carbide tipped 
dovetail bits are aggressively 
designed with high radial and axial 
angles. Outlast high-speed steel bits 
as much as fifty times before 
resharpening is required @ 
Excellent on all woods, composition 
boards, plywoods and laminates. 


A B C 0 E 
Degree Over- 
Tool Large Ea. Depth Shank all = Shank 
No. Dia. Side ofCut Lgth. Lgth. Dia. 
30410 % 9° 18’ % 1 lhe “% 
30411 Ye 14° Ye %e 1% % 


the mobile home industry for 
routing window and service 
openings. 


SINGLE FLUTE 


A B C D E 
Tool Cut. Flute Shank Overall Shank 
No. Dia. Lgth. Lgth. Lgth. Dia. 
430350 “4 % 1 2% Ma 
430352 % 1 1% % % 


1059109 % '%6 t% 3 
730354 % 1% 1% 3% 
730356 = =% = 2 4%, Ye 


t—not covered by carbide bit guarantee 


TWO FLUTE 
30351 % 1 1 2% % 
30353 % 1 1 2% % 
30355 % M1 3% % 
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i 
PANEL PILOT BITS 


WITH DRILL POINT 

HIGH SPEED STEEL— 

Ya"", Ye'", & V2'"' SHANK 
®@ Panel pilot bits are used in 
industries where it is not 
economical to pre-cut openings in 
covering material @ The bits drill 
through the covering material and 
the pilot guides against existing 
frames to give an exactly 
dimensional opening. 


A B C D E 
Tool Cut Flute Shank Overall Shank 
No. Dia. Lgth. Lgth. Lgth. Dia. 


C59072 % % %e Me % 

C59073 % % 1% 2% % 

C 59074. 1 1% 2% % 

C 59075" % 1 1% 2% % 
* Down Spiral Bit 


CARBIDE TIPPED— 
Ya", Ye", & V2'' SHANK 

® Single and double flute carbide 
tipped panel pilot bits are designed 
for fast, accurate cutting against a 
template or a frame template ® The 
hardened drill-thru point allows for 
self starting, while the pilot acts as 
the guide for the template ® The 
two-flute design will last longer, cut 
faster, and produce a smoother cut 
with less machine load ®@ The panel 
pilot series is used extensively by 


RABBETING BITS 


HIGH-SPEED STEEL— 
Y4'' SHANK 
© High-speed steel bits designed 
for general duty rabbeting, or step 
cutting of edges ® Equipped with 
self-guiding pilots and do not 
require use of router edge guides. 


A BOC D E F 
Over- Depth 
Tool Large Cut. Shank all Shank of 
No. Dia. Lgth. Lgth. Lgth. Dia. Rab 


C 59063 % Ae (1 Ye % Ma 
C 59064 1 %e 1 6 Ya % 


—-E 


a 
te 


CARBIDE-TIPPED—%4"" SHANK 
BALL BEARING GUIDE 

® Carbide rabbeting bits feature 
ball bearing pilots that eliminate 
pilot-line marring of even the 
softest materials @ These high 
production bits are used in woods 
and composition materials for 
routing cabinet doors, lap joints, 
and general edge steps ® By 
substituting the #30550 ball 
bearing, the depth of the rabbet 
can be increased to ‘/6"’. 


A B C D E F 
Over- Depth 

Tool Large Cut. Shank all Shank of 
No. Dia. Lgth. Lgth. Lgth. Dia. Rab. 


30480 1% % 1% 2% Ya % 


Note: Replacement ball bearing #30552. (By 
substituting the + 30550 ball bearing—the depth of 


rabbet can be increased to 74,”.) 


CHAMFERING BITS 


HIGH-SPEED STEEL— 
Ya'" SHANK 

© 45° chamfering bits are used for 
decorative edge cuts and for 45° 
mitered panel joints ® Highest 
quality high speed steel assures 
long life between sharpenings in 
general routing applications. 


A B C 1) 
Tool Depth Shank Overall © Shank 
No. of Cut. — Lgth. Lgth. Dia. 
C 59065 “%6 1 1"%e Ya 
DK 


CARBIDE-TIPPED—%4"' SHANK 
BALL BEARING GUIDE 

® Carbide-tipped tooling complete 
with high speed ball bearing guides 
used for general use and 
production cutting @ Excellent on 
problem materials such as hard 
woods, plywood and core board @ 
High shear angle clears chips fast 
to give chatter-free cut © Raising or 
lowering the tool changes size of 
chamfer. 


A B C D 
Tool Depth Shank Overall Shank 
No. of Cut Lgth. Lgth. Dia. 
30520 As 1 1%6 Ye 


Note: Replacement ball bearing #30551 


COVE BITS 


HIGH-SPEED STEEL— 
Ya'" SHANK 
© High-speed steel cove bits are 
used for decorative edge 
work ® The router bit pilot 
eliminates need of supplemental 
fences, templates or edge guides. 


A B C D E 
Over- 

Tool r Large Cut. Shank all | Shank 
No. Rad. Dia. Lgth. Lgth. Lgth. Dia. 
C 59053 % % % 1 1% 
C59054 % % 7] 1 
C59055 % % % 1 2 Ys 
C59056 % 1% % 1 


COVE BITS CONT'D. 


CARBIDE-TIPPED—'4"’ SHANK 
BALL BEARING GUIDE 
@ Mar-free ball bearing pilots @ 
Up-shear cutting for fast, chip free 
cutting @ Rigidity for accurate, 
chatter-free routing. 


A B C D E 
Over- 
Tool fr Large Cut. Shank all Shank 
No. Rad. Dia. Lgth. Lgth. Lgth. Dia. 
30530 % 8% Ye 1 1 
30531 % 1% % 1 1% % 
30532 '% 1% % 1 1% Vs 


Note: Replacement ball bearing #30551 


CORNER 
ROUNDING BITS 


HIGH-SPEED STEEL— 

Ya'' SHANK 
® Corner rounding bits are used for 
decorative edge work or to slightly 
break sharp edges @ Made from 
the finest high-speed steel @ Adds 
the professional touch to many 
projects with minimum 
resharpenings. 


A B C ii} 
Tool r Depth Shank Overall Shank 


No. Rad. of Cut. Lgth. Lgth. Dia 
C59042 %s 1% 1 1% “% 
C 59043 % ve 1 1% Ys 
C 59044 %6 1 1% % 
C 59045 % % 1 1% Ys 
C 59046 '2 6 1 2% “4 


CARBIDE-TIPPED—%4"" SHANK 
BALL BEARING GUIDE 

® Carbide corner rounding bits 
include shielded ball bearing pilots 
for mar-free guiding ® High axial 
and hook angles for maximum chip 
removal and smoothness of cut ® 
These bits can be converted to 
Beading Bits by substituting 
bearing #30550. 


A B C 1] 
Tool r Depth Shank Overall Shank 
No. Rad. ofCut Lgth.  Lgth. Dia. 


30491 % % 1% 1% % 
30492 % % 1% 2 Ys 
30493 Ya % 1% 2 % 


Note: Replacement ball bearing #30552 


BEADING BITS 


HIGH-SPEED STEEL— 
Ya'' SHANK 

® Decorative edges having a corner 
round plus a small edge bead can 
be cut with the beading bit series 
® Beading bit is one of the basic 
router bits in all woodworking 
shops. 


A B C D 
Tool r Depth Shank Overall Shank 
No. Rad. of Cut Lgth.  Lgth Dia 
C 59048 % % 1 1% Ya 
C 59049 % Ye 1 % Ys 
C59050 % % 1 2 YA 
C 59051 % 1 2 Ya 


CARBIDE-TIPPED—'4"" SHANK 
BALL BEARING GUIDE 

© Razor sharp carbide beading bits 
insure perfect cuts ® High speed 
ball bearing pilot can be substituted 
with a larger ball bearing #30552 
to convert these bits into corner 
rounding bits. This allows the 
versatility of two style bits for little 
more than the price of one bit. 


A B C 1] 
Tool r Depth Shank Overall Shank 
No Rad. of Cut Lgth Lgth. Dia 
30500 %6 VY, 1% 1% “% 
30501 M% % 1M 1% 7) 
30502 % % 1% 2 “A 
30503 '% % 1% 2 Ya 
Note: Replacement ball bearing +30550 


{al 


ALUMINUM 
TRIMMING BITS 


© Spiral flute router bits are 
designed to trim and cut aluminum, 
non-ferrous metals, and on some 
plastic and woodworking 
applications @ Down cut spirals are 
recommended for shallow inlay 
slotting, as the down spiral will 
minimize chipping ® Up spiral bits 
are necessary in deep slotting 
operations to remove the chip from 
the cut. 


SHEAR CUT BITS 
(DOWN SPIRAL) 
HIGH-SPEED STEEL 


A B C D E 
Tool Cut Flute Shank Overall Shank 
No Dia. Lgth. Lgth. Lgth. Dia. 
C59080 % %* 1% 2M % 
C 59081 % 1 1% 23h % 


SHEAR CUT BITS 
(UP SPIRAL) 
HIGH-SPEED STEEL 


A B C D E 
Tool Cut Flute Shank Overall Shank 
No. Dia. Lgth. Lgth. Lgth. Dia. 
C 59082 % % 1% 2M 7 


C 59083 %4 1 1% 234 “A 
C 59084 % 1 1% 2% % 


FIBRE ADAPTERS 


®@ Made to increase the selection of 
bits to available collets, the fibre 
resin helps absorb harmonic 
vibrations set up in heavy routing 
operations ® To help reduce bit 
breakage, every effort should be 
made to keep the cutting and shank 
diameter as close in size as 


possible. 

A B C 
Tool Inside Outside Overall 
No Dia Dia. Lgth 
30540 Y% Ya 1 
30541 Ma Ye 1 
30542 % Ye 1% 


TWO-WING 
CARBIDE-TIPPED 
SLOTTING CUTTERS 


® Economical and popular two- 
wing design is available with 
carbide-tipped teeth @® These 
strong, fast cutting tools are used 
widely in slotting plywoods, core 
board, and doors for ‘‘T’’ molding 
and weatherstripping. 
Arbor Hole %«’’, Cutter Diameter 
1%" 
CARBIDE-TIPPED 
ASSEMBLIES—TWO WING 
(Includes #30560 Arbor) 


B C D 
Tool A Depth Total Shank 
No. Kerf Width ofCut Dia. Dia. 
30425 ‘6 Ye 1% “A 
30426 %a Y 1% “4 
30427 %2 Ye 1% 7) 
30428 =e Ye 1% YA 
30429 %4 Va 1% Ys 
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TWO-WING 


CARBIDE-TIPPED 
SLOTTING CUTTERS 
(CON’T) 
REPLACEMENT CARBIDE- 


TIPPED SLOTTING 
CUTTERS—TWO WING 


A B c D 
Tool Kerf Depth Total Shank 
No. Width of Cut. Dia. Dia. 
30420 Ye % % “A 
30421 Sha %e 1% % 
30422 2 % 1% Ys 
30424 % % lh % 
30423 Ye % 1% “ 
See page 71 for Replacement Arbors 
Note: Replacement ball bearing =30553 


Arbor Hole %”" 
Use on C 59124 Arbor 
SLOTTING CUTTERS— 

CARBIDE-TIPPED 


A B C D 
Tool Kerf Depth Total Shank 
No. Width of Cut. Dia. Dia. 
C59126 = Ns % 1% % 
C59127 Ye 1% % 
C 59128 ¥% Y% 1% “% 
C 59129 7) %2 1%6 Vs 


SOLID CARBIDE LAMINATE TRIMMING TOOLS 


SOLID CARBIDE 
TRIMMING SAW 


© Solid carbide trimming saws are 
designed to meet the trimming 
requirements of professional 
applicators. 


TRIMMING SAW 


ASSEMBLY— 
SOLID CARBIDE 
A B c D 
Tool Blade Kerf Shank — Shank 
No. Dia. Width Dia. Lgth. 
C 59131 % Vga Vs 1 


TRIMMING SAW BLADE— 
SOLID CARBIDE 


C 59135 % Ysa % ~ 
Use on C 59124 arbor, page 71 


THREE-WING 
CARBIDE-TIPPED 
SLOTTING CUTTERS 


® Made for fast production kerfing 
in all woods and composition 
boards ® Cutters are used for 
slotting both metal and plastic ‘‘T’’ 
moldings, plus door edges for 
weather-stripping ® Three wing 
style is stiffer, stronger, lasts longer 
than conventional slotting cutters. 
Arbor Hole %6”’ 

Cutter Diameter 17"’ 
CARBIDE-TIPPED ASSEMBLIES— 
THREE WING— #30560 ARBOR 


A B C i) 
Tool Kerf Depth Total Shank 
No. Width of Cut. Dia. Dia. 
30435 Ne Ye 1% Ya 
30436 56a % 1% % 
30437 %2 Vp 1% 7 
30438 % % 1% % 
30439 i) % 1% Ys 


REPLACEMENT CARBIDE- 
TIPPED SLOTTING 
CUTTERS—THREE WING 


30430 “ie Ye 1% % 
30431 5a % 1s % 
30432 %2 % 1% YA 
30434 % 1% % 
30433 % % 1% Ys 
See page 71 for Replacement Arbors 


Note: Replacement ball bearing =30553 
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FLUSH TRIMMING 


SOLID CARBIDE—%4"" SHANK 
@ Solid carbide flush trimmer 
produces flush, square corners on 
plastic laminate @ Pilot which is 
part of the bit allows small, intricate 
cuts to be easily made @ A 
lubricant, such as Vaseline, may be 
necessary when the pilot is guided 
against another piece of plastic 
laminate @ These bits are widely 
used by fabricators of vanities, 
cabinets, and sink tops. 


A B C 
Too! Type Cut. Overall Shank 
No. of Cut. Edge _—Lgth. Dia. 
30361 Flush 0° he 1% “a 


BEVEL TRIMMER 


SOLID CARBIDE—%4"" SHANK 
© These tools are designed to 
produce a slight 7° bevel on the 
finished edge of plastic laminate 
covered furniture, cabinets and 
doors @ Can be used in all types of 
routing machines @ A lubricant 
such as Vaseline should be used on 
the laminate against which the 
built-in pilot is to guide. 


A B Cc 
Tool Type Cut. Overall Shank 
No. of Cut Edge Lgth. Dia. 
30362 (i Ae 1% % 


HOLE AND FLUSH 
TRIM BIT 


SOLID CARBIDE—'4"" SHANK 
@ This versatile bit will drill its own 
starting hole and trim plastic 
laminate, leaving a clean, sharp, 
flush edge @ Used to cut through 
plastic laminate bonded over 
material that has pre-cut openings. 


A B C 
Tool Type Cut. Overall Shank 
No. of Cut Edge Lgth. Dia. 
30363 Drill % 1% “ 


Flush 


COMBINATION FLUSH 

AND BEVEL TRIMMER 

SOLID CARBIDE—%4"’ SHANK 
@ Designed to both flush trim and 
bevel trim with use of a router 
guiding system ® This combination 
bit gives the versatility of two bits 
for the price of one @ Normally 
used with a portable laminate 
trimmer or a laminate trimming 
attachment for a router. 


A B C 
Tool Type Cut. Overall © Shank 
No. of Cut Edge —Lgth. Dia. 
30587. FlushO° % 1% i) 


Bevel 7° 


RIP AND SLOTTING BIT 
SOLID CARBIDE—%" SHANK 
© Designed for chip-free ripping 
and slotting of plastic laminate 
@ Primarily used to cut laminate 
strips for counter drops and back 
splashes ®@ Can also be used in 
ripping non-ferrous metals, woods 


and plastics. 
A B C 
| Tool Type Cut. Overall § Shank 
| No. of Cut Edge _Lgth. Dia. 
30364 Cut Off % 1% i) 
Slot 
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PRODUCTION-DUTY LAMINATE TRIM BITS AND ASSEMBLIES 


TRIM TOOL 
ASSEMBLIES 


CARBIDE-TIPPED TWO 

FLUTE BALL BEARING 
@ Standard duty line of laminate 
trimming bits proven by over 
twenty years of field use @ Tens of 
thousands have been made and 
sold to both small and large 
production shops ® Precision 
ground to close tolerance for 
perfect results © Complete with 
high speed ball bearing and dust 
slinger shield. 


A B C D E 
Tool Cut. Cut. Shank Overall Shank 
No. Dia. Lgth. Lgth. — Lgth. Dia. 


30440 % % 1 2% % 

30441 % 1 1 2% % 

30442 Ye % 1 2% % 

30443 Ye 1 1 2% % 

30444 1 1 3% “% 

30446 25° % 1% 2 7) 
bevel 


CARBIDE-TIPPED FOUR 
FLUTE BALL BEARING— 
PRODUCTION DUTY 

@ The ultimate in carbide tool 
design for trimming high pressure 
plastic laminates @ This four flute 
production tool is completely 
assembled with arbor, cutter, and 
high speed shielded ball bearing 
guide @ These trimmers are used 
widely by production laminate 
shops because of the tool's ability 
to produce a chatter-free trimmed 
edge at high feed rates @ The best 
trimmers available. 


A B c 
Tool Type Shank Overall Shank 
No. Cut Lgth. Lgth. Dia. 
30450 flush 1 2% “% 
30451 18° 1 2% “% 
30452 20° 1 2% “ 


Replacement Parts 

Cutters: 30453 Flush, 30454 15° Bevel, 
30455 25° Bevel 

Arbors: 30560 %4" Shank, 30561 %” Shank, 
30562 2" Shank 

Bearing: 30553 
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REPLACEMENT 
TRIM BITS 


CARBIDE-TIPPED FOR 

LAMINATE TRIMMERS 
©@ Carbide trimmer bits for every 
make laminate trimmer @ Designed 
for use with Black & Decker, 
Stanley, Rockwell-Porter-Cable, 
Millers Falls and Skil laminate 
trimmers @ All bits held to 
manufacturer's specifications. 


Tool Manuf. 

No. Tool No Manuf. 

30580 C-59114 Black & Decker 
22° bevel, “6” dia., 4" shank 

30581 C-59115 Black & Decker 
Comb. flush & 22° bevel, %6’ dia., “4” shank 
30582 C-59119 Black & Decker 


Comb. flush & 22° bevel, %6” dia., %4’’ Shank 


30583 C-59118 Black & Decker 
22° bevel, “6” dia., 4 shank 
30584 85261 Stanley 

6924 Millers-Falls 


Comb. flush & 22° bevel, 4’ shank 


30585 50238 Rockwell 
Comb. flush & 25° bevel, *%«” dia. “4” shank 
Fits 5023 attachment and 310 laminate trimmer 


30586 44858 Rockwell 
Comb. flush & 22° bevel, %” dia., %4” shank 


30587 VTC408C Rockwell 
Comb. flush & 7° bevel, %4” dia., %4" shank 


REPLACEMENT PARTS 


ARBORS 


A B c D 
Tool Overall Arbor Shank Shank 


No. Dia. Lgth. Lgth. Dia. Thread 


C 59124 % % 1% % Ya-24 
30560 = % % 1 YM 6-24 
30561 % % 1 % 6-24 


30562 % 1 Ya 6-24 


BEARINGS 

A B 
Tool Outside Inside 
No. Dia. Dia. 
C 59125 1% % 
30550 % He 
30551 % Ye 
30552 % He 
30553 % He 


A B C 
22° Bevel Trimming Cutter @ Carbide-Tipped 
C 59132 514 % 7) 


45° Bevel Trimming Cutter © Carbide-Tipped 

C 59133 1 “% % 
Flush Trimming Cutter @ Carbide-Tipped 

C 59134 % % Yh 
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AC GENERATORS 


Five models; 1500 watts to 5000 watts. 


No. 3615 No. 3621 
1500 Watt AC GENERATOR 2000 WATT AC GENERATOR 


Lightweight; only 81 Ibs. No brushes or commutator wear 

Convenient carrying frame; tubular sections permit easy Permanent revolving field; only one moving part 
carrying and offer protection. Governor controlled, maintains engine speed under load 
No brushes or commutator to wear. conditions 

2-3 prong 120V AC outlets. Two 3-prong 15 amp 120V AC outlets 

Permanent revolving field; only one moving part. 5 hp Briggs and Stratton engine with quiet lo-tone 
4-hp Briggs and Stratton engine with lo-tone muffler. muffler. 1-yr guarantee 

Governor controlled; maintains engine speed under load Unit provides 2000 Watts at full rated power (multi- 
conditions. receptacle) 

Dependable recoil starter. Extended oil fill tube and dipstick simplifies checking of oil 
0.40 gals. per hour fuel consumption under full load Shock mounted for vibration dampening and electrical 
conditions. isolation 

Extended oil fill tube and dipstick; simplifies checking of oil. 

Shock mounted for vibration, dampening and electrical 

isolation. 


BLACK & DECKER WARRANTY BRIGGS & STRATTON ENGINE WARRANTY 

For ONE YEAR from purchase date, Briggs & Stratton Corp. will replace for the 
original purchaser, FREE OF CHARGE, any part, or parts, found upon 
examination by any Factory Authorized Service Center, or by the Factory at 
Milwaukee, Wisconsin, to be DEFECTIVE IN MATERIAL AND/OR 
WORKMANSHIP. 


Black & Decker warrants this product for one year from date of purchase. We 

will repair without charge any defects due to faulty material or workmanship 

Please return the complete unit, transportation prepaid, to any Black & Decker 

Service Center or Authorized Service Station listed under ‘‘Tools Electric’’ in the 

yellow pages. This warranty does not apply to accessories or damage caused 

where repairs have been made or attempted by others All transportation charges on parts submitted for replacement under this 
Warranty must be borne by purchaser 


There is no other Warranty express or implied. Briggs & Stratton Crop. shall in 
no event be liable for consequential damages. 


SPECIFICATIONS 
Full Load 
Fuel Fuel Auto 
Consumpt. Tank Idle 
Cat. No. Watts ** (Gal/hr.) (Gal) Control Start 
3615 1500 120 AC 3600 0.40 Recoil 
3621 2000 120 AC 3600 0.55 Recoil 
120 V 120 V 120 V 220 V 120/240 V 
15 amp 20 amp 30 amp 15 amp 30 amp 120 V 50 amp 
3 wire grd. 3 wire grd. 3 wire grd. 3 wire grd. 4 wire twist lock 3 wire ground Net v2 
NEMA NEMA NEMA NEMA NEMA NEMA Length Width Height Weight Shipping 
Cat. No.  5-15R* 5-20R* 5-30R* 6-15R* L14-30R* 5-50R* (in.) (in.) (in.) (Ibs) Weight 
23%" 18” 
23%" 18%" 
**90% Minimum hot. All units comply with OSHA. *See ‘Mating Plugs’ below 
{ Mating Plugs 
For 5-15R Recp For 6-15R Recp For L5-30 Recp For L14-30R For 5-50R Recp For 5-20R Recp For 5-30R Recp 
P&S =SS-9802 P&S =SS-9804 P&S =L530-P P&S #L1430-P P&S =5941 P&S =SS-9805 P&S #5921 
A-H =5216 A-H =5657 A-H #6332 A-H #6512 A-H #5712 A-H #5776 A-H #5717 
Hubbell #5921 Hubbell #5927 Hubbell #2611 Hubbell #2711 Hubbell #9361 Hubbell #5937 Hubbell #9309 


Note: P&S = Pass & Seymour, A-H = Arrow Hart 
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AC GENERATORS 


No. 3627 


2850 WATT 
AC GENERATOR 


Automatic idle control, engine idles at 

2200 RPM instead of 3600 RPM 

when no electrical load is being 

drawn from generator. This increases 

engine life, saves fuel, reduces noise 

and exhaust pollution 

No brushes or commutator wear 

Permanent revolving field; only one 

moving part 

Governor controlled, maintains engine 

speed under load conditions 

Two 3-prong 20 amp 120V AC 

outlets 

8 hp Briggs and Stratton engine with 

quiet, lo-tone muffler. 1-yr. guarantee 

® Unit provides 2850 Watts at full rated 

power (multi-receptacle) 

Extended oil fill tube and dipstick 

simplifies checking of oil 

@ Shock mounted for vibration 
dampening and electrical isolation 

@ Wrap around cradle for complete unit 

protection 

Lift hook equipped for easier handling 


120 AC 22.5 


No. 3641 


3300 WATT 
AC GENERATOR 


@ Automatic idle control, engine idles at 
2200 RPM instead of 3600 RPM 
when no electrical load is being 
drawn from generator. This increases 
engine life, saves fuel, reduces noise 
and exhaust pollution 

@ No brushes or commutator wear 

@ Permanent revolving field; only one 
moving part 

© Governor controlled, maintains engine 
speed under load conditions 

e Five outlets: 15 to 30 amps 3-prong 
and twist lock 

© 8 hp Briggs and Stratton engine with 
quiet, lo-tone muffler. 1-yr. guarantee 

@ Extended oil fill tube and dipstick 
simplifies checking of oil 

®@ Shock mounted for vibration 
dampening and electrical isolation 

@ Wrap around cradle for complete unit 
protection 

e Lift hook equipped for easier handling 


SPECIFICATIONS 


No. 3650 


5000 WATT 
AC GENERATOR 


Automatic idle control saves fuel, 
reduces noise and exhaust pollution, 
increases engine life. 

Engine idles at 2200 RPM instead of 
3600 RPM when no electrical load is 
being drawn. 

Five outlets, 15 to 50 amps, 3-prong 
and twist lock. 

Any combination of 120 and 240V 
AC may be obtained; no need to 
balance load. 

Total power feature allows you to take 
up to 90% of total rated power 
(wattage) out of speical total power 
receptacle (many other units permit 
only 50%). 

10 hp Briggs and Stratton engine has 
cast iron block for top performance, 
long life. 

Engine speed and constant voltage 
output maintained under all load 
conditions. 

Dependable recoil starting. 


Full Load 
Fuel 
Consumpt. 
(Gal/hr.) 


3 Qt. Recoil 


120/240 AC 27.5/13.7 


6 Qt. Recoil 


120/240 AC 38/21.7 


1% Gal Recoil 


12 V DC 15 
120 AC 16.6 


3 Qt. Recoil 


120 AC 20.8 


3 Qt. Recoil 


120/240 AC 30/16.7 


120 V 120 V 

20 amp 30 amp 

3 wire grd. 3 wire grd. 
NEMA NEMA 
5-20R* 5-30R* 


120 V 

15 amp 

3 wire grd. 
NEMA 
5-15R* 


120/240 V 

30 amp 

4 wire twist lock 
NEMA 

L14-30R* 


15 amp 

3 wire grd. 
NEMA 
6-15R* 


120 V 50 amp 
3 wire ground 
NEMA 
5-50R* 


26%" 


1 Gal Recoil 


Shipping 
Weight 


20" 21%" 


26%" 


20" 21%" 


27%" 


19%" 22%" 


18%" 


44/2" 14%" 


23%" 


17%" 15%" 


**90% Minimum hot. All units comply with OSHA. 


*See ‘Mating Plugs” on p. 72. TtNot shown. 


25%" 


19%" 17%" 
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GENERATOR ACCESSORIES 


No. 54000 No. 54001 
for No. 3640 2-WHEEL DOLLY 
and No. 3650 pi 


only. wheels. 
CARRYING FRAME 


Sturdy tubular frame for 
convenient 2-man-portage. 


HOW TO PICK THE RIGHT 
SIZE AC GENERATOR 


Split 
Phase 


It is important to select the proper size AC generator (also 
called alternator) to provide adequate power. Basically, it is a 
matter of adding up the wattage of the anticipated load and 
choosing a unit with sufficient capacity to carry it. 

Lights and heaters carry wattage rating on their 
nameplates. Wattages for universal motors are determined by 
multiplying nameplate amperage by the voltage 
(Amps X Volts = Watts). Typical wattages for B&D universal 
motor power tools are shown in the chart. 


Use this chart to compute voltage drops over distances— 


LOAD RATINGS OF TYPICAL measured from a generator to a tool in use. 
B&D ELECTRIC POWER TOOLS 
east wetes) EXTENSION CORDS 

VOLTAGE DROP @ MAX. AMPS 
No. 1040-09 Heavy-Duty Holgun™ Drill ........ 345 FOR GIVEN WIRE LENGTHS 
No. 1315-10 ‘%"’ Reversible Drill... ..6....... 520 
No. 1330 ¥e'' Reversible Super-Duty Drill... . . 1200 
No. 5050 Heavy-Duty Rotary Hammer...... - 1400 50! 75! 100° 
No. 5025 Super-Duty Demolition Hammer ... .1100 4:74 2.60 3.48 
No. 3047-09 7%" Super Sawcat®..........-. 1450 : 217 3.25 4.35 
No. 3052 8%'' Worm Drive Saw. ......... 1500 : 251 3.87 5.03 
No. 3103-09 2-Speed Sabre Saw ...........- 750 ‘ 3.00 4.50 6.00 
No. 2211 Yo'' Square Drive Impact Wrench ... 890 : 3.97 5.95 7.95 
No. 4049 Right-Angle Sander. .....-..-.. 1500 : 4.55 6.82 9.10 
No. 3912 Cut-off Machine = « «00 + 566 6 sews 1650 ; 10.45 
No. 5026 Power Sledgé.. . «a6 bse bees 1650 


‘ : ; ‘ Note: When selecting extension cords, voltage drop should not 
NOTE: Electric motors other than universal type require exceed 5 volts for the rated amps and length of cord required. 
higher starting wattage than needed for running. Check 


motor nameplate for rating and type, then refer to 


table below. EXTENSION CABLE CHART 


Extension cable sizes chosen to assure 
a drop of not over 5 volts at rated load of tool. 


Ampere rating 
(on nameplate) 


Ext. Cable Length 


25 Ft. 
50 Ft. 
75 Ft. 
100 Ft. 
150 Ft. 
200 Ft. 
300 Ft. 
400 Ft. 
500 Ft. 
600 Ft. 
800 Ft. 
1000 Ft. 
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SANDERS 


BELT SANDERS 


No. 4027 No. 4028 
SUPER DUTY 2-SPEED BELT SANDERS 


® Rated for continuous production use. © Rated for continuous production use. 
® Sander motor between pulleys; puts weight on work. ® Identical to No. 4027 except this model has an exclusive, 
® Motor position eliminates tilting, rocking and gouging, as full power, built-in dust collector with its own motor for 
with top heavy units constant suction. 
® Electric switch permits speed changes while motor is run- © Zipper dust bag empties easily, swivels 360°. 
ning; lets operator select correct speed for each job. ® Bearings: ball, needle, lubricant impregnated. 
® Exclusive tracking mechanism automatically keeps correct 
j tension on belt. 
® Perfect for flush-along-side sanding as well as open areas. 
® Requires no lubrication. 
® Easy handling; even by inexperienced operator. 
® Bearings: ball, needle 
SPECIFICATIONS 


No-Load Belt Speed 
Rated Amps Type Surface Feet per Minute Tool Net Wt. 
(120V) of High Low Height Width Length with Cord Shipping 


High Speed Switch Speed Speed Belt Size {in.) (Ibs.) Weight | 

4027 7 (AC only) Heavy-duty 1700° 1400°° 3” 2a” 7" 4%" no 12 14 
double-pole 
2-speed trigger 

aye - 7 single-pole slide am = - 7 an. nog eee +a 

4028 8.5 (AC only) Heavy-duty 1700 1400" 3” x24" 9%"" 5%" 15" + 14% 16 
double-pole, bag 
2-speed trigger | 
single-pole slide } 

“Speed used for fast stock removal * Speed used for blending and finishing 
Above tools comply with OSHA. 


ee en 1 ee , : ] 
Cat.No. = Type Grit Belt Size Precision-made to give maximum 
58384 Silicon 150 3" x 24" abrasive action. Exactly cut and 
i S ae pong rahe ee bonded for perfect fit. Packed 10 Contains 3 Model No. C58369 (36 
ans and renews stainless-steel finish on : . , 

structural forms and panels, gives satin finish per box. Quantity prices are - grit open), 2 Model No. C58373 (50 
to metals prior to plating, removes scuff marks available. See your B&D distributor. grit open), 2 Model No. C58374 (60 
from plastic floor tile. Packed 2 per box. grit closed), 3 Model No. C58378 
"€58385 Silicon 280 3" x 24" Cat. No. Grit Belt Type and Use (100 grit closed). 

Carbide medium eeaaee ae | 
Refinishes wood, linoleum or plastic desk tops, coarse CLOSED-COAT | 
cleans old painted surfaces prior to repainting, coe op reali erat OXIDE for | 
produces satin finish on painted surfaces, 58374 60 TGA untinished or new wood, 
removes scuff marks from wood floors, finishes 58376 80 Pe aitiek pero metal, non- | 
sealer coat prior to painting or varnishing. c meen errous metals (alumi- o> } 
Packed 2 per box 58378 100 fine num, lead, copper, 

2 as C58380 120 fine solder). No. C58557 
C58386 Silicon 500 oY K24" 2 ¢ 

Carbide fine 58369 36 coarse OPEN-COAT Lusterlube*. For 
Cleans corrosion from copper foil printed 58371 40 coarse ALUMINUM OXIDE for finishing and polishing 
circuit boards; removes oxidation from C58373 50 medium removing lacquer, paint metals. 1%-lb. tube. | 
aluminum, chromium, etc., gives glass finish on C58375 60 medium or varnish. Also for 
color coat on cabinets, etc., gives satin finish C58377 80 medium green or resinous wood 
on plastic panels such as formica, etc., C58379 100 fine 
poli: furniture, boats. Packed 2 per box. 


“Trademark of the 
Black & Decker Manufacturing 
Company 
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FINISHING SANDERS 


No. 4015 No. 4010 


HEAVY DUTY FINISHING SANDER HEAVY DUTY FINISHING SANDER 
® Rated for continuous production use. e@ Rated for continuous production use. 
© Flexible coupling for smoother operation and longer life. ® Sands equally well in open areas or flush. 
© Large base platen permits close quarter sanding. © Vital parts shielded from dust for longer life. 
© Holds up to 5-pieces of paper at one time. ®@ Long brush life cuts maintenance costs. 
© Easily operated spring-loaded paper clamps. ® Knob handle mounts in 3-positions for greater control. 
® Moves with, against or across wood grain. ® Bearings: ball, roller, needle. 
‘3 Te 8 was Ber mune: Standard Equipment: Single sheet of 374’ x 9” abrasive 
© Vinten thet Speranae. paper, key for paper holder, 3-position knob handle. § 
®@ Sponge rubber padding for operator comfort. ‘ 
@ All ball-bearing construction. 


Standard Equipment: Single sheet of 412'’ x 11” 
abrasive paper, rubber pad and plate. 


ACCESSORY AND REPLACEMENT PARTS 


ABRASIVE PAPERS {— 


Electro-coated aluminum-oxide, open-coat abrasive papers, 6 
sheets per package. 


For No. 4010 Sander 


3%!" x 9" #60 or 1/2/0 Grit (coarse) 
3%" x 9” #100 or 2/0 Grit (medium) 
3%" x 9” #150 or 4/0 Grit (fine) 


Packaged abrasive paper 


For No. 4015 Sander 

4%" x11" #60 or 1/2/0 Grit (coarse) ‘ 

a4 x ti” #100 or 2/0 Grit (medium) No. 59991 : FELT PAD AND PLATE 

4%" x11" #150 or 4/0 Grit (fine) No. 59998: RUBBER PAD AND PLATE 


(Standard with No. 4015) 


SPECIFICATIONS 


Rated Amps Orbits Tool Net Wt. 
(120 V) per Abrasive Tool Size with Cord Shipping 


AC/DC Switch Minute Paper Width (Ibs.) Weight 


Instant release 3%" x 9" 
trigger with 


locking pin 
AC/DC 


Instant release 4”"x 11" 11%”~" 
trigger with 

locking pin 

AC/DC 


Above tools comply with OSHA. 
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MULTI-PURPOSE 
BALL-BEARING SANDERS* 


No. 4041 (1400 RPM) 
No. 4042 (2000 RPM) 
No. 4043 (3500 RPM) 


© Rated for full production use. 

® For sanding, brushing, polishing, wire brushing, rubbing 
or other applications. 

® Light, compact, well-balanced, versatile. 

® Switch and ball bearings are sealed against dirt and dust. 

© Bearings: ball, needle. 


Standard Equipment: Removable side handle (fits 
either side). 


“Important: These sanders should not be used for grinding 
applications. Always use safety goggles when sanding or 
wire brushing. 


ACCESSORIES AND APPLICATIONS 


VITRI-BUFF (Use with No. 36239 7" Cushion Pad.) Max. safe rpm: 3100. 
BONNETS AND PADS 


Each tuft is twisted and locked to 


No. 45434: 71%" Vitri-Buff Pad. 
Max. sate rpm: 4000. 


backing pad. , 

No. 37796: Vitri-Buff Bonnet with hood and drawstring. CUSHION PAD No. 36239 

(Use with No. 51824 7” Quick-Change Super-Flexible A superior cushioning pad for use with Vitri-Buff Bonnets. 
Rubber Backing Pad.) Max. safe rpm: 4000. Threads directly on spindle. Note serrations which give extra 


No. 37797: Vitri-Buff Bonnett with hood and drawstring. flexibility for getting in tight corners. Max. safe rpm: 3100. 


| Cat. No. | R.P.M. | Type of Sander Accessory Applications 


4041 1400 No. C51824+ 7" Q.C. Super-Flexible Rubber Backing Pad (p. 87). Contour Sanding 


No. C51824} 7" Q.C. Super-Flexible Rubber Backing Pad (p. 87). Fiberglass Sanding, Plastics 
Sanding, Sanding Undercoat 


Rubbing out lacquer. Glass polishing. 
Contour Sanding 
Metal and Wood Sanding 


Nos. 37796 and 37797 Vitri-Buff Bonnets. No. 45434 Vitri-Buff Pad. 
No. C51824+ 7" Q.C. Super-Flexible Rubber Backing Pad (p. 87). 

No. C51824} 7" Q.C. Super-Flexible Rubber Backing Pad (p. 87). 

No. 31000 6%" ‘‘Koolflex’’ Backing Pad (p. 87). 
Nos. 37796 and 37797 Vitri-Buff Bonnets above. 
No. 18056 4’’ Wire Cup Brush (p. 86). 


No. 31000 6%" “‘Koolflex’’ Backing Pad (p. 87). No. 51824 
7” Q.C. Super-Flexible Rubber Backing Pad (p. 87). 


No. 18056 4’’ Wire Cup Brush (p. 86). 


+Maximum safe speed: 5000 r.p.m. 


4042 2000 


Waxing 
Wire Brushing 
Finish Sanding on Metal and Wood 


4043 3500 


Wire Brushing 


SPECIFICATIONS 


Rated Amps Type No-Load Tool Net Wt. 
(120V) of Speed with Cord Shipping 
AC/DC Switch (RPM) Spindle (Ibs.) Weight 
Heavy-duty, %"'x 11 thd - 
double-pole 


trigger 
AC/DC 


Heavy-duty, %'’x 11 thd 
double-pole 


trigger 
AC/DC 


Heavy-duty, %''x 11 thd 
double-pole 


trigger. 
AC/DC 


Above tools comply with OSHA 
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ANGLE SANDERS 


A complete line of heavy duty power tools covering all sanding and grinding applications; 


Black & Decker sanders and grinders are bui 


Here are 22 reasons why: e 
GEAR CASE MOTOR 
1. Replaceable Spindle Lock Pin: Stronger, 9. Improved Armature: More powerful. Longer 
harder to damage. life under continuous load conditions. Greater 
2. Hardened Spiral Bevel Gears: Smooth, protection against overloading. 
quiet operation. Longer life. (a) More bonding material between magnet 
3. Removable Pinion Gear: Reduces service wires. : 
costs. (b) Bonding material is more stable at high 
4. Stronger Gear Case: Resists breakage. temperatures. 


(c) Thicker coil stays. 


BRUSH SYSTEM 
5. Split Brush System: Up to 100% longer COOLING SySren. ; i 
brush life than our previous systems. 10. Increased Airflow: High efficiency fan and 


6. All Plastic Cap and O-Ring Seal: Red improvements in housing design increase air- 
potential of oleae cates, ees flow by 100% over previous Black & Decker 


7. Checkpoint Brush System: Stops tool SanGerS: ANE Gree. 


(a) Cooler operation. 
when brushes wear out; prevents damage to ; 

(b) Longer life. 
commutator. 


8. Removable Inspection Plate: Makes job- 
site inspection of brush system easy. 


AND GRINDERS 


give you reliable dependable performance. 


v 


11. Exhaust Deflector: Blows dust away from 
operator. 

12. Air Intake: Located behind and above unit to 
reduce intake of abrasive particles. 


SWITCH 
13. Instant-Release Trigger Switch: Easy to 
pull; low operator fatigue. 
(a) Heavy duty double pole switch. 
(b) Sealed against contamination. 
(c) Easy to service. 
14. Lock Button: Larger, easier to reach. 


HANDLES 

15. Reversible Side Handle: Can be mounted 
on either side for right or left hand operation. 

16. Super Tough Nylon Handle: Much greater 
impact strength; designed for additional opera- 
tor comfort. 


from the compact 412"’ angle grinder to the rugged new Wildcat™ 


17. Bell Mouth Handle Design: Reduces strain 
on cord. 

18. Built-in Trigger Guard: Reduces chance of 
accidental turn on. 

19. Insulated Gripping Surfaces: Provides 
greater protection from electrical shock. 


CORD SET 

20. Removable Cord Protector: Easy to serv- 
ice; reduces the need for complete cord re- 
placement. 

21. Heavy Duty 14 Ga. Cord: Resists wear and 
abrasion. On all 15 amp tools. 


BEARINGS 
22. Ball and Needle bearings are used through- 
out for longer life. 


“Angle sanders may be converted to angle grinders by using the proper 
wheel guards. 


NEW: WILDCAT”™ 


No. 4075 
(5000 Nominal RPM) 


NEW: WILDCAT™ 


No. 4076 
(6000 Nominal RPM) 


No. 4049 
(5000 RPM) 


No. 4052 
(6000 RPM) 


No. 4061 
(4250 RPM) 
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TWO NEW 15 AMP WILDCAT MODELS; 
THREE 13 AMP SANDERS & GRINDERS. 


FEATURES 


A STRONGER, 
MORE DURABLE MOTOR. 


Through a new manufacturing process, we've found 
a better way to bond magnet wires in the armature. 
This helps the motor resist overload, and also helps 
prevent wire movement which can cause armature 
failure. 

The bonding material itself is more stable at high 
temperatures, so there’s less chance of failure dur- 
ing overload conditions. 

And the coil stays are thicker. They provide added 
resistance to wire movement. 


IMPROVED COOLING SYSTEM. 


A high efficiency fan and improvements in housing 
design have increased airflow up to 100% over our 
previous models. 

As a result, the motor will run cooler, cleaner and 
last longer. 


REPLACEABLE SPINDLE 
LOCK PIN. 


The spindle lock pin is stronger, so it’s harder to 


damage. 

And it’s removable. So, even if it is damaged, it 
can be replaced without removing the entire gear 
housing. 


NEW LONGER-LIFE 
BRUSH SYSTEM. 


Our new brush system uses larger brushes; and 
they're split in half. These two changes give you 
up to 100% longer brush life than our previous 
systems. 

And, when the brushes do have to be replaced, 
our ‘Checkpoint’ brush protection feature stops the 
tool. This prevents damage to the commutator. 

Our new brush system is also more resistant to 
electrical tracking. 


NEW BREAK-RESISTANT 
SWITCH HANDLE. 


Our new switch handles are made from super tough 
nylon—the toughest plastic ever developed. 

To prove just how strong the handle is, we 
dropped it more than 50 times onto a solid concrete 
floor. 

The floor chipped. 

The handle didn't. 

Try that with any other sander/grinder and see 
what happens. 


SPECIFICATIONS 


Max. 

Backing 
Pad for 
Sanding 


Max. 
Depressed 
Ctr. Wheel 
for Grinding 


Instant 
Release 
Switch 
AC/DC 


Trigger 


Net Wt. 
with Cord 
(Ibs.) 


Length (in.) 
without 
Pad 


Shipping j 
Weight | 
(Ibs.) 


Spindle 
Thread 


Duty Rating 


4049 Continuous 5000 


duty 


4052 Continuous 6000 


duty 


Trigger 


4061 Continuous 4250 


duty 


Trigger 


5000 
Nominal 


6000 
Nominal 


Continuous 
duty 


Trigger 


4075 
(WILDCAT") 
4076 
(WILDCAT™ 


Continuous 
duty 


Trigger 


All Black & Decker sander/grinders comply with O.S.H.A. See pages 86-87 for accessories 
*Angle Sanders may be converted to Angle Grinders by using the proper wheel guards 
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Max. 
Cat Wheel Wheel Wheel 
No. Size Speed Description 


37115 | 4%" x 3/16” x % 


No. 4245-09 (12,000 RPM) 


Perfect for General Maintenance and Grinding 
in Tight, Hard-to-Reach Places. 


Small & Compact: superbly balanced for one-hand 
operation; built to function in tight places; unit comes 
with a quality 10’ rubber cordset. 


Lightweight: only 4% pounds for more operator comfort 


and less fatigue. 


Durable motor: 4.8 amp, 12,000 RPM; provides a 


smooth finish and reduces operator fatigue. 


Exclusive rotating guard: for added protection; guard 


won't loosen during operation; depress pin for quick 
removal. No tool required to rotate guard. 
Exclusive instant release paddle switch: grip 
switch located beneath the unit; easy to use, easy to 
control; less operator fatigue in any position. 


Depressed Center Grinding Wheels 


A24R Grit for steel & 


Hardened spiral bevel gears: longer life, less 
downtime. 

Insulated gripping surfaces: an additional safety 
measure; meets U.L. requirements. 

Reversible side handle with safety flange: 
designed for even larger hands; oversized flange protects 
hands from wheel; no tool required for installation. 
U.L. Approval: the 4%” grinder meets all U.L. and 
OSHA requirements. 

Bearings; ball and sleeve. 

Duty rating: rated for intermittent use. 


ACCESSORIES 


Abrasive Discs Backing Disc 


Max 
Cat. Safe 
No. Speed | Description 


54374 | 4%" x he" 


Max. 
Cat. Safe 
No. Speed Description 


24 Grit 61585 | 4%” x %” | 16,000 | Backing disc complete 


other ferrous metals 


37116 


with disc nut and 


36 Grit disc back up 


A24N Grit for steel & 
other ferrous metals 


AY" x 3/16" x ”” 


54376 | 4%" x 


61589 | 42” x Backing disc only 


C24R Grit for stone & 
non-ferrous metals 


4M" x 3/16” x he” 


C24N Grit for stone & 
non-ferrous metals 


4%" x 3/16" x ”” 


54377 | 4%” x %” | 13,300 80 Grit 
54378 | 4%” x %” | 13,300} 100 Grit 


For sanding applications. Use with 61585 


For use with Abrasive Discs for sanding 


Backing Disc should not be used on grinders which have 
speeds in excess of maximum safe wheel speed 


Backing Disc 
Wheels must not be used on grinders which have speeds in excess 
of maximum safe wheel speed shown 
A—Aluminum oxide N—Medium grade 24—Coarse grain 
C—Silicon carbide R—Hard grade 
SPECIFICATIONS: 


Rated No-Load Instant Max. Backing Max. Depressed 
Amps Speed Release Pad for Center Wheel 
(120V) (RPM) Switch Sanding for Grinding 


4245-09 48 12,000 Paddle-Grip 4'%"' 


Momentary 
AC/DC 


Above tool complies with OSHA 
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Spindle 


Length (in.) Width Net weight Shipping 
w/o Wheel ig (less guard) — with cord (Ibs) __ Weight 


m10 x 1.5 9%" 3%6" 2%" 
(approx. %"' 


; 
| 
; 


SUPER DUTY: ANGLE SANDER AND 
7"" ANGLE GRINDER 


- 


| 


ene 


” No. 4070 (5000 RPM) No. 4232 (8000 RPM) 
No. 4071 (6000 RPM) 7’ Super Duty Angle Grinder 


@ Rated for continuous production use. e@ Rated for continuous production use. 
® Designed for the toughest grinding applications. © High speed for fast removal and smooth finish. 
® Special resin and varnish on motor wire for double @ Has all the features of Nos. 4070 and 4071. 
overload protection. Standard Equipment: 7” x 4’ depressed-center wheel 
© Motor brush holders protected by steel rings. and 7” guard assembly, hard rubber stand, reversible side 
¢ Commutator wear reduced by oversized 2-section brushes. handle, spindle lock, disc wheel adapter kit (includes clamp 
© Hardened spiral bevel gears; heavy duty bearings. washer, spanner wrench, wheel backing flange). 
© Bearings: ball, needle. 


Standard Equipment: Reversible side handle, spindle 
spring lock, hard-rubber stand. 


SPECIFICATIONS 


Instant- Max. 
Rated No-Load Release Backing- Depressed Length (in.) 
Amps Speed Switch Pad Diam. Center Wheel Spindle without Shipping 
(120 V) (RPM) AC/DC for Sanding for Grinding Thread Pad (Ibs.) Weight 


Trigger Not is %"'-11 thd 
Recommended 


Angle sanders may be converted to angle grinders by using the proper wheel guards for grinding operations. Above tools comply with OSHA. See pages 86-87 for accessories 


SUPER DUTY: CUT-OFF MACHINE | 


No. 3912 
12" CUT-OFF MACHINE | 


© Cuts through sheet metal, concrete, cinder blocks, bricks, 
reinforcing rods (generally under %” diameter), %” diameter 
concrete wire mesh, corrugated floor and ceiling forms, etc. 

® Direction of blade rotation throws sparks away from 
operator and helps prevent climbing in the cut. 

© Handle allows lifting at center line and prevents tilting. 

© Switch protected from abrasive dust. 

© Guard mounted at two points assuring proper alignment. 

Standard Equipment: One wrench, one No. 40272 12” 

masonry abrasive disc, and one No. 40273 abrasive disc for 

cutting ferrous metals. 


Accessories: No. 40272 12” 


y 


Masonry Abrasive Blade; No. , 
40273 12” Ferrous Metals 8 
Abrasive Disc; No. 39312 Heavy Decker 
Duty, Metal Storage Box (Optional). 


wf 


SPECIFICATIONS 
) Cat. No. Speed Rated Amps Arbor Size Spindle Wheel Diameter Depth of Cut Net Weight Shipping Weight 


3912 5000 15 ae %-11 12” 4" 27¥, 36 


Complies with OSHA. UL Listed. 
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HEAVY DUTY 
ANGLE SANDERS AND GRINDERS 


No. 4046 (4800 RPM) 7” ANGLE SANDER 


© Rated for heavy duty use. ©@ Super Tough Nylon Handle: Much greater impact 
® Spindle and armature ball-bearing mounted. strength; designed for additional operator comfort. 
® Powerful ventilating fan keeps tool cool. © Bearings: ball, needle. | 
® Switch protected from abrasive dust. | 
® Improved Armature: More powerful. Longer life under Standard Equipment: Spindle lock, reversible side 

continuous load conditions. Greater protection against handle, strap metal stand. 


overloading. 


No. 4044-09 (4800 RPM) | 


e Rated for heavy duty use. e Insulated gripping surfaces for added safety. | 
@ Packed with power at the right speed. © Checkpoint system stops unit when brushes wear out. | 
© Optimum combination of balance and weight. ® Bearings: ball, needle. 
® Exclusive non-rotating self-locking side handle. Standard Equipment: Self-locking side handle; non- | 
@ Extra large ball bearings for longer life. marring tool rest; extra heavy-duty spindle lock. 
| 

SPECIFICATIONS 


Instant- Max. 
Rated No-Load Release Backing- Depressed Length (in.) ; 
Amps Speed Switch Pad Diam. Center Wheel Spindle without Shipping 
(120 V) (RPM) AC/DC for Sanding for Grinding Thread Pad (Ibs.) Weight 


Trigger ws %"’-11 thd 16%” 
Trigger %"’-11 thd. 


Above tools comply with OSHA. Angle sanders may be converted to angle grinders by using the proper wheel guards for grinding operations. See pages 86-87 for accessories. 
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EXTRA HEAVY DUTY 
ANGLE SANDERS AND GRINDERS 


” No. 4054-09 (4250 RPM) 
No. 4055-09 (5000 RPM) No. 4056-09 (6000 RPM) 


e Rated for heavy duty use. ® Checkpoint brush system; unit stops when brushes wear out. 

© Excellent balance and weight. © Bearings: ball, needle. 

© Exclusive non-rotating, self-locking side handle. 

© Extra large ball bearings for longer life. Standard Equipment: Self-locking side handle, non- 

© Insulated gripping surfaces for added safety. marring tool rest, extra heavy-duty spindle lock. 
SPECIFICATIONS 


Instant- Max. Max. 
Release Backing- Depressed Length (in.) 
ps Switch Pad for Ctr. Wheel Spindle without Shipping 
Cat. No. AC/DC Sanding for Grinding Thread Pad Weight 


4054-09 Trigger 7” or 9” id %""-11 thd 18%” 
4055-09 Trigger 7” of 9” ee %""-11 thd. 18%” 
4056-09 Trigger 7" or 9° 4 %"’-11 thd 18%” 


Above tools comply with OSHA. Angle sanders may be converted to angle grinders by using the proper wheel guards. See pages 86-87 for accessories 


SAFETY PRECAUTIONS FOR SANDING OR GRINDING 


» Illustrated here are the attachments 


necessary to safely use a bare-spindle 
unit as a sander or a grinder. 
Attachments shown are for sanding, 
for grinding and for wire brushing. 
Catalog numbers and specifications are 
listed under Accessories. Sanding Sanding Grinding Grinding Wire Brushing 


Safety Guard Flaring 
Assembly Cup 


Super Flexible 


7" Quick-Change 
Rubber Backing 


FOLLOW THESE SAFETY 
PRECAUTIONS: 


. Wear safety goggles. 
. Wear protective gloves and clothing. 
. Use attachments that are rated at 


greater than the cautioned accessory 
RPM. 


. Adhere to the safety attachment 


recommendations illustrated here 
and identified in the owner's 
manual. 


Abrasive Disct 


Clamp Washer 


Wheel e 
Safety an 
7 Q Guard 
Disc Wheel 7) Flaring Lb 
Cup } 
Wheel ( @e. +3 


Depressed 
Center Wheel 
<j Abrasive 
Disct Clamp 
Washer 


$4 
Clamp Washer 2) 


tNot supplied by Black & Decker 
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SANDER AND GRINDER ACCESSORIES 


Accessories fit all makes of Right-Angle Sanders and Grinders 


DEPRESSED-CENTER WHEELS 
FOR METAL REMOVAL 


Wheels must not be used on grinders which have speeds 
in excess of maximum safe wheel speed shown. 


For Super-Duty and Heavy-Duty Sanders and 8000 RPM 
Super-Duty Angle Grinder. Best on rough surfaces—gives 
better finish than that possible with a grinding wheel or 
where application is too severe for highly flexible, coated, 
abrasive discs. Have sufficient flexibility to blend and 
smooth curved surfaces and corners. Use with disc wheel 
adapter No. 54338. Please consult your B&D distributor 
for special grits. 


Max. Safety 
Cat. Wheel Wheel Guard Spindle Wheel 
No. Size Speed Required Size Description 
37111 CER 7,750 + 50885 ''-11 A-24 Grit 
37112 Teva 7,750 #50885 %"'-11 A-24 Grit 
37113 9" x Yel’ 6,000 #37109 %''-11 A-24 Grit 
37114 og" xh" 6,000 #37109 %"'-11 A-24 Grit 


$2524 TR + 50885 %'-11 A-24 Grit 


8,500 


DEPRESSED-CENTER WHEELS 
FOR CONCRETE SURFACING 


Wheels must not be used on grinders which have speeds 
in excess of maximum safe wheel speed shown. 


Use with disc wheel adapter No. 57443. 


Max. Safety 
Wheel Wheel Guard Spindle Wheel 
Size Speed Required Size Description 


57430 Ty Bee 7,750 + 50885 "11 C-16 Grit 


FLARING CUP WHEELS 


Wheels must not be used on grinders which have speeds 
in excess of maximum safe wheel speed shown. 


For some metal-grinding applications, a sander equipped 
with a flaring cup wheel does smoother and faster work 
than a portable grinder. Fits on all tool spindles having 

¥%''-11 thread. 


FOR METAL REMOVAL 


Spindle Wheel 
Size Description 


38507 %"'-11 Alum. Oxide 
38508 %'-11 Alum. Oxide 
38509 %"'-11 Alum. Oxide 


FOR MASONRY REMOVAL 


Spindle Wheel 
Size Description 


38508 5"'-11 Silicon Carbide 
38509 %"'-11 Silicon Carbide 
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WIRE CUP BRUSHES 


Brushes must not be used on grinders which have speeds 
in excess of maximum safe speed shown. 


For use on all portable electric sanders. Finest-quality wire 
gives long service on the toughest kinds of cleaning 
operations. Brushes remove rust and scale from metal. 
Clean tanks and boat hulls. Take off old paint. Clean 
castings and structural metal. 


Max. Safe Size 
Brush Speed Trim Arbor Hole 
Diam. RPM Length Adapter 


18056 fi -020" 1%" 5''-11 


24353 5’ .020" 1%" %''-11 


12398 6" 020" 1%" %"'-11 


Depressed-Center Cup Wheel Guard 


Wheel Guard 
SAFETY GUARDS 


Provide safe operating conditions when using flaring cup 
wheels and depressed-center wheels listed in this 
Accessories section. 


DEPRESSED-CENTER WHEEL GUARDS 


Cat. Guard 
No. Description Size 


50885 Depressed-Center 7’ 
Wheel Guard 


For use with 


7’ Depressed-Center Wheels 
(Nos. 37111, 37112, 57430, 52524) 


9’ Depressed-Center Wheels 
(Nos. 37113, 37114) 


CUP WHEEL GUARDS 


Guard 
Description Size 


38507 ~=-Flaring Cup 
Wheel Guard 


37109 Depressed-Center 9" 
Wheel Guard 


For use with 


4" Flaring Cup Wheel 
(No. 24050) 


38508  Flaring Cup 
Wheel Guard 


5" Flaring Cup Wheels 
(Nos. 23444, 37219) 


38509 =Flaring Cup 
Wheel Guard 


6” Flaring Cup Wheels 
(Nos. 18039, 37220) 


Q: 


ABRASIVE WHEEL-GUARD KITS 


Converts any 7" or 9’ sander into a grinder. 


7" Kit No. 40497 
Includes: 1-No. 50885 7" guard and 1-No. 54338 disc 
wheel adapter. 
9” Kit No. 40496 


Includes: 1-No. 37109 9" guard and 1-No. 54338 disc 
wheel adapter. 


; 


SANDER AND GRINDER ACCESSORIES 


(Continued) 


@- 


DISC WHEEL ADAPTERS 
No. 54338 
Disc Wheel Adapter. For use with depressed-center (other 
than No. 57430) and ‘‘koolie-hat’’ wheels. Includes wheel 
backing flange, No. 22191 Clamp Washer, No. 61820 
Spanner Wrench. Max safe rpm: 8000. 


No. 57443 
Disc Wheel Adapter. For use with No. 57430 Depressed- 
Center Wheel. Includes: backing flange, No. 22191 Clamp 
Washer; No. 61820 Spanner Wrench. Max. safe rpm: 
lt 8000. | 


ABRASIVE DISC TRIMMER 


For complete use of abrasive discs, this Disc Trimmer cuts 
them down to smaller sizes as the outer edges are worn 
out. Adjustable center-hole pilot on calibrated swinging 
arm; cutting wheel mounted on one-piece spindle and 
crank; base casting is screwed to bench. Takes discs of 
9¥%e'’ maximum diameter and either 7%’ or Y2'’ center hole; 
trims down to as small as 3’’ diameter. 


No. 21808: Abrasive Disc Trimmer. 
No. 21753: Replacement Disc Trimmer Cutter. | 


REPLACEMENT CLAMP WASHERS 
A. No. 45925 
Repl. Clamp Washer. Outside-threaded. 
B. No. 50933 
Repl. Clamp Washer for Nos. 61829, 50928, 51824 and 


50934 Quick-Change Pads. Inside-threaded. Fits through 
backing pads and threads on sander spindle. 


C. No. 22191 
Repl. Clamp Washer. Inside-threaded. 


SPANNER WRENCH 
No. 61820 


For use in tightening clamp washers on Sanders and 
Grinders. Also fits No. 4245-09, 4%’ Angle Grinder. 


LUBRICANT 
No. 60541 
1-Ib. Can Std. Gear Grease. 
For Super-Duty Sanders and Angle Grinders, Circular 


Saws, Sanders, Drills, Tappers, Screwdrivers, Portable 
Grinders, Shears and Hammers. 


QUICK-CHANGE FLEXIBLE 
BACKING PADS 
No. 61829: 31%" Quick-Change Rubber Backing Pad, 
with No. 50933 Clamp Washer. Max. safe rpm: 6000. 
No. 50928: 4%” Quick-Change Flexible Backing Pad, 
with No. 50933 Clamp Washer. Max. safe rpm: 6000. 
No. 50934: 61%” Quick-Change Flexible Backing Pad, 
with No. 50933 Clamp Washer. Max. safe rom: 6000. 
No. 51824: 7” Quick-Change Super-Flexible Rubber 
Backing Pad, with No. 50933 Clamp Washer. Max. safe 
rpm: 5000. 


““KOOLFLEX” BACKING PADS 


These lightweight plastic-bonded backing discs provide 
greater flexibility and very cool operation on sanding 
applications. Can be used with No. 50928 4%4"’ Rubber 
Backing Pad. For maximum flexibility use one Koolflex Pad 
with corresponding size Abrasive Disc (i.e., 634'’Koolflex 
Pad with 7'’ Sanding Disc). For ‘‘feathering’’ finish use 
No. 31000 6%" Koolflex Pad with 9%"’ Abrasive Disc. 
For more rigid backing use both sizes of Koolflex Pads with 
9¥e"’ Abrasive Disc. 

No. 31000: 634" “Koolflex’’ Backing Pad. Max. safe 
rpm: 6000. 

No. 31001: 8%" “Koolflex”” Backing Pad. Max. safe 
rpm: 6000. 


PHENOLIC BACKING DISCS 


These lightweight backing discs provide greater flexibility 

for most sanding operations. For maximum rigidity 

combine two or three sizes with 3%2"’ backing disc and 
proper size abrasive disc. For more flexibility use one or 

two sizes with 3%"’ backing disc and proper size abrasive 
disc. 

No. 61906: 5” Phenolic Disc only. Max. safe rpm: 6000. 
No. 61907: 7” Phenolic Disc only. Max. safe rpm:6000. 


No. 61908: 9” Phenolic Disc only. Max. safe rpm:6000. 


POLISHING BONNETS 


For use with No.C51824 Backing Pad. 


No. C13086: 7” Lambswool Polishing Pad. 
No. C13087: 7” Lambswool Polishing Bonnet. 
No. 45434: 71%” Vitri-buff Pad. 

No. 37796: 712” Vitri-buff Bonnet. 


No. 37797: 9” Vitri-buff Bonnet. 
Use with 36239 Pad only. 
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No. 4310 (6"') 


No. 4320 (7") 
HEAVY DUTY BENCH GRINDER 
(With Eyeshields) 


No. 4325 (1 Phase) 


No. 4326 (3 Phase) 
8'’ HEAVY DUTY BALL BEARING 
BENCH GRINDER (With Eyeshields) 
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No. 4315 (6") 


No. 4321 (7"') 
HEAVY DUTY BENCH GRINDER 
(With Illuminated Eyeshields) 


No. 4330 (1 Phase) 

No. 4335 (3 Phase) 
10” HEAVY DUTY BALL BEARING 
BENCH GRINDER (With Eyeshields) 


Bench grinders, portable grinders and die grinders. 


BENCH GRINDERS 


No. 4310 (6") No. 4315 (6") 
No. 4320 (7") No. 4321 (7") 


6" & 7'' HEAVY DUTY 
BENCH GRINDERS 
® Rated for continuous production use. 
® Totally enclosed split-phase induction motor pro- 
vides “3 hp. 
© Greater wheel clearance (7%‘’) for longer use of 
grinding wheel. 
© Spark shields adjustable for wheel wear. 
@ Wheels enclosed in steel guards for greater 
safety. 
Tool rests adjustable for angle and wheel wear. 
Four rubber feet permit use on bench or pedestal. 
Uses 1 or 2 section wire wheel brush. 
Underwriters’ Laboratories listed. 
Rocker-type switch actuates relay for years of 
trouble free service. 
® Heavy duty ball bearings throughout for long life;. 
lubricated for life of bearing. 
Standard Equipment: Grinding wheel, wire 
brush, 2 steel wheel guards with covers, 2 adjusta- 
ble tool rests, 2 adjustable spark shields, 2 eye 
shields, 4 rubber feet, rocker switch in base. (IIlumi- 
nated eye shields with No. 4315 & No. 4321) 


No. 4325 (1 Phase) 
No. 4326 (3 Phase) 


8’' HEAVY DUTY BALL BEARING 
BENCH GRINDERS 
© Rated for continuous heavy duty use. 
Extra power from % hp motor for tough jobs. 
® Motor completely enclosed to keep out abrasive 
dust. 
© Enclosed steel wheel guards meet all safety re- 
quirements. 
® Tool rests give full support; adjustable for wheel 


wear and perforated to prevent accumulation of 
dust and metal. 
© Wear plates on tool rests are replaceable. 
e@ 2-pole push button switch; recessed for protection 
yet easily accessible. 
® Ball bearings throughout for long, trouble free 
service. 
Standard Equipment: Coarse grinding wheel, 
medium grinding wheel, two enclosed wheel guards 
with tool rests and spark shields, 2 eye shields, push 
button switch in base, lead wires for permanent 
connection, 4 rubber feet. 


No. 4330 (1 Phase) 


No. 4335 (3 Phase) 
10’ HEAVY DUTY BALL BEARING 
BENCH GRINDER 

e Rated for continuous heavy duty use. 

© Designed for the finest tool dressing, grinding, 
wire brushing, burnishing and buffing. 

e@ Extra powerful 1 hp motor. 

® Motor completely enclosed to keep out abrasive 
dust. 

@ Extended endbells allow greater, flexibility for 
grinding longer pieces. 

@ Strong steel enclosed wheel guards with remova- 
ble end plates. 

® Tool rests and spark shields are adjustable for 
wheel wear. 

® Guards have outlets for connection to exhaust 
ducts or dust-collecting system. 

© Two-pole toggle switch. 

® Ball bearings throughout for smooth power flow 
and long life. 

Standard Equipment: Coarse grinding wheel, 

medium grinding wheel, 2 wheel guards with tool 

rests and spark shields, 2 eye shields, toggle switch 

in base, lead wires for permanent connection, 4 

rubber feet. 


SPECIFICATIONS 


Rated Amps 


120 V 220 V 
60hz. SOhz. G60hz. 50hz. 


Voltages* 
(AC only) HP 


120V 
50/60 hz. 


120V 
50/60 hz. 


4326 


120 V 
50/60 hz. 


120V 
50/60 hz. 


120V 


220 V or 
440 V+ 


Rated Amps. Motor 


No-Load 
Rating __Speed (RPM) Spindle C/L of Wheel 


60 hz. 
3600 


3600 


3600 


Height to Tool Net Wt. 


with Cord 


3000 4%e"" 6" dia. 
%" face 
Ya" hole 


3000 4%" 6" dia. 
"' face 
Ya"' hole 

3000 4'%6" 7" dia. 
%"' face 
Ye"' hole 

11%" 7" dia. 
%" face 
ve" hole 


18%" 8" dia. 
%"' face 
%"' hole 

18%" 8" dia. 
%’"' face 
%"' hole 


4330T+ : 120V 


4335¢¢ 5 5 220 V or 


Eye shields should be used in grinding and wire brushing applications. Always use safety goggles when eye shields are not available. Gloves are also recommended. 


+t1% maximum width wire wheel brush. Above tools comply with OSHA. 


440 Vt 


23%" 10” dia. 
1" face 
%" hole 


Shipping 
50hz. Length Spindle Size (Ibs.) Weight 


23%" 10" dia. 
1" face 
%"' hole 


Motor: (for Nos. 4310, 4315, 4320, 4321) single-phase induction motor. Please give current characteristics, voltage, phase and cycle when ordering. 
*See listing of 220 volt models available from B&D service centers shown on page 118. tReconnectable for either voltage. 
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PORTABLE GRINDERS 


Sturdy tools for grinding, buffing and wire brushing. 


No. 4266 (212") No. 4271 (5") No. 4278 (6") 
PORTABLE GRINDERS 


® Duty Rating: Continuous production use. 

® Splined gear mountings on 5” and 6” grinders (2 2" 
grinder is direct drive). 

@ Improved ventilation with forced air flow; cools motor 
parts and prevents accumulation of dirt and grit. 

@ Adjustable wheel guards turn in any position (wheel rota- 
tion is counter-clockwise, facing wheel end). 


® Shaped grips prevent tool from turning in operator's 
hands. 

© No. 4278 only: Deflector directs exhaust air away from 
operator. 

® Bearings: Ball. 

Standard Equipment: (No. 4266): Clamp nut, adjusta- 

ble steel wheel guard, two wrenches. (No. 4271/No. 

4278): Adjustable wheel guard, arbor nut and washers. 


No. 57488 No. 58271 
TUCK POINTING KITS 


° Wheel enclosed for safety, has hinged cover for easy and 
convenient wheel changes. 

® Silicon carbide wheel efficiently removes old mortar; 
leaves clean joint for easy pointing. 

No. 57488: Kit attaches to 6’’ portable grinder No. 4278 

or any other make with a %"’ arbor and a 2'4"’ diameter 

gear-case housing. 

No. 58271: Kit attaches to 5’’ portable grinder No. 4271 

or any other make with a ¥2‘’ arbor and a 2¥%'’ diameter 

gear-case housing. 


Standard Equipment: Steel wheel guard, spacer, abrasive 
wheel. 


REPLACEMENT ABRASIVE WHEELS 
No. 57490: 8" x %"' x %"' for Kit No. 57488. 
No. 58274: 8" x %"' x %2"' for Kit No. 58271. 


LUBRICANT 
No. 60541: 1-lb can/standard all-purpose gear grease. 


SPECIFICATIONS 


Inst. 
Rel. 
Switch 


Tool Net Wt. 
Length with Cord 
(in.) 


Shipping 
(Ibs.) Weight 


Trigger 2Ya KYA Bl ‘ 18%2"' 


Trigger 5M x Sa x Val 21%" 
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Trigger Bx 1 x ae 23%" 


Above tools comply with OSHA. 


DIE GRINDERS 


High-speed, accurate, portable; ideal for die-shops, stamping plants, toolrooms. 


B&D Die Grinders Feature: 
© Lightweight, compact motors for easy handling. @ Extended spindle housing to permit gripping the tool close 
@ Precision chucks to carry mounted points and stones. to the stones for careful, accurate grinding. 


No. 4280 No. 4285 


DIE GRINDER DIE GRINDER 
Standard Equipment: %” chuck, two double-end Standard Equipment: %4"' chuck, two double-end 
wrenches, No. 30076t wrenches, No. 30076t. 
Replacement and Extra Equipment: No. 21955 Replacement and Extra Equipment: No. 21955 
reducing sleeve for reducing collet opening to Y%"’. reducing sleeve for reducing collet opening to Ye’’. 


No. 4286 No. 4291 


DIE GRINDER DIE GRINDER 

Standard Equipment: 4" chuck, two double-end Standard Equipment: %4"' chuck with No. 21955 

wrenches, No. 30076t. Ya'' reducing sleeve, two No. 20285 wrenches. t 
Replacement and Extra Equipment: No. 21955 Replacement and Extra Equipment: No. 10006 
reducing sleeve for reducing collet opening to Ye"’. V_'' chuck with Ye’ reducing sleeve. 


Note: Always use safety goggles during all grinding operations. With Die Grinders, use only high-speed bonded wheels. 


SPECIFICATIONS 


Rated No-Load Tool Net Wt. f 
Amps Speed Maximum with Cord Shipping 
(120 V) Switch (RPM) Wheel Diam.* (Ibs.) Weight 


Toggle 11%" 


Slide 151%" 
Slide 7 12" 
Inst. Rel. 19%" 
Trigger 


Above tools comply with OSHA. *Wheels are not supplied with Die Grinders. Ask your B&D distributor about wheels and burrs for use with these units. 


tAvailable at B&D Service Centers 
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PORTABLE GRINDER & | 
BENCH GRINDER ACCESSORIES \ 


BENCH GRINDER ACCESSORIES | 
| 


SHATTER- 
PROOF 
EYE-SHIELDS 
(NON- 
ILLUMINATED)* 
For 7’, 8" and 10” Bench Grinders, Grinding Wheel Dressers 


shields are bolted to wheel guards 
through holes already drilled in the 


Two types of Wheel Dressers are available for 

J truing and cleaning Bench Grinder Wheels. 

guards. For 6’’ models, the eye shields The cutter type dresses the wheel quickly for 

are mounted on the spark shields and fast grinding; the diamond type produces a 4 
use the bolts and nuts of the spark very accurate, smooth face for finish-grinding. c 


shields. Brackets are quickly adjusted to No. 19115: Cutter-t D hh 
BENCH GRINDER PEDESTAL suit operator. : ee ee 


cutter set). 


No. 53536 No. 34575: One 3%" x 5%" Eye- No. 19983: Replacement Wheel Dresser 
Convenient height. Detachable water pot. Shield. Includes glass, cere bolts. Cutter Set. 
Use with all B&D Bench Grinders except No. 34576: One 3%" x 5% No. 21961: Diamond Wheel Dresser, 
Nos. 4330 and 4335. Height: 31%"; base: Replacement shatter-proof glass. complete with diamond. 
16’ sq. Ship wt. 53 Ibs. “Illuminated eye shield No. 30142 is used No. 5574: Diamond and Nib for No. 21961 
with No. 4315 and No. 4321 Bench Dresser. 
Grinders available through B&D service. 
CRIMPED WIRE WHEEL BRUSHES e 


ARBOR HOLE 
ADAPTERS 

B&D Wire Wheel Brushes are 
equipped with washer-type 
adapters. Each brush includes 
two adapters, one for each 
side of the brush. Adapter 
sizes are shown in these 
tables. Extra adapters may also 
be ordered, if desired. 
Sizes, as shown below. 


For 4” and 6” (1-section) 7 
Brushes: 


1" Adapter 
Cat. No. Hole Size 


14080° art 
14081° 
14082’ wy" 


For 6” (2 & 3 section), 7", 
8", 10", and 12” Brushes: 


Max. Safe No. of Width Adapter 
Speed RPM __ Sections Size 
39009 
23201 
21397 
39011 
39012 
.014"" WIRE DIAM. 21401 
(30 GA.) 23204 
(for rough general- 23205 


purpose cleaning) rapa. 


23206 
23207 
21405 


21407 
21409 


27000 
27001 
27002 


0118” WIRE DIAM. — 27003 
(33 GA.) 37008 
(for high-speed 27009 


; i 27010 
buffing operations) a70i 


27012 
27013 
39008 
23209 
008” WIRE DIAM. — 
(43 GA.) 
(for fine finishing 23218 


and burnishing) 23217 
23218 
23219 


2" Adapter 

Cat. No. Hole Size 

14069° 

14070 

14071° 

14072 

14073° 

14074° 

14077° 
“Adapters are available 
through your local B&D 
service center. 


WNM=$|WOM=]/WNH=|wWlWlHOM-|wWwhm]|WNhM—|WlwWlwMmM—|/=wWM+|WhA|wWMma 
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PORTABLE GRINDER & 
BENCH GRINDER ACCESSORIES 


COTTON BUFFS 


Mounted directly on wheel 
spindle. 3’ and 4” diam. Buff is 
used with %"' and ¥"' drills with 
arbors below. ¥%"’ spiral-stitched, 
pieced-type. 


Used on Portable or Bench 
Grinders for general-purpose 
buffing, polishing, coloring, 
cutting, finishing and blending. 


Buff Diameter 


Width 
Hole Diameter 


Max. Safe RPM 


GRINDING WHEELS 


Max. Safe Style 
Use with Current Tools is RPM Face Specifications Type 


6" Utility, 6" Junior, 6 Std. A60 R V Med 
Bench Grinders, A46 R V Cor 
No. 4310 (614) 

H.D. Bench Grinder 


6" H.D. Bench Grinder (H, K, L, A60 R V Med 
and M), No. 4315 (616) 6” H.D. A46 R V Cor 
Deluxe Bench Grinder 


8" Bench Grinder A36 N6V Cor 
(F and G) A60 L6V Med 


Nos. 4325 (74) & 4326 (76) 


10” Bench Grinder A24 Q6V Cor 
(B, C, and D) A46 N6V Med 
Nos. 4330 (83) & 4335 (85) 
2%2" Portable 

Grinders 

Nos. 4266 (395) and 4265 
5" Portable A46 RV 
Grinders A46 RV Cor 
Nos. 4271 (4270), (60) A30 SB 

and 4275 (60-1) A36 SB 


6" Portable Grinder 3148 A46 R V Cor 
No. 4278 

7" H.D. Bench Grinder 59552 A46 N V Cor 
No. 4320 (786) 

7" H.D. Deluxe Bench A60 N V Med 
Grinder No. 4321 (787) 


HAMMER DRILLS 


High speed; designed for efficient drilling in 
concrete, brick, tile, wood and masonry. 


No. 5035-10 
HEAVY DUTY HAMMER DRILL 


Rated heavy duty for full production use. 

Double insulated for added operator protection. 
Powerful motor engineered for high performance and life. 
Super tough nylon switch handle for durability, added 
operator comfort and safety. 

For masonry drilling and use as a 2’ heavy duty drill. 
Drills 10’’ per minute with %’' bit in 1-2-4 concrete. 
Depth gauge is interchangeable to either side of drill. 
Hammering mechanism is protected from abrasive dust. 
Felt and rubber dust shields protect mechanism. 
Exclusive positive shift collar shifts easily from drill to 


. ebm tuidla No. 5036-10 
© Bearings: ball, needle. ciggaince cite Nx 


Standard Equipment: Chuck key and holder, depth Includes Hammer Drill No. 5035-10, carrying case, depth 
gauge detachable side handle. gauge, chuck key and holder, side handle. Shipping wt-18 2. 


SPECIFICATIONS 
Hole-Drilling Capacity 
With Percussion Bit With Twist Bit 


Max. Porcelain, Tool Net Wt. Shipping 
Watts tile, hard with Cord Weight 


Output Masonry brick, etc. (Ibs.) (Ibs.) 


5035-10 
5036-10 


tNot shown Above tools comply with OSHA. UL listed See pages 102-106 for hammer bits and accessories. 
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= NEW 


5078-09 


No. 5078-09 
¥'' EXTRA HEAVY DUTY HAMMER GUN® 


New powerful motor engineered for improved performance 
and life. 

New checkpoint brush system stops tool when brushes 
wear out, prevents damage to commutator. 

Super tough nylon switch handle for durability and added 
Operator comfort and safety. 

High temperature resistant durable polyester field case, 
virtually unaffected by common environmental contami- 
nants. 

Safety engineered switch lock placement prevents inad- 
vertent lock-on. 

Aluminum die-cast gear case provides proven durability. 
2-speed gear reduction for wide range of bit sizes. 
Detented shift collar will not rotate during use. 


® Positive locking, spring-loaded speed selector for more 
reliable shift operation. 

® Infinitely variable side handle; positive locking of shift 
collar. 

© Positive locking depth gauge for depth control. 


Standard Equipment: Chuck key and holder, depth 
gauge, detachable side handle. 


No. 5079-09 
¥_'' EXTRA HEAVY DUTY HAMMER GUN® KIT 


Includes ¥%'’ Hammer Gun® No. 5078-09, kit box, depth 
gauge, dust shield, chuck key and holder, side handle. 


No. 5040-09 
HEAVY DUTY ROTARY HAMMER 


© Superior hammer drill with rotary hammer mechanism. 

@ Exclusive B&D bit retainer for positive bit retention. 

® Handle and motor housing of glass-reinforced polycarbon- 
ate for rugged duty and superior strength. 

© Best suited for all anchor sizes up through %”’. 

@ Drills holes for stud-type and drop-in type anchors quickly 
and inexpensively. 

® Drills up to 13’ per minute with ¥2‘' diameter bit in 1-2-4 
concrete. 


Standard Equipment: Depth gauge, side handle, rubber 
dust shield, steel carrying case. 


SPECIFICATIONS 


With Percussion Bit 


Hole-Drilling Capacity 


With Twist Bit 


Rated Max. No-Load Porcelain, Tool Net Wt. Shipping 

Amps Watts Speed tile, hard Length with Cord Weight 
Cat. No. (120V) Output (RPM) (BPM) Masenry brick, etc. Steel Wood (in.) (Ibs.) (Ibs.) 
5040-09 5:3 430 3150 625 cs—Ve s-Ve = _ 11% 8% 16% 
5078-09 4.5 420 1700 29,000 %e"" ¥" %" %"" 11% 6 8 
5079-09 3400 58,000 14% 


5078+ 
5079+ 


tNot shown. 


el! ml! 


¥"" mw" 11% 5% 7% 
14 


Above tools comply with OSHA See pages 102-106 for hammer bits and accessories 
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Hammers built to meet the rugged requirements of demolition, and other 
non-rotary percussion, percussion drilling and core drilling. 


Steel gears and shafts 
specially heat-treated for 
wear resistance. Heavy- 
duty sealed ball bearings 
in rugged aluminum 
housing. 


The B&D Checkpoint 
System automatically 
shuts off the hammer to 
remind operator that 
cleaning and preventive 
maintenance are 
recommended. 


HEAVY DUTY ROTARY HAMMERS 


Controlled air pressure, 


actually a compressed 
air-spring to reduce 
vibration and prevent 
internal damage to 
mechanism. 


Long-term grease 


lubrication protection 


for reciprocating 
mechanism. 


Armature leads are 
connected to the 


commutator by an 
exclusive process to 
prevent breakage due to 
vibration. High- 
temperature wire gives 
superior protection 
against burnout. 


Efficient cooling system 
keeps hammer 
temperature at a 
minimum. 


AC/DC trigger switch. 
Heavy-duty 3-wire cable 
and plug. 


Heat-treated 
hypoid gearing. 


HEAVY DUTY ROTARY HAMMERS 


Max. 
Watts 


Output Switch 


Heavy-duty 
AC/DC 


trigger 


No. 5045 
No. 5046; With Stop Rotation 
HEAVY DUTY ROTARY HAMMERS 


For carbide drilling to 2’’ diameters with core bits. 

Drills up to 15” per minute with 1%’ bit. 

Long-term grease lubrication. 

The B&D Checkpoint System: tool automatically shuts off 

to signal operator that hammer is ready for cleaning and 

preventive maintenance. 

® Externally adjustable safety clutch protects operator and 
unit if bit jams in hole. 

® Stainless steel piston rings for long life. 

® Exclusive B&D hammer mechanism. 

© High temperature wire and welded commutator leads for 
burnout protection. 

® Depth rod can be set without tools. 

® Rated for heavy duty use. 


Standard Equipment (5045): Depth gauge, tool retainer, 
side handle, dust shield, carrying case. 


No. 5046: 
HEAVY DUTY ROTARY HAMMER 


Similar to No. 5045 with 310 RPM, and a 
stop rotation feature for setting self-drilling anchors. 


Standard Equipment: Depth gauge; tool retainer; side 
handle; dust cup; adapter shank; blow-out bulb; and metal 
carrying case. 


No. 5050 
HEAVY DUTY ROTARY HAMMER 


® Drills holes from %4"’ through 3’ diameter. 

® Drills up to 9%" per minute with 1’ bit. 

© Patented, externally adjustable safety clutch protects 
operator, motor and bits. 

@ Exclusive B&D hammer mechanism. 

© High temperature wire and welded commutator leads for 
burnout protection. 

® Cast-iron barrel for superior resistance to wear. 

@ Steel wear ring protects motor housing and brush caps. 

® Heavy duty bearings for long life. 


Standard Equipment: 
Tool retainer, side handle with insulated sleeve, 
dust shield, carrying case, 4-oz. plastic bottle of oil. 


SPECIFICATIONS 


Speeds at 
Rated Load 


Hole Drilling 


Capacity (in.) Tool Net Wt. 


Percussion 
Carbide Bits 


BPM RPM 


Yl" 


with Cord 
(Ibs.) 


Length 
(in.) 


Shipping 


Anchors Weight 


Heavy-duty 
AC/DC 
trigger 


Y4t4" 


Heavy-duty 
AC/DC 


trigger 


Yg!-4 Vg"! 


Above tools comply with OSHA. 
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HEAVY DUTY ROTARY HAMMERS 


No. 5048 
HEAVY DUTY ROTARY HAMMER 


® Drills holes 4%" through 3” in diameter. 

@ Drills up to 15’’ per minute with %4”’ bit. 

© Two-finger sized trigger switch for positive control. 

@ Latch tool retainer. 

© Thorough internal sealing of hammer mechanism; seven- 
tooth cam mechanism, beefed up ram and spring, heavy 
duty, triple-reduction spur gears. 

@ Exclusive NO-VIBRATION idle. 

@ Externally adjustable clutch. 

@ Insulated handles for cool running operation and comfort. 

© Output spindle accepts bit shanks for Skil 728 and 


Rockwell 602 hammers. 


Standard Equipment: Detachable side handle, depth gauge, 
sturdy carrying case. 


No. 5055 
HEAVY DUTY ROTARY HAMMER 


® Drills ¥%'’ to 4’’ holes in concrete. 
© Carbide core bits drill dry; no need for diamond bits and 
associated water apparatus. 


® Extra-heavy-duty crank and hypoid gears for long life. 

® Oversized ball bearings for long life. 

@ Long term lubrication; no need to oil every day. 

© Patented air-spring hammer mechanism with stainless 
steel piston rings to give top performance with high 
reliability. 

® Solid steel tool retainer for easy operation. 


@ Two-speed transmission allows matching of turning speed 
and torque for best production results. 

© 3-position auxiliary handle gives operator greater control; 
converts to T-handle for floor drilling, drills 12%" per 
minute with 1‘ bit. 


*5" and 6” core bits available for intermittent drilling. 


Standard Equipment: Side handle and handle cushion, dust 
shield, 4-0z. plastic bottle of oil, leather handle protector, 
sturdy carrying case. 


SPECIFICATIONS 


Speeds at 
Rated Max. Rated Load 


Hole Drilling 
Capacity (in.) Tool Net Wt. 


Amps Watts Percussion with Cord Shipping 
(120V) Output Switch BPM RPM Carbide Bits Anchors (Ibs.) Weight 


Heavy-duty 1%" 
AC/DC 
trigger 


16%" 


Heavy- ¥el'—1 2" 20” 


trigger 


Above tools comply with OSHA. 
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DEMOLITION HAMMERS 


No. 5026 
POWER SLEDGE” 120V ELECTRIC BREAKER 


® Plugs into any 12QV, 15-amp standard receptacle or 
2500-watt generator. 


® Works without a compressor. 

® Big 60 ft.-lb. blow handles tough jobs easily. 

® 610 blows per minute for fast demolition of concrete. 

© 1%" x 6" hex shank; utilizes existing air-breaker 
accessories. ‘ 

© Lower noise levels than most air breakers and 
compressors. 


©@ Underwriter’s Laboratories listed. 


® Same weight and handle height as 60-lb. air breakers 
allows easy handling. 

® Shock-mounted handles for the ultimate in 
operator comfort. 

@ Air filtration and sealed unit keep dust out of mechanism. 

® Air-cushion idling system for smooth 
operation. 

® Heavy duty motor designed for high 
temperature operation; special vibration- 
resistant construction. 


© Long-life grease lubrication. Regreased through external © Special brushes for extra-long life. 
fitting. 
© The B&D Checkpoint System: automatically shuts off No. 50260. — eee “ 
hammer to remind operator that cleaning and preventive P Sled ap plays 2 P oie 
maintenance are recommended. QWEr SISGGeaNe DUS: 
The B&D ‘Checkpoint System’ FEATURES: Heavy-duty motor 


automatically shuts off the 
hammer to remind operator 
that cleaning and preventive 
maintenance are recommended. 


Sealed unit keeps dust out of the mechanism: 


Heavy-duty 


forged tool retainer-~~——_= 


Utilizes standard 
1%2'' hex accessories. 


Std. Moil Point 


resists vibration. Shock-mounted handles 


for the ultimate 
in operator comfort. 


External, easy-to-get-at 
fitting for 
convenient regreasing. 


Automotive piston together with 
other ruggedly designed parts 
gives top reliability. 


Hex Length 
Shank Under 
Size (in.) | Collar (in.) 


A general-purpose tool for breaking concrete and rocks. 
Best tool for starting holes in concrete slabs, for setting 
posts and for getting an edge from which to start breaking. 


Std. 3” Chisel 


Use for concrete and asphalt breaking. 
Permits breaking concrete into easier handling chunks 
rather than into small pieces. 


5" Asphalt Cutter 


Use for breaking, edging and slotting asphalt. 


2"' Frost Wedge 


Provides a powerful wedging action for use in frozen 
ground, cracked concrete and seamy rock. Often used 
where blasting is prohibited. 


5" Clay Spade 


For digging and loosening clay and hard earth, and 
for squaring footings. Aids in transplanting large 
shrubs and trees. 


SPECIFICATIONS 


Max. Watts 
Output 


2050 


Tool Net Wt. 
with Cord Shipping 
Switch Height (Ibs.) Weight 


Heavy-Duty 26%" 63 72 
AC/DC 


Above tool complies with OSHA. 
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DEMOLITION HAMMERS 


Hmmm 1 


SHEL ELLELe? 


No. 5025 
HEAVY DUTY PERCUSSION HAMMER 


® Long term grease lubrication. @ Auxiliary dual-position side handle for operator comfort on 
© Engineered for extra-heavy demolition work. demolition work. 
® Exclusive patented VARK™ mechanism for long life, more © Heavy duty bearings for long life. 

power, cooler operation. ® Improved tool retainer to prevent breakage. 


® Heavy duty motor has high temperature wire. 
© Detachable cast-iron barrel for long life, easy maintenance. 


Standard Equipment: Side handle and handle cushion, 
sturdy carrying case. 


Improved front tool A neoprene-backed, cr F EATU R ES . High-strength castings Heayyecay double-pole 
retainer. seal around tool shan Ps are held with hardened switch. Heavy-duty 3- 
protects mechanism from socket head cap screws. conductor cable and 


Cast-iron barrel, easily 
removed as a unit, has Extra-heavy-duty crank 
superior resistance to and bearings. 

external and internal 


wear. 


Cat. No. 


100 


dust damage. Lubricant plug. 
mist covers all 


reciprocating parts. 


Brush Holders exclude 
dirt. Steel wear ring 
protects and retains 
brush-holder caps. 


Patented B&D VARK® 
hammer mechanism 
delivers most powerful 
blows in its class. 


SPECIFICATIONS 


Rated Max. Speed at Tool Net Wt. 
Amps Watts Rated Load Length with Cord Shipping 
(120V) Output Switch BPM Hole-Drilling Capacity (in.) (in.) (Ibs.) Weight 


Heavy-duty %e" to 2%" 
AC/DC 
trigger 


Above tool complies with OSHA. See pages 102-106 for bits and accessories 


PERCUSSION HAMMERS 


No. 5020 1%" Hammer; Ideal for setting large self-drilling anchors. 
No. 5015 1” Hammer; Ideal for chipping. 
No. 5010 %" Hammer; Ideal for light scaling, formica tamping and putty removal. 


HEAVY DUTY PERCUSSION HAMMERS 


® Strong, lightweight aluminum housing. ® Heavy duty bearings for long life. 
© All gears, shafts and reciprocating parts are special heat- © Steel inner barrel provides long life, trouble free operation 
treated alloy steel. of hammer mechanism. 


® Spring-clip, brush-cap retainers. 
® Custom built, vibration-resistant motor with high 
temperature wire. 


Standard Equipment: Tool retainer, 
sturdy carrying case, 4-oz. plastic 
bottle of oil. 


SPECIFICATIONS 


Rated Max. Speed at Tool Net Wt. 
Amps Watts Rated Load Length with Cord Shipping 
Cat. No. (120V) Output Switch BPM Hole-Drilling Capacity (in.) (in.) (Ibs.) Weight 


Heavy-duty M"' to %"" 12%" 
AC/DC trigger 


Heavy-duty %"' to 1%" 14%" 
AC/DC 


trigger 
Heavy-duty %"' to 2" 18%" 
AC/DC 
trigger 


Above tools comply with OSHA. See pages 102-106 for bits and accessories. 
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Cat. No. 


HAMMER ACCESSORIES 


PERCUSSION CARBIDE BITS AND ACCESSORIES 


Shank Bits Fit 
Diam. Hammer 
(in.) Shown 


C51780 
C51060 
51781 


C51061 
51062 
C51782 
51063 
51361 
C51064 
51065 


C51066 
51067 
C51068 


C55573 
C55574 
C55575 
55576 
C55577 
*55702 
*55703 
*55704 
*55705 
*55706 
56932 


eo No. 5078 
4 
y,  |No. 5078-09 


No. 5035 


No. 5035 
No. 5035-10 


No. 5035-10 


No. 5078 
No. 5078-09 
No. 5035 
No. 5035-10 


Bit Diam. Usable Drilling 
Cat. No. (in.) Depth (in.) 


52187 2% 
52189 22 
52191 3% 
52193 3% 
52194 1% 4% 


Regular-Length Bit 

52196 he 4% 

51739 7) 4% 
51740 "a 9% 
51741 Ya 15% 
51742 Ae 4% 
51743 % 4% 
51744 % 9% 
51745 % 15% 
51746 Ve 4% 
51747 Va 4% 
51748 Va 9% 
51749 Va 15% 
51750 h 4% 
51751 % 15% 
S752 1 4% 
51753 1 15% 
51754 1% 4% 
51755 1% 15% 


Taper Adapters 


*Regular Carbide Bits—not Percussion 


Hex-Shank Bits 


Usable 
Drilling 
Diameter 


52139 “A’ yes 
60109 a =e yes 


Cat. No. i Taper Drift Key 


5046 Anchor Setting Accessories 


YW"! 
%" 
A~e" 
YQ"! 
Yo"! 
He" 
54/' 
1g!" 
wd 
A" 


Cat. No. Description Anchor Size 


50800 Adapter Shank 
*50801 Chuck Head 
*50802 Chuck Head 
*50803 Chuck Head 
*50804 Chuck Head 
*50805 Chuck Head 
*50806 Chuck Head 
*50807 Chuck Head 

50624 Anchor 

Ejector Key 

50811 Drift Pin 


Flat-Tip 


Hex Shank Bits 


Diameter 


Ae" 
A_"' 
1,6" 


Taper Adapters 


Taper Drift Key 


1 


A yes 
iS} yes 


Core-Bit Shank 


102 


— 


hank Lgth. | Thread 
ES 54/'-7"' 


*Use with No. 50800 Adapter Shank 


Warranty 


The Black & Decker Manufacturing Company guarantees, for one year 
from date of purchase, to correct any defect due to faulty material or 
workmanship, in its percussion carbide hammer bits, as follows: /f the 
bit fails in normal use, replacement will be made at any Black & 
Decker service center without charge, or on a 25% or 50% adjust- 
ment, based on industrial net price, depending on the estimated use 
of the bit prior to failure. 


Forged Hammer Tools (See Pages 104-105) 
For Core Bit Accessories, See Page 106 


No. 61306 Diamond adapter. Use with B taper bits or for setting certain self-drilling anchors with rotary hammers 


(See percussion carbide warranty on page 102) 


Hex-Shank Bits 


Bit Diam. Usable Drilling 
Cat. No. (in.) Depth (in.) 


Regular Length Shanks 


Usable 
Drilling 


Diameter Depth 


6” 
ea 
18” 

6” 

6” 
12 
18” 


Core-Bit Shanks 


Effective 


Drift Key 


7276 
7276 


“BY 7276 
\ 


62652 
62653 
62654 
62655 
62656 
62657 
62658 
62659 
62660 
62661 
62662 
62663 
62664 
62665 
62666 
62667 
62668 
62669 
62670 
62671 
62672 
62673 
62674 
62675 


he 
Ye 
Vo 
% 
Ae 
% 
% 
% 
6 
%, 
%, 
% 
he 
% 
1 
1 
1% 
1% 
1% 
1% 
1% 
1% 
1% 
1% 


4% 
4% 
9% 
15% 
4% 
4% 
9% 
15% 
4% 
4% 
9% 
15% 
4% 
15% 
4% 
15% 
4% 
15% 
4% 
15% 
6% 
15% 
6% 
15% 


Anchor-Drilling Lengths 


62676 
62677 
62678 
62679 
62680 


Ae 
he 
2the 
i 
1% 


Taper Adapters 


Drift Key 


CORE CE Lae KPa PASS 304-108) Forged Hammer Tools (See Pages 104-105) 


Hex-Shank Bits 


Usable 
Drilling 
Diameter Depth 


yy 6” 
AL 
yr 
A" 
RA"! 
48 
7 
1%" 
1%" 
1%" 
14" 
1%" 
1%" 
1%" 
1%" 


Core-Bit Shanks 


Effective 
Length 


6” 

126 

(a 

i2" 
Taper Adapters 


Taper 


A 


See page 106 for core bit accessories. 


Hex-Shank Bits 


Diameter 


Usable 
Drilling 
Depth 


Yo"! 
Yo"! 
yy"! 
Ae 
54!' 
5e!! 
Bl 
he 
AL 
yn 
xy"! 
hl! 
A" 
RR" 
1" 
gf 
1%" 
1%" 


6” 
12" 
18" 

6” 

6” 
as 
18” 

6” 

GY 
12" 


Core-Bit Shanks 


Effective 
Length 


Drift Key 


yes 
yes 


HAMMER ACCESSORIES 


Taper Adapters 


B&D Hammer 

Complete line of Hammer Cat. No. 

Accessories, includin rbi Rockwell 600,601 é 
: ¥ ing carbide Skil 706, 707, 708 5040-09 
bits, A, B&S taper bits, stardrills 5045 
and forged hammer tools. 5046 
5050 
Rockwell 602, 605 
. Skil 728, 732 isis 
“B"’ Taper Shank Carbide Bits Skil 736 


5055 


Use taper adaptor 
R B&D 


Skil 726 
Milwaukee 5300 


Bit Diam. Usable Drilling 
(in.) Depth (in.) 


“A” Taper Shank Carbide Bits = Taper Shank Carbide Bits 


Bit Diam. | Usable Drilling Drilling @ 
: (in.) Depth (in.) iam. | Length 

h ; 

% 


% 
% 
% 
1 
Extra Long Bits 
Wp 
% 
% 


No. 1 shank No. 1A shank for 
Forged Hammer Tools for No. 5010 No. 5045, 5046 © 
No. 5015 hammers and No. 5050 hammers | 
Blade 
Hammer Tool Width | Length Width |Length 
Cat. No. | (in.) (in.) | Cat. No. | (in.) (in.) 
semen Bull point 23804 10 51569 12% 
for demolition 23805 18 51570 18 
Concrete slotting tool for slotting in 
concrete and breaking ‘‘web”’ between 4 
star drill holes to break large openings 32112 1% 1% 51571 | 1% 12% 
in walls, etc. 
4-point scaling tool 1 
for removing scale 17335 9 51572 | 1 12% | 
Scaling chisels 12446 1% 9 51573 |1% 12% @ 
for removing scale and 17314 1% 9 51574 | 1% 12% 
weld spatter. 17315 2 9 51575..| 2 12% 
60106 | 1%(45°) | 12% 
60107 | 1%(45°)| 12% 
60108 |2 (45%) | 12% 
Cold chisels 11108 % 8 51576 % 12% 
for chipping, edging, 57124 % 18 
channeling. 
Bushing tool 11624 8 51577 12% 
for surfacing concrete. 
Bushing head only. 10684 1% 2%6 10684 | 1% 2% 
Seam tool for seaming, ; 
caulking and pointing 17232 9 51578 12% 
Clay spade 
for digging holes in dirt 
and clay. 


Flatwood chisels. 
Flatwood gouging and shaping. 


Tool blanks—can be forged into any special 41107 % 10 
shapes required for special applications. dia. 


See page 106 for information on chuck wrenches, chuck heads, and turning handles. 
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HAMMER ACCESSORIES 


STAR DRILLS 


Taper “A” shank, for Nos. 5010, 5015, 
5045, 5046 and 5050 hammers for 
drilling %4" to 1" diameter holes 


Point | Overall 
Diam. | Length | Quantity 


7169 he 
7161 "a 
40000 6 
7162 % 
7171 he 
7163 % 
50058 % 

50062 1 


Taper ‘“‘B” shank, for Nos. 5015, 5020, 
5025, 5045, 5046 and 5050 hammers 
for drilling '46” to 1%" diameter holes 


(in.) 


Overall 
Length 


Quantity 
in Box 


No. 2 shank, for No. 5020 hammers 
for drilling 14" to 2" diameter holes 


Point 


Diam. 


(in.) 


Overall 
Length | Quantity 
(in.) in Box 


These drills require chuck wrench No. 22587 for 
5010; 5015; 5045; 5046; 5050 and 52599 chuck 
wrench and No. 22749 for 5020. 


These drills require chuck wrench 
No. 23806 for No. 5015 hammer 
No. 22754 for No. 5020 hammer 
No. 33745 and No. 33747 for No. 5025 hammer 
No. 51568 for Nos. 5045, 5046 and 5050 hammers 


No. 3 shank No. 5 shank No. 6 shank 
for No. 5020 for No. 5025 for No. 5055 
hammer hammer hammer 


22886 | 2 12 
22887 | 2% 12 


7095 % 9 33659 % 
9405 % 20 34857 % 


(overall) 


9 


1% 
62694 | 1% 
62695 | 2 
62697 | 1%2(45°) 
62698 | 2(45°) 


20 62699 | % 
12 62700 | % 


18 
(overall) 


No. 4 shank, for No. 5025 hammers 
for drilling 1%" to 2%" diameter holes 


Overall 
Length 


These drills require extra turning handle No. 33745 


Shank 


for No. 5048 


Shank for No.5040-09 
Skil 706 and 707 


Skil 728 Rockwell 602 Rockwell 600 and 601 
hammers 


51584 
51585 


% 
% 


12% 
18 


40172 


hammers 


Hammer-gear 


HAMMER ACCESSORIES 
HAMMER SUPPLIES 


Where Used 


For all hammers except 
5025, Type 3, 
5026, 5040 


Cat. No. 
51314 


Item Description 


Special hammer 4-oz. plastic 
lubricating oil 


bottle 
16-0z. plastic 
bottle 


1-pound can 


$1315 


No. 5025 hammer 36391 


grease 


1-pound can No. 5026 Sledge, 60541 
No. 5040 Hammer 


Hammer Nos. 5045, 


No. 22587 chuck 


wrench with 


No, 17746 dust 
shield 


No. 51568 


A” taper 


No. 52599 No. 33747 No. 22510 
chuck wrench chuck head with chuck head with 
“BN taper No. 33745 No. 21726 


turning handle turning handle 


? chuck wrench 


CHUCK WRENCHES & TURNING HANDLES 


Chuck wrench 
Chuck wrench 
Chuck wrench 


Use with Hammer 


5045, 5046, 5050 
5045, 5046, 5050 
5010, 5015 


Chuck wrench 
Chuck wrench 
Chuck wrench 
Chuck head 
Chuck head 
Turning handle 
Turning handlet 


**Fits No. 2 shank {Fits No. 4 shank 


CARBIDE CORE BITS 


Drill up to 6” holes through concrete and 
reinforcing rod with portable hammer. No 
water or diamond bits necessary. 


Separate screw-in shank is designed for 
quick, easy change-over from one bit to 
another of the same diameter. You don’t buy 
a new shank every time the Core Bit wears 
out. Bits cut through light reinforcing rods 
and mesh. They are lightweight. B&D 
Percussion Carbide Core Bits, when 
sharpened regularly, are the least expensive 
bit per hole drilled when compared with star 
drills, diamond bits, etc. 


5010, 5015 


5046, 5050, 5055, and 
Nos. 5010, 5015, 5020 
percussion hammers. 


5010-5015 
hammers 


No. 5020 hammer 


5045, 5046 and 5050 rotary 
hammers 


Tool retaining 10909 


spring 


Holds straight 
shank tool in 


nosepiece 21750 


63095 


Dust shield* Keeps dust out Wrenches 22587, 23806 17746 
of hammer nose 
and hammer 
mechanism 
when drilling 


overhead 


Replacement shield 
for 5045, 5046 
and 5048 


Hammer drill 5035 and 
5035-10 


5055 hammer 
Dust cup & blow out bulb available from B&D Service Center 


All chuck wrenches 
and taper adapters 
except 5046 B 


*Dust Shield for No. 5040-09 (No. 89767) available from your B&D Service D c 


Center only. 
CARBIDE CORE BIT TABLE 


Skil 706-707-708 | 5045/5050 


60388 Use None 


57570 
50480 


58309 
62821 


Drift Key 


Skil 726 Mil-| 5048, R 602, 
waukee 530: Skil 728 Skil 736 


———— 


{sesre.¥s {sssee-1 bea eas aoe a 


5055 


60388 60393 


{eo 73-9" 


66578-13" 66584-13" |)40222-18" |\40247-18" |\40267-18” 
66564 | 57461 | Use None 66579-19%2"" |\66585-19%2"" 
66565 | 57461 57462 %''-7 Thrds | %''-7 Thrds | %'-7 Thrds | _%'’-7 Thrds | %'-7 Thrds | %'-7 Thrds 
66566 | 57461 i 57463 
66567 | 57461 57464 66580-9”" 66586-9"" 
66568 | 57461 58342 | 66581-13" } 66587-13" { 40223-12" { 40248-12" |) 40268-12" 
2%" | 66569 | 57461 58343 66582-19%" |(66588-19¥2""| (40224-18” |'40249-18” |l40269-18” 
57461 58344 1"-4 Thrds |1”-4 Thrds | 1-4 Thrds | 1-4 Thrds | 1’-4 Thrds 


{50510-12" 
\50511-18” 


GENERAL ACCESSORIES 


Shanks 
and 
tapers 
No. 1 No. 1-A No. 2 No. 3 


Shank No. 1—Fits nose of Nos. 5010, 5015 hammers. 
Shank No. 1-A—Fits nose of Nos. 5045, 5046 and 
5050 rotary hammers. 

Shank No. 2—Fits nose of No. 5020 hammer. Tools 


hammer. Tools with this shank may be rotated by using 
turning handle No. 33745. 

Shank No. 5—Fits nose of No. 5025 Super-Duty 
hammer. These shanks will not rotate in the hammer 


with this shank may be rotated by using turning handle nosepiece. 
No. 21726. Shank No. 6—Fits nose of No. 5055 Heavy-Duty rotary 
Shank No. 3—Fits nose of No. 5020 hammer. These hammer. 


Shank No. 7—12 point spline. Fits No. 5055 Heavy- 
Duty Rotary Hammer. 


shanks will not rotate in the hammer nosepiece. 
Shank No. 4—Fits nose of No. 5025 Super-Duty 
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VACUUM CLEANERS 


Two motor/fan systems to choose from; Hi-Air-Flo for jobs where 
time is a factor, and Med-Air-Flo for most cleaning applications. 


HI-AIR-FLO 
(Models 5426, 5437, 5445, 5455, 5465) 


* Utilizes a by-pass motor cooling arrangement and 
moves large volumes of air with corresponding high suction 
during operation with a hose and accessory. 

This system is required where there are heavy particles 
to pick up, such as stones, sand, steel chips, or hard to 
reach dirt that is deep in cracks and/or carpet pile. 

Because of the Hi-Air-Flo, these units pick up material 
much faster than other available units. They should be 
specified where time is of concern to the user. 

These units are also used for continuous wet pick up 
when supplied with a stainless steel tank and 
water shut-off valve. The non-clogging drain which is 
standard equipment on the stainless steel tanks supplied 
allows for easy emptying of liquids. 

These units can also be used as blowers to move debris 
from areas no accessory can reach. 


MED-AIR-FLO 
(Models 5420, 5421) 


New motor/fan system combines air flow and suction 
to handle most cleaning applications; this system is designed 
for general purpose cleaning and wet pickup applications. 

Units include an automatic float shutoff when used for 
wet pick-up and a by-pass motor so that water picked up by 
the cleaner cannot enter the motor area. 

Units are not to be used as blowers. Tanks available 
with these cleaners are not equipped with a tank drain. 


Tanks 


When choosing a tank and motor/fan combination, the 
type of material being picked up must be considered. If the 
material is wet or contains corrosive types of material, 
stainless steel should be the choice. For normal dry, damp 
or intermittent wet pickup, baked enamel painted-steel tanks 
should be used. 


WATER 


BY-PASS MOTOR DESIGN 


1. Dirty air, moving at high velocity, enters vacuum cleaner 
through inlet to extra-large dirt compartment. 

2. As air enters inlet, it hits a baffle plate which directs it 
down and against the walls of the large circular dirt 
compartment, causing a swirling action. 

3. With the centrifugally swirling air rising, the heavier dirt 
falls to the bottom of the tank. The filter system permits 
only clean air to enter the top part of the cleaner. 

4. Filtered air is now drawn through the two-stage 
centrifugal fan which creates a very powerful suction. 

5. Clean, filtered air is forced through the outlet at high 
pressure. 


Universal motor is completely sealed against wet or dry 
materials in the cleaner compartment and has its own 
separate ventilating system and fan. Air is sucked in at point 
“A,” is directed through a filter and exhausted at ‘'B’’. 
Material is collected at bottom of canister. 


No. 49326 
WATER SHUT-OFF VALVE 


Prevents water spray from exhaust when vacuum is full 
without bothersome visual checking of water level inside of 
tank. This Black & Decker accessory automatically cuts off 
the suction of the vacuum cleaner when the water reaches a 
predetermined level in the tank. 


How the Water Shut-Off Works 

When water reaches float, it causes rubber cup to seal the 
hole in the bottom of the fan housing, sealing off the air to 
the fans and stopping all suction. Fits Nos. 5426, 5437, 
5445, 5455 and 5465. 


DRAIN 


Convenient non-clogging drain permits emptying of liquids 
from tank without removing lid of cleaner. Standard 
equipment with Nos. 5445 and 5455 Cleaners. 
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No. 5426 No. 5437 
STEEL TANK STEEL TANK 
8-GALLON RECOVERABLE CAPACITY 13-GALLON RECOVERABLE CAPACITY 


No. 5445 No. 5455 
STAINLESS STEEL TANK STAINLESS STEEL TANK 
8-GALLON RECOVERABLE CAPACITY 13-GALLON RECOVERABLE CAPACITY 
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HI-AIR-FLO HEAVY DUTY 
VACUUM CLEANERS 


4 Models To Choose From. 


Nos. 5426, 5437, 5445 and 5455 


Features: 


® Molded turbine moves larger volume of air with greater 
suction for faster pickup. 

© Dual exhaust gets the air out of the cleaner faster; Hi- 
Air-Flo gets the dirt into the tank faster. 

® Can be used as a blower; simply attach the hose 
connector to one exhaust outlet and close the other outlet 
with the built-in valve. 

® Handles dry or wet cleaning; can be equipped with the 
water shutoff valve. (Sold as accessory No. 49326) 


© By-pass motor; motor-cooling air is separate from intake air. 


@ 2%-peak hp heavy duty motor. 


No. 5465 
Drum Vacuum Cleaner Head 


e@ Easy mounting on top of any 55-gallon drum for large 
capacity usage. 

® Heavy duty cast-aluminum inlet nozzle for long life 

© Perfect for large industrial furnace cleaning or bulk 
material recovery operations. 


Standard Equipment: (No. 5465) Dust filter, dust filter 
stretcher, 25‘ of 3-wire cable, 1%'’ quick-lock hose 
connector 


® Vacuum cleaners have copper clad over stainless steel 
brush springs; copper for higher conductivity and stainless 
steel for strength. Extra-long split brushes of high-grade 
carbon reduce arcing, give longer brush life. 


® Models 5445 and 5455 also have a convenient non-clog- 
ging drain that permits emptying of liquids from tank 
without removing the lid. 


Standard Equipment: (No. 5426, No. 5437, No. 5445, 
No. 5455) Dust filter, dust bag stretcher, one paper dust 
filter, 1%2‘' quick-lock hose connector, 15’ of 3-wire cable, 
pushcart handle, two 8” rubber tired wheels and front caster 
with wheel lock. 


No. 45376 


Dolly for 55-Gallon Drum: 


4-rubber tired wheels, sturdy heavy duty steel construction 


Definitions of Power Ratings of Vacuum Cleaners 


Peak Output Horsepower—maximum motor performance 
measured under laboratory conditions. 

Sealed Suction—Vacuum measured by vertical inches of 
water lifted at motor/fan inlet with the system sealed. 

Peak CFM—Airflow measured at motor/fan inlet with 
system wide open. (Cubic feet per minute.) 


“Working Suction—Vacuum measured by vertical inches of 
water lift at motor/fan inlet under normal working 
conditions 


“Working CFM—Airflow measured by rate of air intake at 
hose end under normal working conditions. 


“Measured at 12 inch orifice which is equivalent to a hose and accessory 


SPECIFICATIONS 


Peak Cacecit Peak Sealed Working” Working —— Net Wt. 
Output — ee Peeey For Air Flow Suction, Air Flow, Suction, Height Width with Cord 
HP Gals: Bu. Materials Cu.Ft./Min. In. of Water _Cu.Ft./Min. in Water {in.) {in.) (Ibs.) 


Steel 18%" 
Steel 18%" 


Stain- 18%" 
less 


Recoverable . Overall Dimensions 


Steel 


Stain- 38" 18%" 
less 
Steel 


Use with 18” 23%" 
your 55- without 
gal. drum drum 


Above cleaners comply with OSHA. See pages 111-113 for accessories “Measured at 1% inch orifice which is equivalent to a hose and accessory 
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MED-AIR-FLOW WET/DRY 
VACUUM CLEANERS 


No. 5420 
EPOXY-COATED STEEL TANK 


All metal accessories. 

10’’ diameter heavy duty wheels. 

Double filtration for dry pickup; provides cleaner exhaust air. 
Metal side orifice ruggedly constructed for long life. 
Water shutoff float built in. 

By-pass motor separates motor cooling air from inlet air. 
Metal inlet adapter allows use of all 1%‘’ Black & Decker 
hoses. 


Standard Equipment: 


@ 10’x 1%" diameter wire-reinforced plastic hose (Catalog 
No. 49149). 
@ Heavy duty dolly with sturdy push handle and 10” 


No. 5421 
STAINLESS STEEL LID AND TANK 


diameter rubber-tired steel wheels. 

e 5’ two-piece metal double angle extension 
(Catalog No. 54022). 

e 14” metal master head for bulk pickup 
(Catalog No. 54053). 

e 14” metal floor brush (adapts to 
master head). 
(Catalog No. 54061). 

@ Metal inlet adapter 
(Catalog No. 54067). 

® » paper filter bags e 
(Catalog No. 54015). 

® 1 foam filter sleeve 
(Catalog No. 54016). 


SPECIFICATIONS 


Peak Recoverable Peak 
Output Capacity For Air Flow 
HP Gals. Bu. Tank Materials Cu. Ft./Min. 


Steel Dry-Wet 


Overall Dimensions 


Height, Width, 
Sealed Working* Working* floorto top across Net Wt. 
Suction, Air Flow, Suction, of handle wheel with Cord Shipping 
In. of Water Cu. Ft./Min. in Water (in.) (in.) (Ibs.) Weight 


Stainless Dry-Wet 


Steel 


Above cleaners comply with OSHA. See pages 111-113 for accessories 


110 


“Measured at 11 inch orifice which is equivalent to a hose and accessory. 
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VACUUM CLEANER ACCESSORIES 


Possible assortments; please note that all pieces can be ordered separately. 


VACUUM FISH-TAPE SYSTEM 


Includes Hi-Air-Flo Vacuum Cleaner 


- 


No. 5490 CONTENTS 
No. 5445: Hi-Air-Flo H.D. Vacuum Cleaner 
No. 52387: Vacuum Fish-Tape Kit 
No. 33058: Hose 
No. 49326: Water Shutoff Valve 


+ 


No. 52387 


Contents of Vacuum Fish-Tape Kit 


No. 51 869: 500 ft. Ye’ dia. synthetic rope on aluminum bracket 
with turning handle 

No. 51892: %4" x %4" 90° Plastic Ell. Fits No. 51835 

No. 51881: 1%" x 1%" 90° Plastic Ell. Fits Nos. 51836 and 51837 
No. 25913: Hose Coupling. Use with Nos. 51836 and 51837. Use 
as hose stiffener for water pickup. Use to couple extra lengths of hose as 
required 

No. 51925: Hose Coupling (reducer). Use with Nos. 51892 and 
51835. Can be used alone on 1"' to 1%2"’ conduit or on 1%'’ |.D. Hose 


No. 51835: 1%" to 1%" Suction Adapter Cone 
No. 51836: 11%" to 2%" Suction Adapter Cone 
No. 51837: 2%" to 4%2"' Suction Adapter Cone 


4 No. 54561: Polyfoam Line Carriers for Y2‘’ nominal |.D. conduit 

4 No. 52547: Polyfoam Line Carriers for 94'’ nominal |.D. conduit. 

4 No. 52548: Polyfoam Line Carriers for 1‘’ nominal |.D. conduit 

3 No. 52549: Polyfoam Line Carriers for 1¥%4'’ nominal |.D. conduit 

3 No. 52550: Polyfoam Line Carriers for 1¥%'’ nominal |.D. conduit 

2 No. 52551: Polyfoam Line Carriers for 2’ nominal |.D. conduit 
°42"' center hole 

No. 52553: Polyfoam Line Carrier for 2%’ nominal |.D. conduit 

No. 52554: Polyfoam Line Carrier for 3'’ nominal |.D. conduit. 

No. 52555: Polyfoam Line Carrier for 32‘ nominal |.D. conduit 

No. 52556: Polyfoam Line Carrier for 4’’ nominal |.D. conduit 

No. 65107: 500’ of 75+ Nylon Line 


In addition to the above items, the following items are available as 
replacement parts: No. 51888 500-ft. of Y%‘’ dia. Conduit Rope (400+ 
Tensile); No. 54460 5” dia. Line Carrier: No. 54461 6" dia. Line 
Carrier; No. 51869 Rope Bracket Assembly; No. 65107 500’ of 75+ 
Nylon Line 


Fits Models 5426, 5437, 5445, 5455, 5465 


No. 49135 
1%" Wet & Dry H.D. Assortment — Features 
rugged steel and aluminum accessories 


No. 49152: 5’ double-angle steel extension tube 

No. 40004: 11” crevice tool 

No. 49562: 15” floor brush for non-carpeted floors. Attaches to 
No. 49574 nozzle. 

No. 49565: 15” squeegee for No. 49574 nozzle 

No. 49574: 15” aluminum floor nozzle for rug and carpet cleaning 
No. 18186: 6” bristle brush for No. 49559 nozzle 

No. 49559: 6” aluminum nozzle for upholstery cleaning 

No. 46648: 20” straight steel extension tube 


No. 37509: 10’ ‘crush-proof’’ neoprene static-proof hose. Resists 
oils, heat or gas. 


-Z@™mMo omp 


No. 49131 
1¥%2"' Wet & Dry Std. Assortment 
Features high-impact PVC accessories 


No. 
No. 
No. 
No. 


46503: 
40004: 
46493: 
46499: 
No. 46497: 14” floor brush for non-carpeted floors. 

No. 46475: 2” dusting brush for furniture cleaning 

Use with 49598 or 59786 

No. 46476: 6” upholstery and drapery nozzle 

No. 59784: 6” hand too! with brush strip. For bins, shelves 
No. 59786: 20” extension tube 

No. 49149: 10’ ‘‘crush-proof’’ vinyl hose 


5’ double-angle aluminum extension tube 
11"' crevice tool 

14" carpet tool 

14’ squeegee 


“MOOD 


Lr-zo 
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VACUUM CLEANER ACCESSORIES 


No. 54067 Metal Adapter. Required when using 
1%" B&D hoses on Vac. Nos. 5420 and 5421 


No. 49149 10’ Wire-reinforced Plastic Hose, 11" 
1.D. Lightweight, non-marring finish. Vinyl ends. 
No. 46247 15’ Wire-reinforced Plastic Hose. 11/2" 
1.D. Vinyl ends. 

No. 51562 7’ Wide-reinforced Plastic Hose. 


1%" 1.D. 


————— 
No. 54022 


2-Piece Metal Double-Angle Extension Tube. 


EXTENSION No. 49152 

TU BE /WAND 5’ Double-Angle Steel Extension Tube. 
= 
i 


No. 50126 142’ O.D. Quick-Lock Hose Connector. i 1 No. 50126 142" O.D. Quick-Lock Hose Connector. 
Connects 172'' |.D. Hoses to B&D Nos. 5465, 5426, —————— Connects 1%" |.D. Hoses to B&D Nos. 5465, 5426, 
5437, 5445, 5455 Vacuums. 5437, 5445, 5455 Vacuums. 

A No. 54067 Metal Adapter. Required when using 


FELCH ea pebbrbbtine 


anit 1%’ B&D hoses on Vac. Nos. 5420 and 5421 


No. 37509 10’ ‘‘Crush-proof,”’ Neoprene, Static- 

Proof Hose. 112" I.D. Resists most oils, heat, 

sunlight or gas. Extra flexible. 

No. 33058 15’ Semi-Flexible Extra-Heavy-Duty 
Hose. 112" 1.D. Has more rigidity than other type 

CU hoses. Constructed of steel wire, rubber and 

canvas. 


No. 46503 
5’ Double-Angle Aluminum, Extension Tube. 


No. 46506 
5‘ Straight Extension Tube. 


No. 49152 
5’ Double-Angle Steel Extension Tube. 


No. 49598 4' Extension-Tube Assembly. 1 /2’' 


re O.D. end for hose. Chromium plated steel. Not 


No. 59786 20” Extension Tube. 1%" O.D. end for 
hose. Can be coupled for use as floor cleaning 
handle or for extra “'reach."’ Not recommended 
for No. 5465 Vac. 


recommended for No. 5465 Vac. 


No. 54053 14’ Metal Master Head. Use with 
brush, rug shoe or squeegee attachments. 


NOZZLE / 
MASTER 
HEAD 


No. 59784 6” Nozzle with Brush Strip. Ideal for 
cleaning chairs, mattresses, desk drawers, etc., 
in hotels, motels, offices. Also excellent for car 
seats. Fits 1%’ hose. 


eon eee 
No. 46501 14” Rough Floor Tool. Picks up dry 
materials from concrete or other rough floors. 


No. 46495 14" Smooth Floor Tool. Picks up dry 
materials from non-carpeted floors. 


No. 46476 6" Upholstery and Drapery Nozzle. 
Use with Nos. 49598 and 59786 Extension Tubes. 
Perfect for curtain and drapery cleaning in 
hotels, motels, offices, etc. Not recommended for 
No. 5465 Vac. 


No. 59784 6” Metal Nozzle with Brush Strip. 
Ideal for cleaning chairs, mattresses, desk 
drawers, etc. in hotels, motels, offices. Also 


No. 54061 14” Brush. For non-carpeted floors. 
Attaches to No. 54053 Master Head. 


FLOOR No. 59785 6” Strip Brush. Fits No. 59784 6” 
Nozzle. Stiff horsehair bristles clean floors, bins, 

BRUSH/TOOL shelves, etc. 

CARPET No. 54060 14” Rug Shoe. Metal. For carpet 

TOOL cleaning. Attaches to No. 54053 Master Head. 

SQUEEGEE No. 54059 14” Squeegee. Metal. For rapid, 


No. 46498 Replacement Brush for 14” Floor 
Brush 


No. 46475 2" Dusting Brush. Use with Nos. 
49598 and 59786 Extension Tubes. Cleans 
furniture, cars, etc. Not recommended for Nos. 
5465 Vac. 


No. 56582 10” Wall Brush. Use with Nos. 49598 
and 59786 Extension Tubes. Cleans small floor 
een areas. Excellent for walls. Has 360° ball-joint 


swivel. Not recommended for No. 5465 Vac. 
No. 59785 6” Strip Brush. (Fits No. 59784 6” 
ARENT Nozzle.) Stiff horsehair bristles clean floors, bins 


shelves, etc. Not recommended for No. 5465 Vac. 


No. 46493 
14" Carpet Tool. 


No. 56587 12” Rug and Carpet Tool. Use with 
Nos. 49598 and 59786 Extension Tubes. For 
wall-to-wall and area rugs. Not recommended for 
No. 5465 Vac. 


economical wet pickup. Attaches to No. 54053 


MasterHead. 


No. 40004 11" Crevice Tool. Aluminum. Fits all 
1%" |.D. Hoses. 


TOOL 


5 
nie —_ 


No. 39094 26” Crevice Tool. Metal. For furnace 
cleaning. Fits all 1¥2'’ |.D. Hoses. 


MISCELLANEOUS 
ACCESSORIES 
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No. 46499 14’ Squeegee. For Rapid, 
economical, wet pickup. 


No. 40004 11” Crevice Tool. Aluminum. Fits all 
1%" |.D. Hoses. 


= 


No. 39094 26” Crevice Tool. Metal. For furnace 


cleaning. Fits all 1%‘ 1.D. Hoses. 


- 


REPLACEMENT FILTERS 


No. 49521 5 Paper Dust Filters 
for all Nos. 5426, 5437, 5445, & 
5455 Cleaners. Acts as second- 
ary filter, keeps cloth bag clean. 
No. 54015 5 Paper Filters for 
5420 and 5421 Cleaners. 


Cleaners. 


POLYFOAM FILTER 
No. 54016 for 5420 and 5421 


PIPE-CLEANING TOOL 


No. 49072 Cleans any pipe from 1” 
to 12” dia. Has quick-change metal 
plate which fastens to housing to 
reduce suction area for cleaning 
small pipes. Fits 1%’ Extensions. 


) 
| 
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VACUUM CLEANER ACCESSORIES 


ADAPTER 


No. 49907 2" O.D. Quick-Lock Hose Connector. 
Connects 2” |.D. Hose to B&D Vacuum Cleaners. 
(Use with No. 49289 hose). 


No. 53505 10’ Semi-Flexible Extra-Heavy-Duty 


Hose. 2” |.D. has more rigidity than other type 
hoses. Made of steel, wire, rubber and canvas. 


SQUEEGEE 


HOSE No. 49289 10’ Wire-Reinforced Plastic Hose. 2” 
1.D. Lightweight. Non-marking finish. Use with 
No. 49907 2” O.D. Quick-Lock Hose Connector. 

EXTENSION No. 49299 

TUBE/WAND 5-ft. Double-Angle Aluminum Extension Tube. 


NOZZLE/ 


No. 50012 22" Floor Nozzle. Smooth face. 
MASTER Cleans carpets. Fits No. 49299 Extension Tube. 


HEAD 


eae | No. 50126 142" O.D. Quick-Lock Hose Connector. 
en = Connects 1%’ |.D. Hoses to B&D Nos. 5465, 5426, 
5437, 5445, 5455 Vacuums. 


No. 54067 Metal Adapter. Required when using 
1%" B&D hoses on Vac. Nos. 5420 and 5421 


ANY ONE OF THE FIVE HOSES SHOWN 
ON PAGE 112 CAN BE USED ON ALL B&D 
VACS. (NO. 5420 AND NO. 5421 VACS 

REQUIRE USE OF NO. 54067 ADAPTER.) 


EOS a 


5' Double-Angle Steel Extension Tube. 


Queens NO. 46506 
5‘ Straight Extension Tube. 


a No. 46648 
, 20" Straight Steel Extension Tube. 


No. 46646 
18" Angle Steel Extension Tube. 
No. 46503 
A" Double-Angle Aluminum Extension Tube. 


ge gel 


No. 49574 15" Floor Nozzle. Has smooth face 
for thoroughly cleaning carpets. Newly 
engineered airflow design increases pickup 
ability when used without attachments. 


No. 49559 6” Nozzle. Swivel action. Cleans 
upholstery in cars, offices, etc. 


No. 50014 22” Floor Brush. Fits No. 50012 Floor 
Nozzle. Cleans non-carpeted floors. 


CARPET 
TOOL 


No. 50017 22"' Squeegee. Fits No. 50012 Floor 


Nozzle. 


No. 50019 22" Replacement Squeegee Blade. 


CREVICE 
TOOL 


No. 49562 15" Floor Brush. Fits No. 49574 
Floor Brush. Stiff horsehair bristles clean non- 
carpeted floors. 

No. 49563 Replacement Brush for 15” Floor 
Brush. Made of stiff horsehair bristles. 


No. 18186 6” Brush. Fits No. 49559 Nozzle. Stiff 
horsehair bristles. 


No. 39131 6” Scratch Brush. Fits No. 49559 
Nozzle. Tough wire bristles loosen rust, dry scale 
and furnace soot. 


No. 49581 15" Carpet Tool. Fits No. 49574 Floor 
Nozzle. Engineered to lift nap and ‘‘scoop” out 
deeply imbedded dirt from carpets and rugs. 


No. 49565 15" Squeegee. Fits No. 49574 Floor 
Nozzle. New, advanced design picks up liquid on 
both forward and backward stroke. 


No. 49566 Replacement Rubber Squeegee Blade 
for 15° Squeegee. 


END PROTECTOR/ 
COUPLING 


No. 25913 End-Protector and Hose 
Coupling. Fits No. 33058 Hose, 
protects ends when cleaning 
furnaces. Also couples two 


No. 40004 11" Crevice Tool. Aluminum. Fits all 
1%" 1.D. Hoses. 


No. 39094 26" Crevice Tool. Metal. For furnace 
cleaning. Fits all 1%‘ |.D. Hoses. 


REPLACEMENT DUST BAGS AND FILTERS 


No. 45765 Repl. Dust Filter 
Available from B&D 
Service Center only. 


sections of any B&D 1%" |.D. Hose. 


No. 48768 Repl. Dust Filter for No. 49349 “Dacron” 
Nos. 5426, 5437, 5445, 5455 & Dust Filter for all Nos. 
5465 Cleaners. 5465 and 5426, 5437, 


5445, & 5455 Cleaners 
used for Furnace 
Cleaning and other 
clinging dust. 


For light duty applications where tool loss and damage can be frequent; 
including drills, jig and circular saws, router, finishing sander and bench grinder. 


No. 1016D 
Ya'' VARIABLE SPEED REVERSING DRILL 


Double insulated. 

Drills all materials quickly and accurately. 
Doubles as reversing screwdriver. 
Variable speed switch. 

Contoured handle for comfortable control. 
Complies with OSHA. 


Specifications: 0O-1900 RPM no-load speed; 3.0 amps at 
120V, AC only; %4"' steel capacity; ball-thrust bearings; net 
weight 2% lIbs.; shipping weight 3% Ibs. 


Accessory: No. 50078 heavy-duty metal tool box. 


i) 


Black s Decker. 


No. 1162D 


¥s'' VARIABLE SPEED REVERSING DRILL 


Double insulated. 

Bit %’’ capacity with double reduction. 
Doubles as reversing screwdriver. 
Variable speed switch. 

Contoured handle for comfortable control. 
Complies with OSHA. 


Specifications: 0-1200 RPM no-load speed; 3.0 amps at 


120V, AC only; %"' steel capacity; ball-thrust bearings; net 
weight 2% Ibs.; shipping weight 3% Ibs. 


Accessory: No. 50078 heavy-duty metal tool box. 
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No. 1010D 
Ys" DRILL 


Double insulated. 

Ideal for shop or home. 
Quality drill, economical price. 
© Complies with OSHA. 


Specifications: 2500 RPM no-load speed; 2.0 amps at 
120V, AC only; %4"’ steel capacity; ball-thrust bearings; net 
weight 2% lIbs.; shipping weight 3% Ibs. 


Accessory: No. 50078 heavy-duty metal tool box. 


No. 1155D 
¥e"' DRILL 


© Double insulated. 
® Complies with OSHA. 


Specifications: 1200 RPM no-load speed; 2.0 amps at 
120V, AC only; %"’ steel capacity; ball-thrust bearings; net 
weight 2% lbs.; shipping weight 3% Ibs. 


Accessory: No. 50078 heavy-duty metal tool box. 


UTILITY TOOLS 


No. 1302D (%") 
VARIABLE SPEED REVERSING DRILL 


Double insulated. 

Large %2’’ capacity. 

Reversing switch for greater versatility. 
Variable speed switch with lock button. 
Complies with OSHA. 


Specifications: 0-550 RPM no-load speed; 3.0 amps at 
120V, AC only; %2"' steel capacity; ball-thrust bearings; net 
weight 3% Ibs; shipping weight 4% lbs. 


Accessory: No. 50078 heavy-duty metal tool box. 


No. 1305-10 (2'") DOUBLE INSULATED 


REVERSIBLE DRILL, SPADE HANDLE 


Rated for light production use. 
Double insulated for added protection. 
Full power reverse; %2 HP motor. 
High quality precision chuck. 
Removable 2-position spade handle. 
3-position auxiliary side handle. 
Bearings: ball-thrust, sleeve. 


Specifications: 600 RPM no-load speed; 4.5 amps at 
120V, AC only; %" steel capacity, 1’’ oak; 15’’ long; 
Cordset: 6’; net weight 5% Ibs.; shipping weight 7% Ibs. 
Complies with OSHA. U.L. listed. 


No. 1300D (%") 
DRILL 


® Same as No. 1302D except single speed. 


Specifications: 550 RPM no-load speed; 3.0 amps at 
120V, AC only; 2‘' steek capacity; ball-thrust bearings; net 
weight 3% Ibs.; shipping weight 4% Ibs. 


Accessory: No. 50078 heavy-duty metal tool box. 


No. 3302 (% HP) 
ROUTER 


Cuts, routs, grooves, trims and decorates in wood, 
plastics, compositions. 

Large, positive control handle fits hand comfortably. 
Precision calibrated in %a'’ increments; vertical depth 
adjustment. 

Complies with OSHA. 


Specifications: %4 hp motor; 22,000 RPM, 120V AC, 


5 


.O amps; .75 hp (max. motor output); net weight 6 Ibs. ; 


shipping weight 8 Ibs. 
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UTILITY TOOLS 


No. 3152 
2-SPEED JIG SAW 


® Two speeds; high speed for wood and compositions, low 


speed for metal and plastics. 

Calibrating tilting show for bevel and compound 
mitre cuts. 

Double insulated. 

Includes wood-cutting blade. 

Capacity 1” hardwood, 1%” softwood. 
Complies with OSHA. 


Specifications: 3200 SPM high speed, 2500 SPM low 
speed; (120V AC); 2:3 amps; 25 hp (max. motor output); 
net weight 3 Ibs.; shipping weight 3% Ibs. 


Optional Extra: U2151 Combination Rip Fence and 
Circle Guide. 


No. 7394 
7%4'' CIRCULAR SAW 


Powerful 1.62 HP maximum motor output; double-insulated. 
Strong, versatile, lightweight. 

Excellent blade visibility from either side; sawdust kept 
away from cutting line. 

Handle placement gives proper balance and control. 
Exclusive detachable 6’ cord can be used as standard 
2-prong extension cord. 

Wraparound sturdy shoe for added support. 

Power lock-off button guards against accidental starts. 
Includes 7%"'’ combination blade. 

Complies with OSHA. 


Specifications: 5300 RPM no-load speed; 10 amps at 
120V, AC only; depth of cut—2%6" at 90°, 1%" at 45°; 
net weight 10 Ibs.; shipping weight 11% Ibs. 


Optional Extra: Rip Fence No. 73-501; Carrying Case No. 
55580. (73-510) 


No. 4005 
ELECTRIC FINISHING SANDER 


® Double insulated. 


© Extra fast; 10,000 orbits/ minute for smoother finishing, 


faster material removal, easier use. 

One or two handle control; front handle, too. 
Flush sands on three sides. 

Paper size: Ys standard sheet (3%"’ x 9”). 
Complies with OSHA. 


Specifications: 120V AC; 1,5 amps; .15 hp (max. motor 
output); 10,000 orbits/ minute; net weight 3 Ibs.; shipping 


weight 3% Ibs. 
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No. 4305 
6’ BENCH GRINDER 


Full width eye shield; adjustable tool rests. 

Ball-bearing equipped throughout for long life, smooth 
operation. 

Four rubber feet for use on bench. 

Special hole on end of wheel provides for easy access for 
screwdriver; makes tightening wheel simple. 

Flat front design allows maximum use of wheels. 

Slide switch with relay; use single section wire wheel 
brush. 

Does not comply with OSHA. 


Standard Equipment: 6” grinding wheel; 6 wire brush; 
2 adjustable eye shield; 4 rubber feet; slide relay switch in 
base; net weight 19 Ibs.; shipping weight 21 Ibs. 


CORDLESS 


No. 1895 (500 RPM) 
¥e'' REVERSIBLE CORDLESS DRILL 
WITH 16 HOUR RECHARGER 


®@ High torque for tough jobs (40 inch pounds lock rotor). 
© ¥%'' capacity geared chuck. 

®@ Built-in key holder. 

©@ Reversing switch (for removing screws). 

® Tough double reduction gearing (500 RPM). 

® Quality construction. 

© Complies with OSHA. 

® ULL. listed. 


Specifications: 500 RPM no-load speed; ball-sleeve bear- 
ings; net weight 2% Ibs.; shipping weight 4% lbs. 


Standard Equipment: 16-hour battery charger; chuck key. 


“Available only from B&D Service Centers 


JOBMATE’ 


No. 3980 
ALL PURPOSE WORK CENTER AND VISE 


Versatility for the professional; completely portable; sets up 

in shop or at any job site. 

® Steel cladding with stamped 27” measure provides 
extremely rugged work surface plus quick measurement. 

© Solid laminated maple vise jaws hold materials up to 
10” wide. 

© Folds flat for easy handling, easy storage. 

Lightweight yet rugged aluminum “‘H”’ frame. 

© Adjustable anti-skid feet provide adjustment for uneven 
surfaces. One adjustment at bench height. Four adjustable 
feet at sawhorse height. 

© Duplex outlet allows multi-tool use. 

© Double adjustment levers on exclusive vise arrangement 
permit holding wedge shapes. 

© Includes two Gripmate vertical clamps; each providing 
150 Ibs. clamping force. 

@ 12” clamping capacity swivel grip pegs hold irregular and 
circular objects. 

® Vise handles can be worked independently providing 
tapered clamping capability from 0” to 5¥,”. 

® Horizontal V-grooves in vise jaws grip tubular pieces. 

® Convenient high impact resistant parts tray will hold 
screws, nuts, bolts, etc. 

© Dimensions: 29” wide, 3114” high, 26” deep. 

© Net weight: 321, Ibs. 

® Shipping weight: 45 Ibs. 


Standard Equipment: Parts tray, duplex outlet, 
6’ extension cord, 2 Gripmate clamps. 


CAUTION: (1) Do not apply weight in excess of 350 Ibs. 
(2) Not to be used as a stepladder or standing 
platform. 
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Black & Decker Authorized Service Stations, 
Distribution Centers, Manufacturing Plants, 
Sales and Service Subsidiaries. 


See Page 120 for Service Centers. 


BLACK & DECKER MFG. CO., 


Limited, Canada 


BROCKVILLE, ONTARIO 
CALGARY, ALBERTA 
DOWNSVIEW, ONTARIO 
EDMONTON, ALBERTA 
HALIFAX, NOVA SCOTIA 
HAMILTON, ONTARIO 
KITCHENER, ONTARIO 
LONDON, ONTARIO 
LONGUEUIL, QUE. 
MONTREAL (CENTRAL) QUE. 
NEW WESTMINSTER, B. C. 
OTTAWA, ONTARIO 

QUEBEC CITY, QUE. 
REGINA, SASK. 
SASKATOON, SASK. 
SCARBOROUGH, ONTARIO 
SUDBURY, ONTARIO 
TORONTO (QUEENSWAY) ONT. 
VANCOUVER, B.C. 

VILLE DE LAVAL, QUE. 
WINNIPEG, MANITOBA 


AUTHORIZED SERVICE STATIONS 

ALABAMA, Andalusia, Gadsden, Huntsville, Mobile, Montgomery, 
Sheffield, Tuscaloosa 

ALASKA, Anchorage, Fairbanks, Russellville 

ARIZONA, Tucson 

ARKANSAS, Ft. Smith, Jonesboro 

CALIFORNIA, Escondido, Imperial, Modesto, Redding, Stockton, 
Woodland Hills 

COLORADO, Ft. Collins, Grand Junction 

CONNECTICUT, New Haven 

FLORIDA, Bradenton, Cocoa, Ft. Lauderdale, Ft. Myers, Hialeah, 
Melbourne, Merritt Island, Pensacola, Tallahassee 

GEORGIA, Augusta, Macon, Savannah 

HAWAII, Hilo, Kahului Maui, Kapaa 

IDAHO, Boise, Idaho Falls, Lewiston 

ILLINOIS, Arcola, Bloomington, Bradley, Decatur, Effingham, Joliet, 
Peoria, Quincy, Rockford, Springfield 

INDIANA, Elkhart, Ft. Wayne 

IOWA, Atlantic, Cedar Rapids, Davenport 

KANSAS, Topeka 

KENTUCKY, Bowling Green, Lexington, Owensboro 

LOUISIANA, Baton Rouge, Belle Chasse, Houma, Lafayette, Shreveport 

MAINE, Bangor, Westbrook 

MICHIGAN, Petoskey 

MINNESOTA, Dodge Center, Duluth, Willmar 

MISSISSIPPI, Columbus, Greenville, Gulfport, Jackson 

MISSOURI, Springfield 

MONTANA, Great Falls, Kalispell, Missoula 

NEBRASKA, Lincoln, N. Platte 


NEVADA, Las Vegas, Reno 

NEW JERSEY, Newark, Ocean View, Trenton 

NEW MEXICO, Clovis, Farmington 

NEW YORK, Bay Shore, Howard Beach, Kingston 

NORTH CAROLINA, Asheville, Elizabeth City 

NORTH DAKOTA, Fargo, Grand Forks 

OHIO, Akron, Canton, Cleveland, Youngstown 

OREGON, Eugene, Redmond 

PENNSYLVANIA, Erie, Levittown, Mechanicsburg, Reading, Roslyn, 
Wilkesbarre 

SOUTH CAROLINA, Charleston, Columbia 

SOUTH DAKOTA, Rapid City, Sioux Falls 

TENNESSEE, Chattanooga, Jackson 

TEXAS, Austin, Brownsville, Corpus Christi, Harlingen, Lubbock, Odessa, 
San Angelo, Wichita Falls 

VERMONT, S. Burlington 

VIRGINIA, Hampton, Roanoke 

WASHINGTON, Kennewick, Tacoma, Yakima 

WEST VIRGINIA, Wheeling 

WISCONSIN, Green Bay, Madison 

WYOMING, Casper, Reliance 


DISTRIBUTION CENTERS 


CALIFORNIA 94804, Richmond, 1732 Wright Ave., 
Phone: 415 235-4237 

ILLINOIS 60018, Des Plaines, 2180 S. Wolf Road, 
Phone: 312 827-7145 
(Sales Office: 312 827-00830) 

MARYLAND 21074, Hampstead, Phone: 301 374-9046 

MISSOURI 64116, N. Kansas City, 1343 Murray Drive, 
Phone: 816 VI 2-6350 


MANUFACTURING PLANTS 


Fayetteville, North Carolina; Tarboro, North Carolina; Lancaster, Pa.; Solon, 
Ohio; Hampstead, Md., U.S.A.; Brockville, Ontario, Can.; Harmondsworth, 
Middx., Maidenhead, Spennymoor, England; Croydon, Vic., Australia; 
Brezins, France; Civate, Ellera, Italy; Idstein, Germany; Barcelona, Spain; 
Mexico D.F., Mexico 


SALES AND SERVICE SUBSIDIARIES 


Vienna, Austria; Brussels, Belgium; Copenhagen, Denmark; Helsinki, Fin- 
land: Athens, Greece; Tokyo, Japan; Mexico, D.F. Mexico; Rotterdam, Neth- 
erlands; Auckland, New Zealand; Grorud, Norway; Cape Town, South Africa; 
Barcelona, Spain; Goteborg, Sweden; Zurich, Switzerland; Caracas, Vene- 
zuela; Idstein, Germany; Buenos Aires, Argentina; Croydon, Victoria, Austra- 
lia; Brockville, Ontario, Canada; Maidenhead, Berkshire, England; Lyon, 
eer Teheran, Iran; Tel-Aviv, Israel; Civate, Italy; Lisbon, Portugal; Ibadan, 
igeria 

BLACK & DECKER, INC., Urbanizacion Industrial, Julia Caparra Heights, San 
Juan, Puerto Rico 


AVAILABILITY LIST OF 220 VOLT TOOLS 


B&D power tools available in 220 volts vary from time to time. As of January 1, 1978, the tools listed 
below are available. Some other tools not listed may be available. Contact your distributor who can 
obtain the latest availability information from the local service center. 


Ya" Drills 1%" Drill 
1040-19} %" E.H.D. ‘‘Holgun’’ Drill 1435-01* 1%" 2 Spd. H.D. Drill 
1043-19" +} 4" E.H.D. “‘Holgun” Drill 


1065-01  %’’ Shorty Drill Magnetic Drill Presses 


Circular Saw Grinders 


7394-01* 7%" Saw 4232-01 7" S.D. Angle Grinder 


4266-01* 2%" Portable Grinder 
Shears and Nibblers 4280-01* Die Grinder, 35,000 rpm 
4285-01* Die Grinder, 21,500 rpm 


1070-19" + 4’ E.H. Drill 


%"' Drills 


1174-19} % E.H.D. ‘Holgun”’ Drill 
1176-19*+ %” E.H.D. ‘‘Holgun”’ Drill 
1190-01 *4 %"’ E.H. Drill 
1190-19} %" E.H. Drill 
1575-01+ %'' Var. Speed Scru-Drill 
7154-01 %"' Var. Speed Rev. Drill 


Ya" Drills 


1321-01¢ '%" H.D. Drill 
1345-01*+ %" R.A. Drill Kit. 
1345-19" 7R.A. Drill Kit. 
1348-01 *+ Ye" R.A. Drill Kit 
1348-19*7R.A. Drill Kit. 


5" Drill 
1330-01* %’' H.D. Drill 


%" Drill 
1405-01 %’ H.D. Rev. Drill 


1” Drill 
1425-01* 1” H.D. Rev. Drill 


1551-01 %'' Mag. Press 
1554-01 1%'' 2-Spd. Mag. Press 


Screwdrivers 


2035-19*+ E.H.D. DryWall Screwdriver 
2045-19*+ E.H.D. Pos. Screwdriver 
2046-19*+ E.H.D. Pos. Screwdriver 
2050-19*+ E.H.D. "Versa'’’ Screwdriver 
2074-19} E.H. Rev. Screwdriver 


Impact Wrenches 


2220-01 %'' H.D. Impact Wrench 
2225-01 %" Impact Wrench 


Worm Drive Saws 


3051-01 7%’ Worm Drive Saw 
3052-01* 8'%4'’ Worm Drive Saw 


Cut-Saw 
3103-19} 2-Spd. Cut-Saw Kit. 


Jigsaws 
3149-01* Single-speed Jigsaw 
3155-01 H.D. Jigsaw 


3210-01* +12 Ga. H.D. Shear 
3255-01 +8 Ga. H.D. Nibbl 
ss ee Drill Bit Sharpener 
Routers 4300-01 H.D. Drill Bit Sharpener 
3310-01, 1% HP H.D. Router 
3315-01 1% HP H.D. Router Motor Bench Grinders 
3320-01* 2 HP H.D. Router 4310-01 6’ H.D. Bench Grinder 
3325-01* 3 HP H.D. Router 4320-01* 7’ H.D. Bench Grinder 
Cut-off Machine Hammers 
3912-01 Cut-off Machine 5015-01* Percussion Hammer 
5025-01* S.D. Hammer 
Finishing Sander 5026-01* Power Sledge Barnet 
= inishi 5036-01* All Ins. Hammer Drill Kit. 
S015°0), EiBy finishing Sender 5036-19*+ All Ins. Hammer Drill Kit. 
Belt Sander 
be Rotary Hammers 
4027-01* S.D. Belt Sander 5045-01* Rotary Hammer 
Sanders 5050-01* H.D. Rotary Hammer 
4049-01 7’ H.D. Sander, 5000 rpm 
4052-01 7’ H.D. Sander, 6000 rpm r Wecuutt Sleanor 
4075-01+ 7’ H.D. Wildcat, 5000 rpm 5426-01* Hi-Air-Flo Vacuum Cleaner 
4076-017 7’’ H.D. Wildcat, 6000 rpm 
Valve Refacers 
6305-01* Deluxe Valve Refacer 
Vibro Centric Kit 
6337-01* Deluxe Vibro Centric Kit. 


Tools will be stocked at Towson and can be ordered daily by the Black & Decker Service Center. 


* Availability of tools marked with asterisk will be quoted upon request from the local Black & Decker Service Center. 


+These units were not available in 220V at the time of catalog printing. Consult your B&D Distributor for future availability. 
These units are available as long as supply lasts. 
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IMPORTANT READING 


WARRANTY 
A Full One Year Warranty 


Black & Decker warrants this product 
for one year from date of purchase. We 
will repair without charge any defects 
due to faulty material or workmanship. 
Please return the complete unit, 


transportation prepaid, to any Black & 
Decker Service Center or Authorized 
Service Station listed under ‘‘Tools 
Electric’ in the yellow pages. This 
warranty does not apply to accessories 
or damage caused where repairs have 
been made or attempted by others. 


Black « Decker 


MOTORS 


All Black & Decker Electric Tool Motors (except Bench 
Grinders, Permanent Magnet Motors and Electric 
Submersible Pump Motors) are ‘‘Universal’’ Motors, i.e., 
they will operate on either DC or single phase AC of 25 to 
60 cycles of the specified voltage except where a special 
switch or other component limits the usage to AC. 


VOLTAGE SPECIFICATIONS 


Tools shown in this catalog will be supplied to authorized 
distributors from the nearest appropriate Distribution Center 


in 120 volts, except for Bench Grinder Models 4325, 4326, 


4330 and 4335 shown on Pages 88 and 89. For these 
units, phase and cycle must be specified. 

Certain tools are available in 220 volts through the 
Product Service Division. Most prices are approximately 
15% higher than those shown in the price list for 120 volt 
versions. Orders from authorized distributors should be sent 
directly to their nearest Black & Decker Service Center, 
which will give a specific quotation on price. 


EXTENSION CABLE CHART 


Based on current equivalent to rated load of tool and a 
loss in voltage of not over 5 volts for 120 volt tools. For 
220 volt tools, the nameplate amperage rating should be 
halved before using this chart. The chart, therefore, is to be 
used in the same manner as for 120 volt tools. 


Ampere rating 0- 
(on nameplate) | 2.00 
Ext. Cable 
Length 


UNDERWRITERS’ LABORATORIES 


LISTING 


All Black & Decker Tools listed in this catalog comply with 
Underwriters’ Laboratories; listing includes the most current 
of requirements for power tools. 


OSHA: 


DOUBLE INSULATION 
3-WIRE GROUNDING 


Grounded Tool; Three-Prong Plugs 

Each Black & Decker tool in this 
category is provided with a grounding 
type plug. The grounding prong of the 
plug is electrically connected to the 
accessible metal part of the tool. 
Receptacles now required by the 
National Electrical Code accept this plug 
without the need for an adaptor. 

This category of tool complies with 
OSHA regulation part 1910.309 for 
industrial application and part 1926.401 
for construction application. 


Double Insulated Tool; Two-Prong Plugs 
Each Black & Decker tool in this ry ry 
=| 
é 
( 


used with the older two-pin receptacles 
without the need for an adaptor. These 
tools can also be used with the recent 
three-pin receptacles without an adaptor. 

This category of tool complies with 
OSHA regulation part 1910.309 for 
industrial application and part 1926.401 
for construction application. 


category is provided with an extra layer 
of insulation to eliminate the need for a 
grounding prong on the plug. The extra 
layer of insulation takes the place of the 
grounding circuit. These tools are to be 


All-Insulated Tool; Two-Prong Plugs ; 


All-Insulated is a Black & Decker name 
for a Double Insulated tool with the 
entire housing made up of insulating 
material. 
This category of tool complies with 
OSHA regulation part 1910.309 for r; 


industrial application and part 1926.401 
for construction application. 


Cordless Tool 

Each Black & Decker tool listed in this category has 
a two-prong plug charger. The operating voltage of 
the tool can be anywhere from 2.5 volts to 15 volts 
DC and creates no shock hazard from any internal 
electrical failure. 


GROUNDING 


All tools listed in this catalog (except Double-Insulated, 
All-Insulated Tools and the Cordless Drill) have grounded 
systems and grounding-type attachment plugs, listed by 
Underwriters’ Laboratories, Inc. These fit standard grounding 
receptacles now required by the National Electrical Code. 
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THE LARGEST 
SERVICE NETWORK 
IN THE 
POWER-TOOL INDUSTRY 


OUR 100 FACTORY-OWNED SERVICE CENTERS. 


Telephone Area Telephone 


Code No. Code No. 
ALABAMA: Birmingham 35209, 2412 Green Springs Highway 205 942-0538 St. Louis 63110, 615 S. Vandeventer Ave. (Sales only) 314 291-2772 
Mobile 33608, 3831 Airport Blvd 205 343-6624 NEBRASKA: Omaha 68102, 2218 Leavenworth St 402 345-2330 
ARIZONA: Phoenix 85004, 537 E. McDowell Rd 602 258-1332 NEW JERSEY: Cherry Hill 03034, 1444 E. Marlton Pike 609 429-2822 
ARKANSAS: Little Rock 72201, 519 West Seventh St 501 372-3040 Paterson (Little Falls) 07424, Rt. 46 East, 
CALIFORNIA: Anaheim 92802, 1235 So. Euclid Ave 714 772-4050 at Lower Notch Rd 201 256-9373 
Fresno 93703, 2518 North Blackstone Ave 209 224-2152 Union 07083, 2305 U.S. Highway 22 West 
Los Angeles 90007, 2432 S. Broadway 213 749-0371 (1 Block West of Flagship) 201 964-7040 
Orange 92668, 822 Town and Country Rd. (Sales only) 714 547-7667 NEW MEXICO: Albuquerque 87107, 2812 Candelaria Rd., N.E.. 505 345-2503 
Riverside 92506, 4010 Merrill Ave 714 787-9700 NEW YORK: Albany (Latham) 12110, 
Sacramento 95814, 1915 Seventeenth St 916 444-3188 836 Troy-Schenectady Rd 518 785-1867 
San Diego 92105, 3811 El Cajon Blvd . . 714 280-3331 Buffalo 14209, 881 W. Delavan Ave 716 884-6220 
San Leandro 94578, 15206 E. 14th St 415 276-1610 Great Neck 11021, 98 Cuttermill Rd. (Sales only) 516 829-9504 
Santa Clara 95050, 2291 The Alameda 408 241-9162 New York 10462, 1894 E. Tremont Ave. (Bronx) 212 792-2700 
S. San Francisco 94080, P.O. Box 231, 1139 Airport Blvd 415 871-7278 New York 10014, 227 Varick St. (Manhattan) 212 929-6450 
Van Nuys 91411, 14920 Victory Blvd 213 787-5531 New York 11377, 56-15 Queens Blvd. (Woodside) 212 335-1042 
West Covina 91791, 422 North Azusa Ave 213 339-6288 Rochester 14623, 2969 W. Henrietta Rd 716 424-1310 
COLORADO: Denver 80219, 1171 S. Federal Blvd 303 922-8325 Syracuse 13224, 2140 Erie Blvd. E 315 446-3086 
CONNECTICUT: Bridgeport 06603, 1055 Lafayette Circle 203 368-3419 Westbury 11590, 1059 Old Country Rd. (L.I.) 516 997-6140 
Hartford 06114, 131 Meadow St 203 249-6241 Yonkers 10710, 2347 Central Park Ave 914 779-3810 
DISTRICT OF COLUMBIA: Washington NORTH CAROLINA: Charlotte 28205, 
Bladensburg, Maryland 20710, 4501 Baltimore Ave 301 779-3808 3007 E. Independence Blvd 704 374-1779 
Falls Church, Virginia 22046, 129 Annandale Rd 703 533-1147 Fayetteville 28306, P.O. Box 64498, Highway 301 S 919 425-9552 
Rockville, Maryland 20852, 1020 Rockville Pike 301 340-7377 Greensboro 27403, 1010 W. Lee St. 919 275-0906 
FLORIDA: Jacksonville 32205, 920 Cassat Ave 904 781-2253 Raleigh 27604, 2420 Atlantic Ave 919 834-8207 
Miami 33168, 13345 N.W. Seventh Ave 305 681-6658 OHIO: Cincinnati 45241, 2310 E. Sharon Rd 513 772-3111 
Orlando 32806, 940 S. Orange Ave 305 423-1651 Cleveland 44113, 3901 Detroit Ave 216 651-4243 
Tampa 33609, 3432 W. Kennedy Blvd 813 872-8317 Columbus 43227, 3975 E. Livingston Ave 614 237-0461 
GEORGIA: Atlanta 30313, 316 Techwood Drive, N.W. 404 688-8933 Dayton 45409, 2898 South Dixie Drive 513 298-1951 
Atlanta 30354, 3271 Hamilton Blvd. S.W. (Sales only) 404 763-1300 Toledo 43607, 3231 Dorr St 419 531-8921 
HAWAII: Honolulu 96813, 675 Auahi St 808 536-9374 OKLAHOMA: Oklahoma City 73106, 1318 Linwood Blvd 405 232-7515 
ILLINOIS: Chicago 60101, Addison, 1710 W. Armitage Court 312 261-8630 Tulsa 74145, 3120 South Sheridan Rd 918 622-5666 
Chicago 60646, Lincolnwood, 6710 N. Crawford Ave 312 673-0923 OREGON: Portland 97209, 1640 N.W. Johnson St ; 503 228-8631 
Chicago 60453, Oak Lawn, 6343 West 95th St 312 423-7212 PENNSYLVANIA: Allentown (Whitehall) 18052, 
Des Plaines 60018, 2180 S. Wolf Rd. (Sales only) 312 827-0083 2242 MacArthur Rd 215 435-9544 
Rock Island 61201, 725 30th St 309 788-1744 Harrisburg 17112, 6070 Allentown Blvd 717 ~=545-0651 
INDIANA: Evansville 47710, 307 First Ave., Crescent Center 812 425-4269 Lancaster 17604, 715 Fountain Ave 717 + =©393-5251 
Hammond 46323, 7103 Kennedy Ave 219 845-5100 Philadelphia 19103, 333 No. 20th St. (Service only) 215 564-5520 
Indianapolis 46224, 5999 Crawfordville Rd 317 243-8308 Pittsburgh 15232, 5437 Baum Blvd 412 362-2700 
IOWA: Des Moines 50312, 2811 Ingersoll Ave 515 244-7257 RHODE ISLAND: E. Providence 02914, 2777 Pawtucket Ave. 401 434-1655 
KANSAS: Wichita 67213, 155 S. West St 316 943-1271 SOUTH CAROLINA: Greenville 29601, 407 Pendleton St 803 232-3038 
KENTUCKY: Louisville 40209, 4407 Park Blvd 502 366-1495 TENNESSEE: Knoxville 37917, 4110 North Broadway 515 688-0921 
LOUISIANA: Metairie (New Orleans) 70002, Memphis 38116, 986 East Brooks Rd 901 332-3444 
3310 N. Causeway Blvd 504 837-2550 Nashville 37203, 601 Eighth Ave. S 615 254-1061 
MARYLAND: Baltimore 21211, 203 West 28th St 301 467-7411 TEXAS: Amarillo 79106, 3008 West 6th Ave 806 373-1531 
Baltimore 21205, 4712 Erdman Ave 301 485-5550 Dallas 75207, 1808 N. Industrial Blvd. (Service only) 214 741-6401 
Bladensburg (Wash., D.C.) 20710, 4501 Baltimore Ave 301 779-3808 Dallas 75247, 7701 Stemmons Freeway (Sales only) 214 630-6021 
Rockville 20852, 1020 Rockville Pike 301 340-7377 El Paso 79925, 1400 Magruder St 915 778-9769 
Towson (Balto.) 21204, 701 East Joppa Rd 301 828-2910 Fort Worth 76103, 1801 Bomar St 817 336-0175 
MASSACHUSETTS: Boston (Brighton) 02135, 12 Market St 617 782-6264 Houston 77022, 536 Tidwell Rd 713 692-7111 
MICHIGAN: Detroit 48219, 18133 W. McNichols Rd. 313 534-8880 San Antonio 78201, 500 Culebra Ave §12 732-1221 
Detroit 48234, 11360 East Seven Mile Rd 313 527-5010 UTAH: Salt Lake City 84115, 1541 S. Third West St z 801 486-5828 
Flint 48504, G-4083 Clio Rd 313 789-6191 VIRGINIA: Falls Church 22046, 129 Annandale Rd 703 533-1147 
Grand Rapids 49509, 3662 Clyde Park Ave., S.W. 616 534-7708 Norfolk 23513, 7631 Sewells Point Rd 804 480-3333 
Southfield 48076, 21411 Civic Center Drive (Sales only) 313 353-3480 Richmond 23222, 1424 Chamberlayne Ave 804 649-9245 
MINNESOTA: Bloomington (Minneapolis-St. Paul) 55420 WASHINGTON: Seattle 98109, 701 Third Ave., N 206 282-6432 
9712 Garfield Ave 612 884-9191 Spokane 99207, 3550 North Market St. 509 489-9164 
MISSOURI: Kansas City 64111, 4324 Main St 816 531-0629 WEST VIRGINIA: Charleston 25312, 1638 Sixth Ave 304 343-0289 
Kansas City 64111, 4324 Main St. (Sales only) 816 531-0633 WISCONSIN: Milwaukee (West Allis) 53227, 
St. Ann 63074, 10933 St. Charles Rock Rd 314 739-4661 10903 W. Lincoln Ave 414 543-9590 
St. Ann 63074, 10933 St. Charles Rock Rd. (Sales only) 314 291-2772 
St. Louis 63110, 615 S. Vandeventer Ave. (Service only) 314 533-2210 
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LOOK FOR THESE POPULAR 
_ POWER TOOLS AND ACCESSORIES 
AT YOUR BLACK & DECKER DISTRIBUTOR 


————— 
——— 
‘expect the best from 


© Black « Decker 


power TOOLS 


\ Look for your Black & Decker distributor in the Yellow Pages; 
: he’s listed under’ Tools-Electric” for Service and Sales. 


pages - 


Put us to the test. 


a 
Aad 


THE BLACK & DECKER MANUFACTURING COMP! 
Towson, Maryland 21204 _ 


Catalog No. PE-7 


